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’ INTRODUCTION

Dye-sensitized solar cells (DSCs) can convert solar radiation
into electricity efficiently and cost-effectively by means of a light-
harvesting sensitizer anchored to a high surface area mesoporous
semiconductor film.1 Record efficiencies of over 11% have been
achieved with ruthenium-complex sensitizers on laboratory-scale
devices,2�4 but progress in efficiency enhancement has been slow
in the past years. The optimization of crystalline silicon solar cells is
routinely assisted by numerical simulations (e.g., with the program
PC1D5). Various simulators also exist for thin-film solar cells6 and
organic solar cells.7 The materials and device optimization of the
DSC, however, are often addressed with an empirical approach.
Clearly, a comprehensive optoelectronic DSC simulator would
accelerate device development. With this work, we attempt to lay
the foundations for a coupled optical and electrical DSC simulator,
putting a focus on the accurate description of the optics in the device.8

The DSC is a nanostructured electrochemical device (Figure 1).
Sunlight is absorbed by a photoactive sensitizer (“dye”) attached to a
thin mesoporous TiO2 film (x < 12 μm). The photoexcited dye
injects an electron into the TiO2 conduction band and is rapidly
regenerated by a mediator redox couple in the electrolyte, which
permeates the pores. The injected electron diffuses through the TiO2

network to a transparent conducting electrode (fluorine-doped tin
oxide, FTO) and migrates through an external electric circuit to the
counter electrode, where it regenerates the oxidized mediator.

The optical modeling of the device is complicated by the
presence of the mixed mesoporous medium comprising three
absorbers (TiO2, dye, and electrolyte). Often, the optics in
the device and the charge generation function in the photoactive
layer are calculated using a simplified, Lambert�Beer-type,
exponential absorption.9�11 This approach, however, does not
account for multiple reflections occurring at interfaces in the
device and neglects coherence effects in thin films (e.g., FTO
layers). We use a ray-tracing algorithm to accurately calculate the
absorption of light in a complete device. Coherence effects in the
FTO layer are treated with the transfer matrix method. The light
intensity perpendicular to a six-layer stack (along the x axis in
Figure 1) is calculated using coherent and incoherent optics. The
fraction of the incident light absorbed by the stained TiO2 layer
gives the spatially resolved charge generation function.

Standard materials, which have been used in our laboratory
and other research groups for several years, were selected for the
optical analysis. We have characterized the layers, in particular
the FTO electrodes and the absorption coefficient of the dye
under operating conditions (i.e., adsorbed to the TiO2 surface
and in an electrolyte solvent environment), as thoroughly as
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ABSTRACT: The design and development of dye-sensitized solar cells
(DSCs) is currently often realized on an empirical basis. In view of assisting
in this optimization process, we present the framework of a model which
consists in a coupled optical and electrical model of the DSC. The experi-
mentally validated optical model, based on a ray-tracing algorithm, allows
accurate determination of the internal quantum efficiency of devices, an
important parameter that is not easily estimated. Coupling the output of the
optical model—the dye absorption rate—to an electrical model for charge
generation, transport, and first-order (linear) recombination allows extraction
of a set of intrinsic parameters from steady-state photocurrent measurements,
such as the diffusion length or the dye electron injection efficiency. Importantly, the sources of optical and electric losses in the
device can be separated and quantified (i.e., transmittance, reflectance, absorptance, charge injection, recombination, and potential
losses). The model has been validated for two dye systems (Z907 and C101) and the strong effect of the presence of Liþ ions in the
electrolyte on intrinsic parameters is confirmed. This optoelectronic model of the DSC is a significant step toward a future
systematic model-assisted optimization of DSC devices.
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possible. The validity and utility of the model are demonstrated
with test devices using standard or benchmark ruthenium-based
dyes: the well-known Z907 dye12 and the high absorptivity C101
dye.4

The accurately calculated charge generation function is
coupled to a linear continuity equation for free electrons in the
TiO2 film. Using the analytical solution, we calculate steady-state
properties of the device under constant illumination at short-
circuit conditions, i.e., photocurrent and external quantum
efficiency, and compare them to measured values. In particular,
we can extract values for electron diffusion length and charge
injection efficiency from excited dye states into the TiO2 con-
duction band.10,11

Under the chosen experimental conditions, nearly all electrons
are collected at short circuit. In this case the nonlinear recombi-
nation of electrons can be well approximated using the first order
rate equation.13 An analytical expression for the conduction band
electron concentration can thus be calculated solving this linear
differential equation. Nonlinear models have been proposed in
the literature to account for the light intensity dependence of the
external quantum efficiency at very low intensity or the observed
deviation from an “ideal” slope of kBT/e when the open circuit
potential is graphed as a function of the natural logarithm of the
incident light flux. These models lead to differential equations
that must be solved numerically. For instance, a power law
recombination rate with an exponent of the concentration
smaller than 1 describes well some the experimental findings
but raises the question of the physical interpretation of the rate
equation.14,15 Alternatively, an additional recombination route
via intraband surface states16 may exist. A model which, in
addition to conduction band electrons, considers also localized
bulk and surface states, with a back reaction from the latter, may
lead to a nonlinear behavior.

The paper is organized as follows. In the next section we
introduce the coupled optical and electrical model. The device
preparation and the optical and photovoltaic characterizations
are described in the Experimental Section. The comparison of
the experimental data with the simulations and the loss analysis
are reported in the Results and Discussion section, which is
followed by a Conclusions section.

’THEORY

Optical Model. The optical model calculates the light inten-
sity along the x axis of a six-layer stack shown in Figure 1. A
distinction is made between thick layers whose optics is treated
incoherently and thin layers where coherent optics applies. The x
axis is perpendicular to the interfaces. The model is based on a
ray-tracing algorithm using geometrical, i.e. incoherent, optics.17

The ray-tracer randomly generates light rays, which are geome-
trically traced through the stack, until the intensity of a ray is

below a preset threshold value. In this work, the rays are always
perpendicular to the interfaces. The tracing procedure is re-
peated for different discrete wavelength values. At each interface
between thick layers, the ray is split into a transmitted and a
reflected beam. The reflectance and transmittance coefficients at
the interfaces are calculated from the experimentally determined
complex refractive indices of the layers (~ni(λ) = ni(λ) þ iki(λ),
1 e i e 6). In an absorbing medium of thickness di, the ray
intensity is attenuated by the factor exp(�Ri(λ) di), whereRi(λ) =
4πki/λ is the absorption coefficient. Thus, the incident ray is split
into a “tree” of rays, which are all traced individually.
The two thin FTO films (layers 2 and 5) must be treated using

coherent optics, since their thickness is in the order of the sunlight
coherence length (∼600 nm).18 The transmittance and reflectance
coefficients of the two thin FTO films are calculated with a transfer
matrix approach.19,20 Themixed incoherent�coherent stack is then
modeled as shown in Figure 2.
The spectral absorption rate of photons per unit volume,

Gλ(x), for a given wavelength λ at position x is given by the
derivative of the net spectral photon flux density φλ(x). By use of
the superposition principle, φλ(x) is calculated from the sum of
the forward fluxφλ

þ (x), which includes all rays propagating in the
forward direction, and the backward flux φλ

�(x), which includes
all rays propagating in the backward direction. The spectral
photon absorption rate then is

GλðxÞ ¼ � dφþ
λ ðxÞ
dx

þ dφ�
λ ðxÞ
dx

ð1Þ

It is convenient to normalize Gλ(x) with respect to an arbitrary
incident spectral photon flux density φλ

inc

gðλ, xÞ ¼ GλðxÞ
φinc
λ

ð2Þ

Light propagation and absorption in the mesoporous medium
of layer 3 constitute a special case. For this layer, the real part n3 of
the complex index of refraction (~n3 = n3þ ik3) is estimated from
the Bruggeman effective medium approximation.21 The porous
medium is described as a mixture of medium 3a (~n3a), the

Figure 1. Device structure of the dye-sensitized solar cell depicting the
six layers used to model the optics in the device.

Figure 2. Schematic of the six layer stack used for the optical model.
Bold numbers refer to the layers described in Figure 1. Incident rays are
reflected and transmitted at interfaces and traced throughout the stack
(thin dark arrows). Rays are perpendicular to the interfaces in the model
and drawn at an angle for visualization only. For a given wavelength λ,
φλ
inc is the spectral photon flux density incident on the stack,φλ

þ (x) is the
forward flux (the sum of all forward propagating rays), and φλ

�(x) is the
backward flux (the sum of all backward propagating rays) at position x.
The two thin FTO films 2 and 5 are represented by optically thin
interfaces. Coherent optics is used to calculate the reflectance and
transmittance coefficients of the FTO films. Layer 3 constitutes the
mixed medium (mesoporous TiO2, dye, electrolyte) with thickness d.
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electrolyte, and medium 3b (~n3b), a fictitious TiO2/dye phase.
The effective complex index of refraction, ~n3, then satisfies

P
~n23a � ~n23
~n23a þ 2~n23

þ ð1� PÞ ~n23b � ~n23
~n23b þ 2~n23

¼ 0 ð3Þ

where P is the porosity of the mesoporous film. The parameters
P, n3a, n3b, k3a, and k3 are known from experiments or literature
(see Experimental Section). k3 is experimentally determined
using a four-flux model analysis22 on transmittance and reflec-
tance spectra of a simplified stack, where the two FTO electrodes
(1/2 and 5/6) are replaced by microscope glass slides. Details on
the four-flux analysis are given in the Supporting Information.
The unknown parameters n3 and k3b are back-calculated from
eq 3. k3b, however, is unneeded for the remaining calculations,
since it represents the extinction coefficient of a bulk dye/TiO2

medium with P f 0.
Between x = 0 and x = d, g(λ,x) includes absorption by the dye

and the electrolyte. The absorption by the dye only (gdye) is
calculated using

gdyeðλ, xÞ ¼ RdyeðλÞ
R3ðλÞ gðλ, xÞ for 0 e x e d ð4Þ

Here, R3 = 4πk3/λ is the effective absorption coefficient of all
absorbers in layer 3. R3 and Rdye are determined from a four-flux
model analysis (see Supporting Information).
By integrating gdye(λ,x) over the TiO2 film thickness interval

[0, d], where d is the film thickness, we find the total fraction of
absorbed light by the dye in the film at wavelength λ (or the
maximum achievable external quantum efficiency)

fabsðd, λÞ ¼
Z d

0
gdyeðλ, xÞ dx ð5Þ

The dye absorption rate for a given incident photon flux φλ
inc is

Gdye
λ ðxÞ ¼ φinc

λ gdyeðλ, xÞ ð6Þ
We assume that the efficiency for electron injection from excited
dye states into the TiO2 conduction band is independent of
wavelength (ηinj(λ) = ηinj). The spatially resolved electron
generation rate is then

GeðxÞ ¼ ηinjG
dyeðxÞ ð7Þ

where

GdyeðxÞ ¼
Z ¥

0
Gdye
λ ðxÞ dλ

In addition, we obtain the maximum achievable short circuit
current density using

jmax ¼ e
Z d

0
GeðxÞ dx ð8Þ

where e is the elementary charge.
The optical model does not account for scattering in its

present form. It has been validated with TiO2 films made from
20 nm sized particles that scatter light only weakly. An extension
of the present optical model to scattering layers can be envisaged.
An angular distribution of ray propagation directions must then
be considered, instead of rays propagating only perpendicularly
to the interfaces. Possible absorption or scattering events in a
layer, and refraction, reflection, or scattering at an interface

determine then the fate of a particular ray. Such an extension
of the model comes, however, at the cost of a considerable
increase of the complexity of the program.
Electrical Model. The output of the optical model, the charge

generation function Ge(x) = ηinjG
dye(x), is coupled to an

electrical model for free charge carriers. Here, for simplicity,
we do not include ionic transport in the electrolyte and the
reduction of triiodide at the counter-electrode. The electrical
model is based on the stationary continuity equation for the
electron number density n(x) in the conduction band of the
TiO2 layer and on a purely diffusive transport equation for the
electrical current density j.23 If the quasi-equilbrium approxima-
tion is used (one single quasi-Fermi level for conduction band
and trapped electrons), then, under steady-state conditions, the
continuity equation does not include terms due to trapping/
detrapping, provided that there is no back reaction between
trapped electrons and species present in the electrolyte.24 In the
simplest (ideal) model case, only electrons from the conduction
band can recombine with triiodide in the electrolyte, and the
recombination rate is taken to be first order in n(x). This leads to
an inhomogeneous linear differential equation for n(x)

L2
d2n
dx2

� ðnðxÞ � nÞ þ τGeðxÞ ¼ 0 ð9Þ

Here, L = (Dτ)1/2 is the constant electron diffusion length, τ is
the electron lifetime, and n is the electron number density at
equilibrium in the dark. The electron number density in the dark
is given by

n ¼ Nc
2ffiffiffi
π

p F1=2
EF0 � Ec

kT

� �
ð10Þ

where Nc is the effective density of conduction band states, Ec is
the conduction band energy, and EF0 is the Fermi level in the
dark, which is equilibrated with the redox potential of the iodide/
triiodide couple. F1/2 is the Fermi�Dirac integral25 defined as

F1=2ðηÞ ¼
Z ¥

0

ffiffiffi
x

p
1þ expðx� ηÞ dx ð11Þ

The boundary conditions to eq 9 are

nð0Þ ¼ Nc
2ffiffiffi
π

p F1=2
EF0 þ eV � Ec

kT

� �
ð12Þ

and

dn
dx

�����
x¼ d

¼ 0

where V is the photovoltage. The photovoltage corresponds to
the internal cell voltage given by

V ¼ 1
e
ðEFnð0Þ � EF0Þ ð13Þ

where EFn(0) is the electron quasi-Fermi energy at x = 0. Setting
V = 0 we obtain the short-circuit case.
The general solution of (9) is given by

nðxÞ ¼ ae�x=L þ bex=L þ n� τ

Z d

0
G ðx� yÞGeðyÞ dy ð14Þ

Here, a and b are constants determined by the boundary
conditions. The last two terms comprise the particular solution
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of the differential eq 9. Because the generation rate Ge(x) is
known in numerical form, the particular solution is most con-
veniently expressed using Green’s function G (x) of eq 9. (The
Green0s function of (9) is calculated by using the Fourier
transform and is given by

G ðxÞ ¼ � 1
2L

½Hð � xÞ expðx=LÞ þHðxÞ expð � x=LÞ�

where H(x) is the unit step function.) From the complete
solution for V = 0, the current density at short circuit can be
calculated by

jsc ¼ eD
dn
dx

�����
x¼ 0

for V ¼ 0 ð15Þ

For details of these calculations we refer the reader to the
Supporting Information.
The external quantum efficiency (EQE) is simulated using

monochromatic light of wavelength λ0 and incident photon flux
density φinc to calculate the injected charge generation rate

Gδ
e ðxÞ ¼ ηinjG

dye;δ¼ ηinjφ
inc
Z ¥

0
δðλ� λ0Þgdyeðλ; xÞ dλ

ð16Þ
¼ ηinjφ

incgdyeðλ0; xÞ ð17Þ

The EQE at wavelength λ0 is then derived from the calculated
jsc(λ0) by inserting Ge

δ(x) in eq 14

EQEðλ0Þ ¼ jscðλ0Þ
eφinc ð18Þ

Similarly, we can define an internal quantum efficiency (IQE),
which quantifies the ratio of the electron flux extracted from the
TiO2 film to the photon flux absorbed by the dye

IQEðλ0Þ ¼ jscðλ0Þ
eφincfabsðλ0Þ ¼ EQEðλ0Þ

fabsðλ0Þ ð19Þ

where fabs is the fraction of light absorbed by the dye in the film at
wavelength λ0 (eq 5).
The function EQE(λ) will depend on the direction of illumi-

nation, i.e., illumination from the TiO2 substrate electrode (SE)
side or from the electrolyte electrode (EE) side. However, the
ratio of the EQE with SE and EE illumination is independent of
ηinj and only depends on L and the excited dye state generation
functions GSE

dye,δ and GEE
dye,δ for SE and EE illumination (see

Supporting Information). From the optical model, we find
accurate and validated values for GSE

dye,δ and GEE
dye,δ. L could thus

be extracted from experimental EQESE/EQEEE ratios using a
single-parameter fit.10,11,23 In this work, however, L is obtained
from the current density ratios measured at different simulated
solar spectral irradiance intensities. We favor this approach, since
an irradiance with a white bias light, commonly used in the
determination of EQEs, and the ensuing observed dependence of
the quantum efficiency on this bias light intensity, are not
modeled in the present work.
The parameters of the electrical model are L,ηinj, τ,Nc, and the

difference Ec � EF0 between the conduction band edge and the
Fermi level in the dark. The only relevant parameters in the
expressions for jsc and EQE(λ) areηinj and L. In ourmodel jsc and
EQE(λ) do not depend on Nc, τ, and Ec � EF0 (see Supporting

Information). In this study, we will thus extract ηinj and L by
comparing the simulations for jsc to experimental data.

’EXPERIMENTAL SECTION

Device Preparation. Complete test devices (Figure 1) were
fabricated following standard procedures.26 The FTO-coated top
glass electrode (Nippon Sheet Glass, 10Ω/0), was first immersed
in an aqueousTiCl4 solution to produce a thinTiO2 charge blocking
layer. An ∼8 μm thick mesoporous layer of 20 nm sized TiO2

particles was then screen-printed on the treated FTO electrode. The
cell geometry was 0.4� 0.4 cm2 for test devices and 2� 2 cm2 for
optical characterization. The TiO2 film was sensitized with the
ruthenium-based dye Z90712 or C1014 by overnight immersion in a
0.3 mM solution in a mixture of acetonitrile and tert-butanol
(volume ratio 1:1). Chenodeoxycholic acid (0.03 mM) was added
as coadsorbant to the C101 dye solution.4 The cell was sealed with a
thermally platinized FTO counter electrode (Pilkington, TEC 15,
15 Ω/0) using a 25 μm thick polymer spacer (Surlyn, DuPont).
The void was then filled with an iodide/triiodide based electrolyte
throughahole in theback electrode.Theelectrolyte consistedof 1.0M
1,3-dimethylimidazolium iodide, 0.10 M guanidinium thiocya-
nate, 0.03 M iodine, and 0.5 M tert-butylpyridine in a mixture of
acetonitrile and valeronitrile (volume ratio 85:15). In some cases,
0.05 M LiI was added to the electrolyte.
Optical Characterization of Layers. The thickness of the

glass substrates (layers 1 and 6) was measured with a digital
micrometer. To determine the complex refractive index of the
glass substrates (~n1 = n1 þ ik1 and ~n6 = n6 þ ik6), the FTO films
were removed with hydrochloric acid and zinc powder. The
complex refractive indices were then extracted by fitting the
Fresnel equations to measured transmittance and reflectance
spectra (see Supporting Information). Transmittance and reflec-
tance spectra were measured with a spectrophotometer (Varian
Cary 5) equipped with an integrating sphere.
The thickness of the FTO films (layers 2 and 5) was estimated

from cross-sectional scanning electron micrographs. The real
part of the refractive index of the top FTO layer 2 (n2) was
determined using a spectroscopic ellipsometer (SOPRA
GES5E). Beforehand, the strongly textured surface of the FTO
was polished using chemical mechanical planarization to mini-
mize depolarization of the incident light beam.27 n2 was extracted
by fitting the ellipsometric data to a Cauchy model, yielding
values in good agreement with reported data.27 Extraction of k2
requires an accurate fitting model taking into account high-
energy photon band gap absorption and low-energy photon
absorption by free charge carriers. Our models were not accurate
enough to extract reasonable values for k2. Instead, k2 was
obtained by fitting measured transmittance and reflectance
spectra using the optical model and the extracted n2. For the
bottom FTO film (layer 5), the refractive index was set to n5 = n2,
and k5 was determined with the same method as k2. The thin
layer of platinum particles on the bottom electrode is virtually
transparent, and its optical effect was thus neglected in this study.
The layer 3, consisting of the dye-sensitizedmesoporous anatase

TiO2 and the electrolyte permeating the pores, was treated as a
Bruggeman effective medium21 (see Optical Model). The TiO2

film thickness was measured with a Alpha-Step 500 profilometer
(KLA-Tencor), and its porosity was measured with a surface area
analyzer (Micromeritics ASAP 2000) using the BET method (P =
0.68). For the bulk electrolyte medium 3a, n3a was taken from
literature values for acetonitrile,28 and k3a was derived from
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absorbance measurements of triiodide in acetonitrile, which is the
only absorbing species in the electrolyte. For the fictitious TiO2/
dye medium 3b, n3b was taken from literature values for anatase.29

The effective imaginary index k3 was obtained from a four-flux
model analysis22 on transmittance and reflectance spectra of a
simplified stack, where the two FTO electrodes (1/2 and 5/6)
were replaced by soda-lime microscope glasses (Menzel Gl€aser).
The complex index of refraction of the electrolyte layer 4 was

set to ~n4 = ~n3a.
Photovoltaic Characterization. The external quantum effi-

ciency of test devices was measured using light from a 300W xenon
lamp (ILC Technology) focused through a Gemini-180 double
monochromator. The photon flux of monochromatic light incident
on the devices was measured using a calibrated silicon photodiode
(independent calibrations performed at Frauenhofer ISE, Freiburg,
Germany, and NREL, Golden, CO, USA) with a spectral response
modified with a filter (KG5 Schott) to approximately match the
absorption profile of the dyes. The monochromatic beam was
chopped (4 Hz), and the modulated photocurrent was measured
with a lock-in amplifier (SR 830, Stanford Research Systems).
Additional white bias light from light emitting diodes with an
intensity of about 10 mW cm�2 (10% sun) was provided during
the measurement to generate a constant photocurrent in the cell.
The current�voltage curve of devices was measured by illumi-

nating with light from a 450 W xenon lamp (LOT Oriel) matched
to AM 1.5G sunlight irradiation with filters in the range of
350�750 nm (Schott K113 Tempax Sunlight Filter, Pr€azisions
Glas & Optik GmbH, Germany). The beam intensity was
calibrated with a silicon photodiode. The current and voltage
were measured and controlled with a Keithley 2400 source
meter. The incident light intensity was varied with wavelength-
neutral wire mesh attenuators. The diffusion length L was
obtained from single-parameter fits to the current density ratios
measured at different simulated solar spectral irradiance inten-
sities. The injection efficiency ηinj was then obtained from the
known L and a single-parameter fit to the current density at
different irradiance intensities.
All measurements were performed with a metal mask with an

aperture area of 0.25 cm2, which was slightly larger than the TiO2

film area of 0.16 cm2, to optimally capture the direct and diffuse
incident light and to minimize measurement artifacts.30

’RESULTS AND DISCUSSION

Optical Constants of Individual Layers. The extracted
complex refractive indices of the six layers used as input for the
optical model are shown in Figure 3.
The glass substrates (layers 1 and 6) clearly have a higher

refractive index than typical soda-lime microscope glass (nM).
This will increase the reflection losses at the first air/glass
interface. Also, the extinction coefficient is quite high in the
infrared region. For layer 6, k6 is about six times larger than in
soda lime glass (kM).
The complex refractive indices of the FTO films (layers 2 and 5)

are in good agreement with previously published data.27 Though k2
is about half as large as k5, the absorption of the two films is in the
same range, since layer 2 is about twice as thick as layer 5.
The refractive index n3 of themesoporousmediumTiO2/dye/

electrolyte (layer 3) lies between the refractive index of anatase
(∼3.1 at 400 nm)28 and acetonitrile (n4), reflecting the volume
ratios of the porous TiO2 and the pore-filling electrolyte.

The imaginary parts of the refractive index of layer 3, k3
Z907 and

k3
C101, include the absorption of the dye (Z907 or C101) and
triiodide in the pores (see Supporting Information for values of
the absorption coefficients of the dye only). The magnitude and
maxima agree well with reported values.4 We note, that k3

Z907 and
k3
C101 were extracted from a complete system (TiO2/dye/
solvent). Spectral shifts due to deprotonation of the dye after
adsorption on the TiO2 surface and due to polarization effects by
the surrounding solvent are thus implicitly accounted for. The
absorption in the electrolyte (k4) is only due to triiodide. We
confirmed with absorbance measurements that the other species
in the electrolyte do not absorb in the range of interest.
The calculated reflectance (R) and transmittance (T) spectra

of individual layers using the complex refractive indices of
Figure 3 are compared to measured spectra in air in the
Supporting Information. The agreement is excellent for the glass
substrates. The surface of the top FTO (layer 2) is strongly
textured, causing substantial diffuse transmittance and reflec-
tance of the top electrode (layers 1/2) below 800 nm. In
complete devices, however, the diffused light is absorbed by
the dye, and only negligible diffusive components are visible in

Figure 3. Extracted complex refractive indices of the layers 1�6 of
a complete dye-sensitized solar cell used as input for the optical model.
(a) Values for the glass substrates (1 and 6) and the reference soda-lime
microscope glass (nM, kM) were obtained from fits of the Fresnel
equations to measured transmittance and reflectance spectra. (b) The
n of the FTO films (2 and 5) were derived from spectroscopic
ellipsometry, and k from fits to transmittance and reflectance spectra
with the determined n fixed. (c) The TiO2/dye/electrolyte layer 3 was
described with a Bruggemann effective medium approximation. k3

Z907

and k3
C101 were derived from a four-flux model analysis (k3

Z907 = 1.84 �
10�2 at 521 nm, k3

C101 = 2.15 � 10�2 at 534 nm). For the electrolyte
layer 4, the refractive index of acetonitrile and the extinction coefficient
of triiodide were used.
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their measured T and R spectra. The spectra of the FTO
electrode 1/2 cannot be well reproduced with a two-layer stack,
since the optical model does not account for surface scattering.
With the addition of a fictitious third Bruggemann effective
mixed medium layer FTO/air of 55 nm (P = 0.5) the spectrum
can be well simulated. The polished sample shows no more
scattering but clear interference fringes instead, and the spectra
can be well simulated with a two-layer model. The surface of the
bottom electrode (layers 5/6) is smooth (negligible diffuse
components), but interference fringes are not well pronounced.
In this case the simulation is less accurate.
Optical Simulation of Complete Devices. The optics of the

complete device, as depicted in Figure 1, can be simulated once the
thickness and the complex refractive index of each layer are known.
The optical model calculates the total reflectance and transmittance,
the absorptance in each layer, and the dye absorption rate in the film
as a function of film thickness (Gdye(x)).
We first validate the optical model by comparing calculated

and measured total transmittance (Ttot) and reflectance (Rtot)
spectra of different devices. In Figure 4a and Figure 4b we compare
the spectra of a complete device with an 8.3 μm thick TiO2 film
sensitizedwith Z907 andC101 dye, respectively. The illumination is
incident from theTiO2 substrate electrode (SE) side. Themeasured
and simulated spectra are in good agreement.We attribute the small
differences mainly to the slightly inaccurate optical constants of the
FTO electrodes (see Supporting Information). Figure 4c and
Figure 4d show the measured and simulated Ttot and Rtot spectra
of a simplified stack with a 5.5 μm thick TiO2 film sensitized with
Z907 and C101 dye, respectively, sandwiched between two 1 mm
thick soda-lime glass microscope slides. In this case, the agreement
between the measurement and the simulation is excellent. The

optics in the mixedmesoporous medium can thus be well described
by a Bruggemann effective medium approach.
For illumination of a complete device from the electrolyte

electrode side (EE), which is shown in the Supporting Informa-
tion, the model slightly overestimates the total reflectance of the
complete device and underestimates the total absorptance for λ <
700 nm (e.g., at λ = 520 nm: Rmeas = 0.096, Rsim = 0.128, Ameas =
0.857, andAsim = 0.887, i.e., a misestimation of about 3%). This is
clearly due to the inaccurate refractive indices of the back
electrode (layers 5 and 6), as the simulation of a device with
microsocpe glass slides instead of FTO electrodes shows ex-
cellent agreement with the measurements.
Optical Loss Analysis. The optical model is very helpful to

quantify the different optical loss channels. This is exemplified
for a device with an 8.3 μm TiO2 film and Z907 dye in Figure 5.
The calculated Rtot, the absorptance in each layer (Ai, where 1e
i e 6), and Ttot are shown in a stack diagram for illumination
incident from the substrate electrode (SE, Figure 5a) or the
electrolyte electrode (EE, Figure 5b) side.
We find Rtot þ ∑Ai þ Ttot = 1 in accordance with energy

conservation. Ttot is independent of illumination direction. Rtot
and Ai, however, strongly depend on the illumination direction.
We see for instance, that the reflection loss for EE illumination is
larger than that for SE illumination since the optical contrast is
higher at the air/6 interface (n6 > n1). The absorptance losses in
the glass substrates and in the FTO films in the visible region are
uncritical for SE illumination but are not negligible for EE
illumination, which is mainly due to the high values of k5 and
k6. In the infrared region the absorptance losses are substantial.
The accurate, layer-resolved quantification of these losses could
become useful for the optimization of tandem solar cells, where a

Figure 4. Measured and simulated total transmittance (Ttot), reflectance (Rtot), and absorption (Atot = 1 � Ttot � Rtot) spectra of different stacks.
Measurements are represented by bold dark lines and simulations by red dashed lines. (a, b) Complete device as shown in Figure 1 with Z907 dye (a) or
C101 dye (b) (3.88 mm glass, 697 nm FTO, 8.3 μm TiO2 with porosity P = 0.68, 16.7 μm bulk electrolyte, 360 nm FTO, 2.22 mm glass). (c, d)
Simplified stack using microscope glass slides instead of FTO electrodes and Z907 dye (c) or C101 dye (d) (1.00 mm glass, 5.5 μmTiO2 with porosity
P = 0.68, 19.5 μm bulk electrolyte, 1.00 mm glass). The measured weak interference pattern above 800 nm in panels c and d is due to a small fraction of
coherent light propagating in the TiO2 film.



10224 dx.doi.org/10.1021/jp111565q |J. Phys. Chem. C 2011, 115, 10218–10229

The Journal of Physical Chemistry C ARTICLE

DSC is used as top cell, and the transmitted near-infrared light is
absorbed by a bottom cell.31

The absorptance in the photoactive layer 3 is separated into the
absorptance by the dye,Adye(λ) = fabs(λ), and the absorptance by the
remaining components, A0

3 (mostly triiodide in the pores, but also
some impurities in the TiO2, see Supporting Information. Adye and
A0

3 are labeled as 3dye and 3elec in the figures, respectively. As can be
seen in Figure 5a, light absorption by triiodide in the pores (3elec) is
not negligible for SE illumination. Only very little light is absorbed in
the subsequent bulk electrolyte layer (4). For EE side illumination
Figure (5b), absorption by the bulk electrolyte layer is substantial and
considerably attenuates the amount of light, which can be absorbed
by the dyemolecules. Absorption by triiodide in thepores ismarginal.
Bulk electrolyte absorption is a real concern forDSCs that require EE
side illumination, for instance if ametal foil substrate electrode is used.
This loss can only be reduced by decreasing the effective volume of
the electrolyte, for instance by replacing the bulk layer with a
mesoporous SiO2 layer infiltrated with the redox mediator.

32

Dye Absorption rate Gdye(x).With the optical model we can
find accurate values for the rate of absorption of photons by the
dye per volume element as a function of TiO2 film thickness
(Gdye(x)). In Figure 6, Gdye(x) is plotted for a device with Z907
or C101 dye (11.2 μmTiO2) for AM 1.5G illumination (1000W
m�2) from the SE or EE side. For comparison, we show an
exponential Lambert�Beer type absorption, as frequently used
in other DSC models.10,11,15 For SE and EE illumination, the
generation rate for excited dye states is approximated by

GSE ¼ ð1� RNSGÞRdyeφince
�ðRdye þ RredoxÞx ð20Þ

and

GEE ¼ ð1� RTECÞTPtTredoxRdyeφince
�ðRdye þ RredoxÞðd � xÞ ð21Þ

where RNSG and RTEC are the total reflectance of the front and
back electrode measured in air (see Supporting Information),
Rdye and Rredox are the absorption coefficients of the dye and the
triiodide in the pores, respectively, TPt is the transmittance of the
Pt layer on the counterelectrode (for our thermal Pt depositions
TPt ∼ 1), and Tredox is the transmittance of the electrolyte bulk
layer 4.
We find thatGdye is quite similar for both calculation methods.

For Z907, the maximum short-circuit current obtained with the
ray tracer is 14.72 mA cm�2 for SE illumination and 12.53
mA cm�2 for EE illumination. With the Lambert�Beer calcula-
tion one finds 14.46 mA cm�2 for SE illumination and 12.89
mA cm�2 for EE illumination. These differences are within
experimental error.
We can thus conclude that the Lambert�Beer type generation

function used by others10,11,15 is approximately valid. However,

Figure 5. Detailed optical loss analysis of a DSC stack as in Figure 1 (8.3 μmof TiO2, Z907 dye). The calculated total reflectanceRtot, the absorptance in
each layerAi (1e ie 6, labeled with bold numbers in the graphs), and the total transmittance (Ttot) are stacked in the graphs and add up to 1. Simulated
for substrate electrode (SE, a) or electrolyte electrode (EE, b) side illumination. The absorptance of the dye and the electrolyte in themesoporous layer 3
is separated in the graphs (labeled 3 dye and 3 elec, respectively).

Figure 6. Comparison of the dye absorption rateGdye(x) for dyes Z907
and C101 for SE and EE illumination calculated with the optical model.
The incident photon flux is AM 1.5G irradiance (100 mW cm�2).
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the optical model based on the ray-tracing algorithm provides a
valuable tool for the detailed analysis of optical losses caused by
each layer of the cell, as has been demonstrated in the previous
paragraph.
Extracting L and ηinj with the Coupled Optical and

Electrical Model. The dye absorption rate Gdye(x), which is
accurately calculated for SE and EE illumination with the optical
model, is now inserted as a source term into the continuity equation
for free electrons to calculate the steady-state behavior of the device
at short-circuit, i.e., the external quantum efficiency (EQE) and
the short-circuit current density (jsc). The free fitting parameters
are the diffusion length L and the injection efficiency ηinj.
We analyzed three different cell systems with a TiO2 film

thickness of d = 11.2 μm: (1) Z907 dye, (2) C101 dye, and (3)
C101 dye, and 0.05 M Li in the electrolyte. L was determined
with a single-parameter fit from the ratio of the measured short-
circuit current densities for SE andEE illumination using a simulated
solar spectrum irradiance (AM1.5G). ηinj was subsequently deter-
mined with the fixed L by a single-parameter fit to the short-circuit
current for SE illumination vs incident illumination intensity.
In Figure 7, the measured and calculated EQEs of these cell

systems is plotted for illumination from the SE or EE side. The

fraction of absorbed light by the dye, fabs = EQEmax is also shown.
The extracted parameters L and ηinj for each system are given in
Table 1. The maximum obtainable photocurrent for AM 1.5G
irradiance (jmax

AM1.5G) calculated with the optical model, the
measured current under Xe lamp illumination (jmeas

Xe ), and the
calculated current for AM 1.5G (jcalc

AM1.5G), from the electrical
model and the respective L and ηinj, are also tabulated.
For the systems Z907 and C101 without Li ions in the

electrolyte, there is a large difference between the maximum
obtainable and the measured current densities. For the device
with Z907, under SE side illumination, 91% of the incident
photons are absorbed by the dye at 520 nm, but only 75% of the
photons are extracted as electrons in a real device. This corre-
sponds to an absorbed photon-to-current conversion efficiency or
internal quantum efficiency (IQE) of 82%. In contrast, the device
with the high absorptivity C101 dye and additional lithium in the
electrolyte has an IQE of 97% at 520 nm under SE side
illumination (see Table 1).
Absorbed light to current conversion losses may be due to the

following mechanisms:

1. Dye aggregates are present that absorb light but do not
inject into the TiO2.

2. Excited dyes relax back to their ground state and do not
inject (ηinj < 1).

3. Injected electrons in the TiO2 conduction band recombine
with oxidized dye species.

4. Injected electrons recombine with triiodide at the TiO2/
electrolyte interface.

Dye aggregates are improbable since desorption studies
suggest a TiO2 surface coverage of ≈100%.
The photoinduced injection of electrons from the excited dye into

the TiO2 conduction band seems to be restricted for both dye
systems. A low injection yield for Z907 (ηinj ≈ 0.9) has also been
observed with laser transient absorbance measurements in ionic
liquid. However ηinj approached unity if Li ions were added to the
electrolyte .33This “Li-effect”was also observedwith other ruthenium
bipyridine complexes34 and with time-resolved single photon
counting35 and other EQE ratio studies.11 In another study,36 the
increase in injection efficiency was observed to come alongwith a red
shift in the IPCE spectrum, indicating a wavelength-dependent ηinj.
The improved injection yield is attributed to a lowering of the TiO2

conduction band subsequent to surface adsorption of Liþ ions, which
enhances the driving force for injection. In accordance, we observe
that ηinj approaches unity when LiI is added to the C101 system.
Following injection, electrons may recombine with the dye cation.

This recombination mechanism is currently not implemented in the
model. Nanosecond transient absorption studies on the Z907 system
indicate that a significant fraction of electrons (10�15%) is recap-
tured by the dye cations.12 However, this recombination pathway
does not influence the calculated IQE. To date, there exist no dye
recombination studies for C101, but a regeneration yield of 99% (i.e.,
1% of the injected electrons recombine with the cation) has been
reported for a similar system with extended conjugation in the
hydrophobic system.37,38

The recombination of electrons in the TiO2 with I3
� is related

to themagnitude of the diffusion length L. We found lower values
for L in the C101 system than in the Z907 system. The values for
L in C101 devices are in relatively good agreement with those
found in another study.39 Provided that the free electron diffu-
sion coefficient D is independent of dye type and electrolyte
composition, the lower values for L indicate that recombination

Figure 7. Measured EQE of different cells for illumination from the SE
side (dark circles) or the EE side (gray triangles). TiO2 film thickness d =
11.2 μm. (a) Z907 dye, (b) C101 dye, (c) C101 dyewith 0.05MLi in the
electrolyte. Cells were measured with white bias light with an intensity of
about 10 mW cm2. The calculated fraction of absorbed light fabs (dashed
lines) is shown for both illumination cases. Red bold lines are best fits to
experimental data.
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with I3
� is faster in the C101 system than in the Z907 system.

Recombination might be enhanced by the formation of an
iodine/dye complex at the thiophene units of the C101 ligands,
which would increase the concentration of electrolyte species
close to the TiO2 surface.

40,41 We also observed that L increases
in the C101 system upon addition of Li ions. This is likely due to
improved charge transport in the film because of electrostatic
shielding by the positively charged Li ions.
Comprehensive Power Loss Analysis.A particularly instruc-

tive feature of the coupled optical and electrical DSCmodel is the
quantification of optical and electric losses.
As illustrated in Figure 8, only a small fraction of the total

incident solar spectrum is converted into electric power
(∼10�11% in high-efficiency DSCs). A large part of the solar
flux is lost due to reflection, absorption in materials other than
the dye, and transmittance through the cell. Excited dye states
may relax back to the ground state (injection loss). After
injection, at least half of the photon energy is lost due to
thermalization of the injected electron to the TiO2 conduction
band level and due to the offset between the dye ground state and
the redox energy level. Also the electron may recombine with I3

�

in the electrolyte or with dye cations. This back reaction limits

the electron concentration in the film at open circuit and
determines the position of the quasi-Fermi level and the magni-
tude of the photovoltage.
In the model, losses are quantified in terms of power per unit

area. Optical losses are calculated by integrating the product
of total reflectance (Rtot), transmittance (Ttot), and absorptance
in materials other than the dye (A0 = 1 � Rtot � Ttot � fabs),
respectively, with the incident spectral irradiance.
The total integrated external reflection losses are

PR ¼
Z λmax

λmin

RtotðλÞI0ðλÞ dλ ð22Þ

the total integrated transmission losses are

PT ¼
Z λmax

λmin

TtotðλÞI0ðλÞ dλ ð23Þ

and the integrated losses due to absorption in materials other
than dye are

PA ¼
Z λmax

λmin

A0ðλÞI0ðλÞ dλ ð24Þ

Table 1. Comparison ofMaximum (jmax
AM1.5G),Measured (jmeas

Xe ), andCalculated (jcalc
AM1.5G) Short-Circuit Photocurrent Densities for

Different Cell Systems under Front (SE) or Back (EE) Side Illuminationa

dye irrad. Li (M) jmax
AM1.5G (mA cm�2) jmeas

Xe (mA cm�2) jcalc
AM1.5G (mA cm�2) L (μm) ηinj IQE @520 nm

Z907 SE 14.7 11.9 11.9 28 0.84 0.82

EE 12.5 10.0 9.9 28 0.84 0.78

C101 SE 15.9 12.6 12.8 15 0.89 0.83

EE 13.6 10.1 9.8 15 0.89 0.70

C101 SE 0.05 15.9 15.1 15.1 23 1.00 0.97

EE 0.05 13.6 12.1 12.3 23 1.00 0.90
aTiO2 film thickness d = 11.2 μm. L and hinj are best fits to experimental jsc data. The internal quantum efficiency is defined as IQE = EQE/fabs.

Figure 8. Schematic of the various optical and electrical losses in a DSC. A large fraction of the incident irradiation is lost due to reflection, absorption by
materials other than the dye, and transmittance. Excited dye states either relax back to the ground state (injection loss) or inject an electron into the TiO2

conduction band. The final potential difference at the electrodes is given by the difference between the quasi-Fermi level EFn and the redox energy level in
the electrolyte. At the maximum operating point, a good DSC finally converts about 10% of the incident irradiation into electrical power.
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Injection losses are quantified using

Pinj ¼
Z λmax

λmin

ð1� ηinjÞfabsðλÞI0ðλÞ dλ ð25Þ

Recombination and potential losses are evaluated at the max-
imum power point (MPP)

Prec ¼
Z d

0
UðxÞðEmppFn ðx ¼ 0Þ � EF0Þ dx ð26Þ

Ppot ¼
Z λmax

λmin

ηinj fabsðλÞI0ðλÞ 1� λ

hc
ðEmpp

Fn ðx ¼ 0Þ � EF0Þ
� �

dλ

ð27Þ
Here, U(x) is the recombination rate given by

UðxÞ ¼ nðxÞ � n
τ

ð28Þ

and EFn
mpp(x = 0) is the calculated quasi-Fermi level at the anode

under MPP conditions. The potential losses Ppot are calculated
from the energy difference between the harvested photons and
the electrons extracted at the anode. We took also into account
the series resistance loss

PRs ¼ Rsj
2
mpp ð29Þ

where Rs is the series resistance in units ofΩm2. Rs is found from
a fit of the simulated total power output to the measured one.
The power output is given by

Pout ¼ jmppVmpp ð30Þ
Instead of quantifying the losses in units of power P, they can

alternatively be given in terms of current density J (in units of
mA cm�2). This is obtained from integration over the incident
photon flux, instead of the irradiance, and multiplication by the
elementary charge.
We give a sample calculation for the two devices treated

previously (TiO2 film thickness d = 11.2 μm): Z907 with L = 28
μm and ηinj = 0.84 and C101 with Li in the electrolyte, L = 23 μm,
and ηinj = 1.00. The electron lifetime for electrons in the TiO2

conduction band is set to τ = 2.4 ms for the Z907 device and τ = 0.4
ms for the C101 device . In this way, we obtain calculated open
circuit voltages in agreement with the measurements (Voc

calc = 829.7
mV for Z907 and Voc

calc = 724.6 mV for C101). We note that trap
distribution parameters must not be known for steady-state calcula-
tions. The incident irradiance is AM 1.5G from the TiO2 side. The
losses are quantified in Table 2.
The losses are integrated from λmin = 400 nm (in order to

avoid band gap excitation of the semiconductor) to λmax =
1400 nm (since the materials are not characterized beyond this
wavelength). The AM 1.5G incident irradiance in this range is
872 W m�2, the remaining 128 W m�2 are not assigned to any
specific loss channel. A large fraction of the incident flux is lost
due to reflection, transmittance, absorptance by materials, and
insufficient injection. These flux losses amount to 58% for the
Z907 system and 50% for the C101 system. For these particular
systems, losses could be reduced with antireflecting layers and
back reflectors (e.g., a layer of large scattering TiO2 particles
behind the ’’transparent’’ mesoporous layer, as used in high
efficiency cells). Injection losses can constitute a significant loss
channel (5.5% with Z907). After injection, a major fraction of the

photon energy is lost due to potential losses (about 20�30%).
Surprisingly, only a negligible fraction of energy is lost due to
charge recombination with I3

� in the electrolyte (≈1%). How-
ever, the position of the quasi-Fermi level at the MPP, used for
the calculation of losses in eq 26 and eq 27, also depends on the
recombination rate, and it is somewhat difficult to unambigu-
ously differentiate between recombination and potential losses.
Nevertheless, these losses must be addressed with the investiga-
tion of new redox mediators (with a redox energy level closer to
the dye ground state level), the development of tandem systems
to reduce thermalization losses, and strategies to reducing
recombination (e.g., coadsorbants and core�shell structures).
Finally, we find a power output of about 75.9Wm�2 for the Z907
system and 78.3 Wm�2 for the C101 system, which corresponds
to a photovoltaic power conversion efficiency of 7.59% (FF =
0.766) and 7.83% (FF = 0.711), respectively. The measured
photovoltaic parameters were η = 7.6% for the Z907 system
(Voc = 830 mV, Jsc = �11.9 mA cm�2, FF = 0.77) and η = 7.8%
for the C101 system (Voc = 724 mV, Jsc =�15.1 mA cm�2, FF =
0.71). The good agreement between the measured and simulated
fill factors was achieved for a series resistance of Rs = 7.3Ω cm2

for both device types.
In our opinion, such a comprehensive loss analysis, which is

now possible with the optoelectric DSC model, is an important
tool to assess the potential for optimization of the DSC and to
identify the most promising optimization strategies.

’CONCLUSIONS

We have developed an experimentally validated and accurate
optical model for dye-sensitized solar cells. This model allows us to
correctly compute the dye absorption function for any incident

Table 2. Quantification of Different Loss Channels with the
Optoelectric DSC Simulatora

loss channel dye P/W m�2 J/mA cm�2 percent

incident spectrum 872.0 51.5 87.2

reflection Z907 85.2 5.2 8.52

C101 83.7 5.1 8.37

transmittance Z907 317.3 22.4 31.73

C101 298.5 21.4 29.85

absorptance Z907 126.7 9.3 12.67

C101 122.4 9.1 12.24

injection Z907 54.9 2.3 5.49

C101 0.0 0.0 0.0

recombination Z907 6.8 0.9 0.68

C101 10.0 1.5 1.0

potential Z907 196.0 19.6

C101 264.3 26.43

series resistance Z907 9.6 0.96

C101 15.1 1.51

output Z907 75.9 11.4 7.59

C101 78.3 14.4 7.83
aCalculations are for devices with a TiO2 film thickness d = 11.2 μm and
dye Z907 (L = 28 μm, ηinj = 0.84) or C101 (L = 23 μm, ηinj = 1.00). The
series resistance for both devices is Rs = 7.3 Ω cm2. The incident
irradiance is AM 1.5G from the TiO2 side. Losses are integrated from λ =
400 to 1400 nm. Recombination and potential losses are evaluated at the
maximum power point.
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spectrum, illumination direction, or stack assembly (e.g., including
antireflective coatings or back reflectors). Hence, the internal
quantum efficiency of test devices—an important cell characteristic
that was difficult to assess so far—can be accurately computed. By
coupling the results of the optical model to an electrical model for
charge generation, transport, and recombination, intrinsic para-
meters (such as the diffusion length and the injection efficiency)
can be extracted from steady-state measurements.With the coupled
model, the different optical and electric losses can be quantified.
This comprehensive loss analysis paves the way for a systematic,
model-assisted, optimization of dye-sensitized solar cells.

The presented model should be regarded as a basic framework
for the accurate description of test devices. It can be extended to
simulate time-dependent measurements, such as current or voltage
transients and electrochemical impedance spectra. Also, the model
can be further developed to account for scattering of light (to
describe high-efficiency cells) and nonlinear charge recombination
(to accurately describe nonlinear cells close to open-circuit con-
dition). Nevertheless, the model as presented here is already a
valuable tool for understanding the device optics and physics in
greater depth, to identify dominant loss channels, and to optimize
device parameters (e.g., optimal TiO2 film thickness).
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