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INTERFEROMETRIC MEASUREMENTS OF
CHROMATIC AND POLARISATION MODE
DISPERSION IN HIGHLY BIREFRINGENT
SINGLE-MODE FIBRES

Indexing terms: Optical fibres, Polarisation, Optical measure-
ment, Optical dispersion

Interferometric measurements on highly birefringent single-
mode fibres have been performed. The group delay spectrum
of each polarisation mode is independently measured over
the whole 1-0-1-73/mi spectral range. The polarisation mode
dispersion is obtained by direct subtraction of the group
delay spectra.

Increasing interest in coherent optical communication systems
and sensor applications in the past few years has led to a great
effort in the development of polarisation-preserving single-
mode fibres. Correspondingly, a similar effort must be made in
the characterisation of the polarisation properties and related
parameters of this new class of optical fibres. Several different
polarisation-preserving fibres have been developed by enhanc-
ing the birefringence of the fibre to a degree high enough to
decouple the two polarisation modes over long lengths of
fibre. Therefore, among other properties, chromatic dispersion
and polarisation mode dispersion (PMD) are of the greatest
importance for coherent transmission systems or device appli-
cations.

Polarisation mode dispersion at a single wavelength had
been measured in highly birefringent fibres by optical short
pulse methods,1 frequency domain2'3 and interferometric tech-
niques.4 More recently, the interferometric technique using
linear polarisers and a standard scanning Michelson interfer-
ometer was extended into the 0-9-1-5/im range by using a
white light source and Fourier transform spectroscopy.5 In
this letter we report simultaneous measurements of chromatic
and polarisation mode dispersion of highly birefringent single-
mode optical fibres using the interferometric method for
group delay measurements in the 100-1-73/im spectral range.

The experimental apparatus was a scanning all-fibre
Michelson interferometer in which the group delay can be
measured by the position of the fringe pattern with an accu-
racy of l-6fs. The ~l-85m-long highly birefringent fibres

group delay, ps 1664/i|

Fig. 1 Direct measurement of fringe visibility of high-birefringence fibre
at X = 1

were inserted into the test fibre arm and the group delay of
each polarisation mode was compared to the group delay in
the reference arm of the interferometer. Unpolarised light
from a halogen lamp was scanned by a monochromator in the
full 1-00-1-73 fim spectral range with an 8 nm spectral width.

Fig. 1 shows the direct measurement of the fringe contrast
at X = 1-30/im of a highly birefringent fibre. Owing to the
different group velocities of each polarisation mode, the fringe
pattern presents a double structure, each one corresponding
to one polarisation mode. The relative intensity of the two
peaks was found to be dependent on the orientation of the
axes of the test fibre at the butt coupling to the interferometer,
as well as on the residual birefringence of the fibre com-
ponents of the interferometer. A comparison between the
results for different butt coupling conditions showed, however,
that the residual birefringence is negligibly small compared to
that of the highly birefringent fibre.

8

1-3 1-5
wavelength, um

Fig. 2 Grop delay spectra of two polarisation modes of a high-
birefringence fibre

Group delay measurements were carried on each 5nm in
the full spectral range of our apparatus for each polarisation
mode. The corresponding results for the Fujikura SM13P
fibre are displayed in Fig. 2. The group delay curves were
fitted by a five-term Sellmeier expression and the chromatic
dispersion of each polarisation mode obtained by simple dif-
ferentiation of the fitted expression. The polarisation mode
dispersion (PMD) at each wavelength was directly obtained
by subtraction of the group delay data for each polarisation
mode. Typical experimental results are shown in Fig. 3,
together with the difference between the two five-term Sell-
meier expressions fitting the group delays of each polarisation
mode.

The computed results of dispersion measurements of differ-
ent kinds of polarisation-preserving single-mode fibres are
shown in Table 1, together with other measured parameters of
the fibres used in the experiments. Fibres A and B present a
strong index difference An and small core dimension. Despite
the importance of the waveguide dispersion in the behaviour
of these fibres, and the observed core ellipticity of fibres B and
C, their PMD was found to be only slightly dependent on the
wavelength. In this case, the wavelength-dependent geometri-
cally induced birefringence is much smaller than the stress-
induced birefringence,6 so the resulting wavelength depen-
dence is comparable to that of fibre A, which presents no core
ellipticity.
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Fig. 3 Polarisation mode dispersion of two different stress-induced high-
birefringence fibres
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The minimum PMD which can be accurately measured
with this system is limited by the overlap between the fringe
pattern of the two polarisation modes. The coherence length
of the light source, which defines the spread of the fringe
pattern, depends on the wavelength and spectral width of the
monochromator as A2/AA. On the other hand, the separation
of the fringe pattern of the two polarisation modes is pro-
portional to the test fibre length. Therefore, for a ~ l-8m-long
test fibre and an 8 nm-width source at 1-3/mi the central
peaks of the fringe patterns of the two polarisation modes will
start to overlap for fibres with PMD < 0-4 ps/m. Smaller
PMDs are better measured with longer samples or wider-
spectral-width sources rather than introducing a theoretical
treatment of the overlap between the two fringe patterns. In
this latter case, knowledge of the phase relationship between
the two modes is required for correct treatment of the total
signal.

Table 1 CHARACTERISTICS OF MEASURED FIBRES

Mean core dia.,
/mi

Ellipticity
An(l(T3)
PMD at 1-3 nm,

ps/m
Zero dispersion

slow mode, nm
Zero dispersion

fast mode, nm

A (Fujikura)

8-9

0
4-8
113

1309-9

1310-3

B (York)

4-5

018
7-5
0-93

13971

1398-4

C (Corning)

4-2

007
8-5
1 66

1531

1534

The resolution of the PMD measurements is also limited by
the overlap of the wings of the two mode patterns. In the
nonoverlapping regime, resolutions of 002ps/m can be
achieved, decreasing to about 0-1 ps/m before the overlap of
the fringe patterns becomes too important for an accurate
measurement of the PMD. The effect of this overlap can be
observed in the scattering of the experimental points in Fig. 3
above 1-5 /mi, owing to the increasing coherence length of the
light source.

In conclusion, the chromatic and polarisation mode disper-
sion of different types of highly birefringent fibres were mea-
sured as a function of the wavelength in the 1-00-1-73 /mi
spectral range. The method is based on the accurate measure-
ment of the group delay for each polarisation mode, without
the need for polarising elements in the optical circuit. The
main limitation to the method is the overlap between the two
mode fringe patterns, so the spectral width of the source and
the length of the test fibre must be chosen to avoid such an
overlap. The same method was also used in the measurement
of the group delay between the fundamental mode and higher
modes in the few-mode regime of a single-mode fibre below
the cutoff condition.
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OPTICALLY EXCITED RESONANT
DIAPHRAGM PRESSURE SENSOR

Indexing terms: Measurement, Optical measurement, Optical
sensors

Silicon diaphragms fabricated by anisotropic etching are
coated with a thin layer of aluminium. An intensity-
modulated laser beam focused on the diphragm generates
transverse vibrations which are detected interferometrically.
Differential pressure is applied to the diaphragm and the
pressure-induced change in the fundamental resonant fre-
quency is reported.

Introduction: Recently, great interest has been shown in a new
class of optical microsensors whose output is a frequency
which varies as a function of the measurand. A frequency-
based sensor of this kind is recognised as a resonant sensor.1

In the optical version, the resonant element is directly excited
into motion using an intensity-modulated laser beam, and the
vibrations are also detected optically.2 An all-optical
approach, using fibre optics for light transmission, offers the
advantage of intrinsic safety and freedom from electromag-
netic interference. The output of the sensor system, being a
frequency, is readily adapted for digital processing and is
transmission-line-independent. A number of optically excited
resonant structures have already been reported,3 including a
resonant diaphragm.4 This letter presents the first experimen-
tal measurements of the pressure-induced change in resonant
frequency of a similar diaphragm.

Experiment: Square diaphragms of sides 750/an and thickness
about 5/im are anisotropically etched from single-crystal
silicon. An aluminium film of about 0-5 /on thickness is evapo-
rated on to one side of the diaphragm. The experimental
apparatus used for the investigation of this diaphragm is
shown in Fig. 1. Photothermal excitation of the diaphragm is
achieved by an intensity-modulated semiconductor laser at a
wavelength of 780 /mi. The laser diode is modulated over a
range of frequencies up to 1 MHz. An average power of 1 mW,
with a modulation index of 0-6, is incident on the diaphragm.
Optical detection of the diaphragm deflection is achieved by
means of a heterodyne interferometer with an He-Ne laser
source. Pressure, either positive or negative with respect to the
atmosphere, can be applied to the diaphragm, which is

spectrum
analyser

interference .. .
filter diaphragm

f7477i|

Fig. 1 Experimental arrangement to measure pressure dependence of
resonant frequency
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