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This paper presents the multiple set of requirements for the ITER 
magnetic diagnostic systems and the current status of the various 
R&D activities performed by the EU partners. 
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I. INTRODUCTION 
Efficient commissioning and successful operation of ITER 

require an extensive and reliable set of magnetic diagnostics. 
These systems need to satisfy multiple requirements: safety and 
machine protection, real-time plasma control, measurement and 
stabilization of magneto-hydrodynamic (MHD) modes, post-
pulse equilibrium reconstruction, physics diagnostics functions. 
The proposed magnetic diagnostics include measurements of 
fields, fluxes, plasma current and diamagnetic flux made inside 
and outside the vacuum vessel. This system is a standard for all 
operating tokamaks and the spread of knowledge is large [1]. 
However, there are specific challenges related to developing 
such diagnostics to provide all the required functions for ITER: 
gamma, neutron, radiation and thermal effects on the sensors 
and cabling, long-pulse integration and drift compensation for 
the ex-vessel electronics, and long-term access-free reliability 
for maintenance. The present design of the ITER magnetic 
diagnostic system is summarized and the R&D work underway 
to meet some of these challenges is also outlined. 

II. ITER MEASUREMENT REQUIREMENTS FOR MAGNETICS 
The detailed requirements for the magnetic sensors needed 

to meet the multiple purposes of this diagnostic system in ITER 
are well established [2, 3], as presented in Table1. These cover 

measurement capabilities, diagnostic functionalities and safety 
issues, and are summarized in the following sub-sections. 

A. Measure the magnetic fluxes and fields around the plasma 
for reconstruction of the magnetic equilibrium. 
As in all current tokamaks, values of local magnetic fields 

and fluxes will be derived in ITER from inductive sensors, 
measuring dΦB/dt, where ΦB is the total magnetic flux enclosed 
by a wire loop. Although the time derivative (d/dt) can in itself 
yield useful information on the currents flowing in the passive 
structures which surround the measurement device, the signals 
have to be integrated to be used for equilibrium reconstruction 
(real-time for protection/control, post-pulse for data analysis). 
These flux and field measurements are made inside and outside 
the vacuum vessel. As ITER has two 60mm-thick diffusive 
walls, the measurements made outside the vessel need careful 
analysis and modeling of the currents flowing in the walls, as 
the resulting phase delay creates difficulties in stabilizing the 
naturally unstable n=0 vertical and n=1 tilt modes. Similarly, 
the detailed magnetic field structure in the divertor region, 
which is affected by the presence of the divertor coils, must be 
known accurately to determine precisely the location of the 
separatrix and the strike points. Together with measuring the 
magnetic fields and fluxes in the poloidal plane, the variation in 
the toroidal flux also provides information on the plasma stored 
energy and a direct estimate of the toroidal field. Furthermore, 
the same magnetic diagnostic set has to provide the non-axis-
symmetric field distribution, used as a correction for the error 
field resulting from constructional imprecision and from the 
presence of non-axis-symmetric magnetic structures, such as 
the ferritic inserts used to reduce the toroidal field ripple. 



TABLE I.  THE ITER MAGNETIC DIAGNOSTIC SET: FOR EACH 
TECHNIQUE, THE RATIONALE BEHIND ITS USE AND THE PRIMARY RISKS TO 

ACHIEVING THE INTENDED MEASUREMENT PERFORMANCE ARE SUMMARIZED. 

Measurement Number Rationale & Risks 
150 Btangential 

72 Bnormal 
in-vessel inductive probes: 
equilibrium reconstruction, 

real-time control 6 Btoroidal 

current standard method 
long-term failure, drifts, 3D 

effects (walls), noise 

4 full loops 
in 9 sectors 

current standard method 
long-term failure, drifts, 

manufacturing, noise in-vessel flux loops for 
equilibrium reconstruction 

and real-time control 120 saddle 
loops 

current standard method 
long-term failure, drift, 3D 

effects (walls), noise 
36 Btangential 
36 Bnormal 

in-vessel probes in the 
divertor region 

1 Btoroidal 

current standard method 
long-term failure, drift, 3D 

effects (divertor), noise 
>300 Bpoloidal in-vessel sensors for high-

frequency MHD >100 Bnormal 

in-vessel flux loops for 
low-frequency MHD 

72 saddle 
loops 

current standard method 
long-term failure, frequency 
calibration, manufacturing, 
layout optimization, drifts, 
noise, 3D effects (passive 
structures, image currents) 

diamagnetic flux for stored 
energy 24 loops 

current standard method 
calibration, compensation for 

passive structures, drift, 
failure, 3D effects, noise 

360 blanket Rogowski coils for halo 
current measurement 60 divertor 

current standard method 
long-term failure, , noise 

180 Btangential ex-vessel inductive probes: 
equilibrium reconstruction 

(and real-time control?) 180 Bnormal 

current standard method 
long-term failure, drifts, 3D 

effects (walls), noise 
60 Btangential ex-vessel steady-state 

sensors for reconstruction 
and real-time control 60 Bnormal 

new technology 
long-term failure, 3D effects 

(walls), noise 

ex-vessel flux loops for 
equilibrium reconstruction 5 full loops 

current standard method 
long-term failure, drifts, 3D 

effects (walls), noise 

Rogowski coils inside TF 
coil casing 9 coils fitted 

current method, new location 
long-term failure, drifts, direct 

pick-up from TF 
ex-vessel sensors using 
Faraday rotation method 

4 sensors in 
3 sectors 

new method, new location 
long-term failure, noise 

In addition to the conventional Mirnov-type and flux-loop 
sensors, other techniques are being considered for application 
to the ITER long-pulse operation. As two specific examples, 
R&D studies are being performed on steady-state Hall probes 
and on sensors made on a sintered stack of ceramic layers with 
printed metallic lines (low temperature co-fired ceramic: LTCC 
technology), for low- and high-frequency application. Figure1 
shows some examples of these sensors, as currently prototyped. 

B. Measure the total plasma current. 
This data has been historically provided by a Rogowski coil 

measuring the contour integral of the magnetic field, yielding 
the current passing through the enclosed surface. Thus, when 
placed outside the vacuum vessel, this loop signal includes the 
current flowing in the wall, and the measurement is affected by 
precise knowledge of these currents. Older tokamaks installed 
specific Rogowski coils to measure the loop-integrated current. 
Poloidal field measurements are now currently used to create a 
virtual Rogowski coil by a weighted sum of the individual data, 
which is also the present ITER plan. Nonetheless, conventional 
Rogowski coils are being developed to sit inside the TF coil 
casings at liquid Helium temperature and a fiber-optic Faraday 
rotation measurement device is under development, resulting 
from a collaboration between SCKCEN and CEA-Cadarache. 

The first measurements have been recently carried out on Tore 
Supra and are promising, as they do not need integration [4]. 

Figure 1.   Four examples of magnetic sensors being currently prototyped. 

C. Measure the currents flowing between the plasma and the 
vacuum vessel walls – halo current analysis. 
The main interest in the halo currents studies resides in 

machine protection. Halos are generally non-axis-symmetric 
and localized phenomena, as they depend on the specific 
metallic structures attached to the vessel wall, and can generate 
significant and fast varying forces when crossed with the 
tokamak’s equilibrium magnetic fields. Hence, a large number 
of sensors need to be deployed, using different technologies, 
such as conventional Rogowski coils and current shunts, so as 
to maximize the quality of the data being gathered. The main 
issue for installation on ITER is feasibility, as the number of 
sensors implies a very large amount of additional wiring. 

D. Measure the fast fluctuations in the equilibrium magnetic 
field driven by magneto-hydro-dynamic instabilities. 
MHD activity drives (non axis-symmetric) magnetic field 

fluctuations at frequencies much higher than the plasma skin-
depth. Hence, many sensors need to be used to reconstruct the 
spatial and temporal variation of these high-frequency signals 
in ITER, to provide essential data on the MHD Eigenmode 
structure with toroidal and poloidal mode numbers |n|≤30 and 
|m|≤60, respectively, up to frequencies above 300kHz. Various 
technologies are being considered to perform this task [5]: 
wound inductive sensors of conventional, Mirnov-type design, 
laser-cut non-conventional Mirnov-type and LTCC sensors; 
fig2 shows some of these prototypes. The spatial distribution of 
these sensors will also need to be carefully optimized to satisfy 
the ITER measurement requirements [5, 6]. 

E. Reconstruct the plasma equilibrium. 
The ensemble of magnetic measurements recorded at low 

frequencies (<1kHz) in their derivative and integrated forms, 
combined with measurements of all the active currents driven 
by external power supplies, is used to perform a reconstruction 
of the axis-symmetric equivalent magnetic equilibrium, in real-



time and for more detailed post-pulse analysis. Given the many 
specific difficulties of the ITER environment, for instance the 
effect of 3D passive structures and long-pulse drifts in the 
electronics, it is planned to perform an optimization between all 
currently used approaches to this challenge, so as to minimize 
the risks in such analysis through a diversity of methodologies. 

Figure 2.  Some of the high-frequency sensors being prototyped for ITER: 
LTCC and laser-cut non-conventional sensors, conventional Mirnov-type coils 

wound in tungsten and copper (two off, each with different grooving). 

F. Provide appropriate feedback control error signals. 
The plasma equilibrium has two main instabilities that can 

be stabilized by magnetic feedback control: the n=0 vertical 
positional instability and the n=1 tilting instability. Correcting 
these instabilities requires prompt action by power supplies: the 
error signal driving the feedback loop is derived from real-time 
data produced by the magnetic diagnostic set. Time delays or 
phase changes in the signals can cause prejudice to the quality 
of the feedback control. These are likely to occur in ITER due 
to the large number of complex internal conducting structures: 
specific algorithms need to be devised to compensate for such 
distortions. The remaining part of equilibrium control, used to 
tune the plasma shape, is less demanding in terms of allowable 
delay but is more demanding in the precision of the integrated 
signals to meet the error requirements on the reconstruction of 
the equilibrium. Integration into the real-time Synchronous 
Databus Network allows the signals, feedback controllers and 
power supplies to communicate efficiently for plasma control. 

G. Provide signals for protection of investment and safety. 
The development of the ITER safety case is underway and 

the need to provide a Safety Important Component (SIC) class 
measurement of the plasma current is being discussed. This 
would be the only SIC requirement for the magnetic diagnostic 
set. Since the magnetic diagnostic is responsible for controlling 
the high free magnetic energy of the plasma current itself and 
the controlled magnetic energy of the active coil currents, loss 
of control has serious consequences, such as loss of availability 
during recovery after a disruption, and a reduction in the total 
number of disruptions that can be allowed before refurbishment 
of plasma facing components is needed. Hence, it is clear that a 
significant fraction of the ITER magnetic diagnostic output will 

be connected to the Plasma Control System, with some data 
also connected to the Central Interlock System. These decisions 
clearly impact on the project costs and on the definition of the 
acceptable risks in terms of the measurement performance, and 
the availability and reliability over the life-time of ITER. 

III. NOVEL AND SPECIFIC ITER CHALLENGES 
A number of challenges for implementation of the magnetic 

diagnostic set in ITER are novel to the tokamak community, as 
they depend on the specific environmental conditions of ITER. 
These have been the subject of continuing R&D activities. 

A. Long pulse length. 
This challenge to current standard electronic integrators has 

been adequately addressed over the last few years [7]. Much 
attention is required, particularly because spurious EMF due to 
radiation or thermal effect can make this a very critical issue. 

B. Radiation and neutron resistance. 
Long-term resistance and life-time reliability of the various 

sensor components to neutrons and radiation is being met by 
appropriate selection of materials and will have to be 
confirmed by future radiation testing on dedicated facilities. 

C. Availability and precision. 
The operation of ITER will require a system availability 

and precision in the output data above those required in current 
experiments, so as to meet the intended goals within the project 
lifetime. This will require specific R&D work to meet the long-
term operational requirements, flexible and accurate tools for 
equilibrium reconstruction and ingenious feedback controllers 
to tackle the intrinsic perturbations to the plasma equilibrium. 

D. Radiation and neutron induced EMF. 
In-vessel cables and sensors bombarded by neutron and γ 

fluxes generate a non-inductive EMF due to energetic electrons 
produced within the cables and the surrounding structures. This 
effect appears as an EMF at the integrator input of all in-vessel 
sensors and leads to a cumulative error in the integrator output 
baseline [8]. The neutron-induced effects are well understood, 
but the often dominant effects caused by γ’s are not believed to 
be sufficiently reproducible to be compensated on the basis of 
modeling of the measured rates. The only mitigation other than 
choice of wire materials is to generate large enough signals in 
the sensors and reduce them at the front-end electronics. As the 
level of the radiation-induced EMF signals cannot be estimated 
precisely given the foreseeable uncertainties in the neutron and 
radiation flux and the manufacturing tolerances on the in-vessel 
wires, ex-vessel and steady state sensors were also included in 
the baseline system design to mitigate this source of errors. 

E. Thermally induced EMF. 
Cables subject to temperature gradients along their length 

produce a non-zero thermo-electric EMF due to manufacturing 
imperfections [9]. In addition to this, nuclear transmutation 
products can lead to a significant thermally-induced EMF at the 
integrator input during the pulses for in-vessel sensors, causing 
again a cumulative error in the integrator output baseline [10]. 



As compensation is currently not foreseen, mitigation of this 
source of error is only based on thermal gradient reduction in 
the sensors and cables, on high signal amplitudes and material 
choice. Specifically, the option of glass-fiber insulated twisted 
pair cables instead of mineral insulated cables is considered. 

IV. THE PRESENT MAGNETICS DIAGNOSTIC SET FOR ITER 
As summarized in Table1, >1700 sensors are foreseen for 

the magnetic diagnostic set in ITER, compared to ~500 for JET 
and ~300 for TCV. This large number of sensors for the ITER 
magnetic diagnostic system is driven by several considerations. 

First, non-axis-symmetric n=1 and n=2 modes need to be 
filtered out for real-time control and post-pulse equilibrium 
reconstruction by averaging multiple toroidal arrays, leading to 
an increase in the number of sensors by typically a factor 3. 
Second, multiple non equi-spaced arrays of sensors are needed 
to resolve unambiguously the predicted spectrum of MHD 
fluctuations to satisfy the ITER measurement requirements. 
Third, diagnosing the halo currents in the blanket modules 
requires ~1/5 of the magnetic sensors, but only equips ~1/3 of 
all blanket connections. Fourth, steady-state and non-inductive 
sensors must be installed ex-vessel to mitigate the risks related 
to radiation and thermally induced EMFs, therefore duplicating 
in many aspects the in-vessel measurements. Finally, to satisfy 
the ITER measurement requirements over the machine life-
time, an even larger-than-usual number of sensors need to be 
installed to provide considerable redundancy and mitigate the 
risk of statistical failure of individual sensors. It is foreseen that 
some essential measurements will be performed using different 
technologies, so as to reduce the risk of common mode sensor 
failure and provide backup via diversity of instrumentation. 

V. DISCUSSION AND CONCLUSIONS 
The primary use of the ITER magnetic diagnostic system is 

to estimate the plasma equilibrium for the purposes of feedback 
control of the plasma current, its position inside the vacuum 
vessel and the shape of its boundary. To this end, the data from 
the magnetic sensors are combined in a code which adjusts the 
measurements to a solution of the Grad-Shafranov equation. 
ITER imposes severe requirements on the precision with which 
the measurements can reconstruct the equilibrium, which in 
turn create very demanding requirements on the accuracy of the 
individual measurements themselves. Control of the plasma 
equilibrium is well understood in present day tokamaks, but the 
ITER device presents a number of challenges to the precision 
with which the equilibrium can (and must) be reconstructed. 

The first challenge is associated with the long pulses (3000 
seconds) and the need to integrate the voltages provided by the 
sensors, in most cases these being the time derivative of the 
required values. Development of high quality integrators is 
essential, and ITER proposes the use of additional “steady state 
sensors” which do not require integration. Some of the possible 
technologies are currently being examined for their reliability 
in the ITER radiation and thermal environment. The second 
challenge is associated with the presence of ferro-magnetic 
material of two classes. First, a periodic set of structures is 
embedded within the vacuum vessel walls with the purpose of 

spatially smoothing out the local variations of the toroidal field. 
The second class sits outside the cryostat and is used to shield 
components from the tokamak magnetic fields. The ferro-
magnetic material has two non-linear effects, modifying the 
system to be controlled, and modifying the local value of the 
magnetic field at the sensors. The challenge is to recover an 
equivalent toroidally symmetric equivalent estimate of the 
magnetic configuration from the available set of measurements. 
The third challenge is associated with the dynamical control of 
the plasma equilibrium. The presence of massive vacuum 
vessel walls (2x60mm thick), combined with the required fast 
recovery from disturbances to the plasma equilibrium, requires 
such a fast actuator response that ex-vessel (safer and easier to 
use) coils were considered to be marginal. Coils have then been 
placed inside the vacuum vessel for prompt action. However, 
they create a local perturbation to the magnetic measurements 
which must be removed from the measurements themselves 
before these are used for control, as being currently explored 
on the TCV tokamak. The fourth challenge is the radiation 
environment coupled with the lack of access for maintainability 
of the sensors. This requires a guarantee of functionality in the 
presence of radiation and a long-term guarantee of availability 
of the sensors themselves. Although each of these four issues 
appears solvable, when put together they present an interesting 
challenge to the implementation of the full diagnostic system. 

ACKNOWLEDGMENT 
This work, supported by the European Communities under 

Contracts of Association, and by the national funding of the 
participating Associations, was partly carried out within the 
framework of the European Fusion Development Agreement, 
under Tasks TW4-TPDS-DIASUP, TW5-TPDS-DIASUP, 
TW6-TPDS-DIADES and TW6-TPDS-DIADEV. The views 
expressed in this publication are the sole responsibility of the 
authors and do not necessarily reflect the views of Fusion for 
Energy or the European Commission. 

REFERENCES 
[1] E.J.Strait et al., “Chapter 2: Magnetic diagnostics”, Fusion Science and 

Technology 53(2) (2008), 304. 
[2] G.Vayakis, C.Walker, Rev. Sci. Instrum. 74(4) (2003), 2409. 
[3] A.J.H.Donné et al., “Chapter 7: Diagnostics,” in “Progress in the ITER 

Physics Basis,” Nucl. Fusion 47 (2007), S337–S384. 
[4] A.J.Rogers, International Journal of Optoelectronics, 3(5) (1998), 391. 
[5] D.Testa et al., “Baseline system design and prototyping for the ITER 

high-frequency magnetic diagnostics set”, this conference proceedings. 
[6] D.Testa, H.Carfantan, R.Chavan, J.B.Lister, J-M.Moret, M.Toussaint, 

“Functional performance analysis and optimization for the high-
frequency magnetic diagnostic system in ITER”, unpublished. 

[7] K.Kurihara, Y.Kawamata, “Development of a precise long-time digital 
integrator for magnetic measurements in a tokamak”, 17th IEEE/NPSS 
Symposium on Fusion Engineering (1997). 

[8] R.Van Nieuwenhove, L.Vermeeren, Fus. Eng. Des. 66(68) (2003), 821. 
[9] R.Vila, E.Hodgson, Fus. Eng. Des. 82 (2007), 1271; R.Vila, E.Hodgson, 

“A TIEMF model and some implications for ITER magnetic diagnostic”, 
Fus. Eng. Des. (2009), doi:10.1016/j.fusengdes.2009.01.025, in press. 

[10] G.Vayakis, T.Sugie, T.Kondoh T.Nishitani, E.Ishitsuka, M.Yamauchi et 
al., Rev. Sci. Instrum. 75 (2004), 4324. 

 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


