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An invisibility cloak has been designed, realized and characterized. The cloak hides free-standing
sub-wavelength three-dimensional objects at the short wavelength edge of the visible spectrum. By a
bottom-up approach the cloak was self-assembled around the object. Such fabrication approach constitutes
a further important step towards real world applications of cloaking; leaving the realm of curiosity. The
cloak and the way it was fabricated opens an avenue for many spectacular nanooptical applications such as
non-disturbing sensors and photo-detectors, highly efficient solar cells, or optical nanoantenna arrays with
strongly suppressed cross-talk to mention only a few. Our results rely on the successful combination of
concepts from various disciplines, i.e. chemistry, material science, and plasmonics. Consequently, this work
will stimulate these fields by unraveling new paths for future research.

A
fter finding widespread interest in literature and movies, the concept of cloaking was scientifically sub-
stantiated in 20051,2. At this time, two suggestions based on different theoretical approaches were simul-
taneously put forward describing how an object can be concealed from an external observer. On the one

hand, by relying on conformal mapping, Leonhardt has shown that for two-dimensional objects, i.e. restricting
the considerations to cylindrical geometries with in-plane propagation, light trajectories are bent around an
object with a suitably smooth refractive index profile in a surrounding shell3. By appreciating that, according to
Fermat’s principle, light always chooses the path where it accumulates the minimal phase change; the specific shell
design yields an identical phase accumulation for all possible ray trajectories4. This prevents an incident plane
wave from being distorted; independent of the propagation direction. An implementation requires the refractive
index to attain quite unusual values, i.e. varying between zero and unity, inaccessible with ordinary materials5.
Alternatively, based on transformation optics, Pendry et al. suggested a cloak that can even hide three dimen-
sional objects6. However, this became only possible by considering artificial electromagnetic materials7,8 exhib-
iting a suitably tailored and inhomogeneous bi-axial anisotropic permittivity and permeability9. Likewise, this
cloak prevents phase disturbances and reflection losses at the interface between the shell and the surroundings10.

Although the material requirements in both approaches are challenging and potentially unachievable, a well-
defined goal was set for a functional device. The race was on to demonstrate the cloaking functionality in the
optical regime where visual perception takes place11. For a device to be truly termed a ‘‘cloak of invisibility’’ it must
operate in this spectral regime. Various simplifications were made to demonstrate the cloaking concept in
principle, even experimentally. The challenges can usually be slightly lifted while resorting to cylindrical objects.
Then, rather than dealing with the full vectorial set of electric and magnetic fields, Maxwell’s equations can be
decomposed into two uncoupled sets, i.e. those for transverse electric (TE) and transverse magnetic (TM)
polarization. By further accepting a spurious reflection due to an impedance mismatch, cloaks in the micro-
wave frequencies were demonstrated12. An alternative successful strategy for a simplification consists in restrict-
ing the consideration to a half-space and hiding the object above a ground plate (carpet cloak)13. Then, the
reflected light from the ground plate with the object to be cloaked should be identical to that in the absence of the
object. The carpet cloak concept enabled novel experimental realizations14–16. At present this concept has been
implemented both for two-dimensions and three-dimensional objects to be cloaked17–22. However, it is obvious
that carpet cloaks are not the ultimate solution to hide isolated three-dimensional objects. For the sake of
completeness it should be mentioned that alternative approaches for broadband and free-standing cloaking
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devices can be obtained while lifting these strict requirements.
Specifically, manifold approaches to cloak objects can be perceived
while considering the problem from a ray optical perspective instead
of treating the system in the realm of electromagnetics. Then, even
natural materials can be used for the fabrication of the cloak23. These
cloaks, however, are limited to a restoration of a proper intensity and
do not consider the phase distribution. Nonetheless, perceiving the
problem from a macroscopic perspective this is often sufficient. In
contrast to such previous work, however, in this contribution the
cloaking device is developed by solving Maxwell’s equations, i.e.
the electromagnetic fields exhibit amplitude and phase.

Further simplifications with respect to the carpet cloak can be
made if only sub-wavelength objects are considered24. Then, the
optical response is usually most conveniently expressed in the
quasi-static limit and only an electric dipole contributes to the scat-
tered far-field. Suppressing this scattered field results in the cloaking
of the three-dimensional object. Although related ideas existed in
literature for quite some time25, Alù and Engheta reinforced this
approach26 by its analytical description. They derived an expression
that imposes conditions on the geometrical and material properties
of the shell of a spherical core-shell structure to suppress the scatter-
ing response27. It reads as:

c3~
eS vð Þ{eB½ � 2eS vð ÞzeC½ �
eS vð Þ{eC½ � 2eS vð ÞzeB½ � , ð1Þ

where c is the ratio of the core to the shell radius. Here the shell radius
is understood as the outer radius of the structure and eS vð Þ, eC, and
eB are the permittivity of the shell, the core, and the background
material, respectively. Here, for simplicity but without loss of gen-
erality, only the shell material is assumed to be dispersive. The solu-
tion to Eq. 1 suggests that the magnitude of the electric dipolar
polarization of the core is identical to that of the shell whereas their
phases differ by p. This causes destructive interference in the far-field
and a suppression of the scattering response.

Although, at a first glance it might look less impressive to hide sub-
wavelength objects, the effect has major implications on controlling
light-matter interaction and may entail the implementation of vari-
ous functional devices28. For example, in an aperture-less scanning
near-field optical microscope a tip is excited at its apex by an external
source29. There, the localized light can interact with other nanoscale
objects. Information on these objects is determined in the far-field by
measuring amplitude and phase of the scattered light. A major issue
of such microscopes consists in suppressing the background radi-
ation originating from light scattered at the tip. This can be achieved
by suitably cloaking the tip30. Another example is the manipulation of
the force and the torque exerted on nanometric objects by such
cloaks. This will enable novel schemes to manipulate nano-mech-
anical objects in free space31. These promising applications among
with others32,33 represent a strong motivation to implement such
cloaks.

Recently, successful implementations have been presented at
microwave frequencies34,35. There, a cylinder has been covered by a
shell made of an artificial material. The cloak was optimized to sup-
press the scattered light at the dominant linear polarization36. The
required material properties for the shell were provided by periodic-
ally arranged sub-wavelength unit cells. Another verification of this
concept has been experimentally performed recently for a cylindrical
cloaked sensor in the visible. By placing a silicon nanowire on a
metallic ground plate and covering it partially by a metallic shell,
the scattered light was considerably reduced while the nanowire was
still functional as a photodetector37. Such application is exciting,
since it allows the measurement of an optical signal while being
minimally invasive; and demonstrates moreover the successful mer-
ger of photonics and electronics in a single device38. However, to date
a cloak that hides an isolated three-dimensional object in free space
in the visible range has not yet been demonstrated.

Here, we present the design, the fabrication, and the characteriza-
tion of a cloak for free-standing three-dimensional objects in the
visible. We achieve this by taking advantage of a metamaterial for
the shell that is composed of an amorphous arrangement of metallic
nanoparticles (NPs). The cloak is fabricated by self-assembly tech-
niques39,40. As a result several million cloaking core-shell structures
are fabricated. The use of a metamaterial shell rather than a homo-
geneous metallic thin film has the key advantages of a considerably
less absorption, relaxed fabrication constraints, a large durability of
the device, and avoiding the fabrication of extremely thin homogen-
eous metallic shells41–43. We characterize the cloak by an appropriate
experimental set-up where the scattered light is measured upon
depositing the cloaks on a dielectric substrate. The excellent agree-
ment with supporting simulations proves the reliability and robust-
ness of the entire concept.

Results
Design consideration. The basic concept of the cloak is shown by an
artistic illustration in Fig. 1. By analyzing Eq. 1, it is easily appreciated
that while fixing the geometry and the permittivities of the core and
the surroundings, the equation exhibits two solutions for the shell
permittivity. One of them results in a large and negative permittivity;
this solution is termed the negative cloaking resonance. In contrast,
the second one results in a permittivity that is only slightly larger than
zero but less than unity; this solution is termed the positive cloaking
resonance. Both requirements can, in principle, be met using
ordinary metal films for the shell44. However, due to the onset of
interband absorption, the spectral domain where the real part of the
permittivity takes appropriate values is associated with strong
absorption, i.e. a huge imaginary part in the permittivity45. This
prevents a real-valued solution for c in Eq. 1 leading to imperfect
cloaking.

To circumvent this issue, the metallic shell film can be advanta-
geously replaced by an arrangement of metallic nanoparticles. Here,
silver is considered as the metal material. The silver nanoparticles
exhibit localized plasmon polariton resonances and their arrange-
ment forms an effective plasmonic shell material46. In what follows
we focus on an amorphous arrangement which is easy to implement
with self-assembly techniques and represents a metamaterial with
the required effective optical properties. A metamaterial made from
silver nanoparticles exhibits a Lorentzian dispersion in the permit-
tivity around the plasmon resonance of the single silver nanoparticle,
as can be seen in Figure 2 (a). Two different filling fractions are
considered and the strength of the Lorentzian resonance and the
FWHM strongly depend on them. The denser the silver NPs are
arranged the stronger the variation of the real part of the effective
permittivity appears. Therefore, negative values, necessary for the

Figure 1 | Artistic view of the considered cloak. On the left it is seen that a

dielectric object reveals its presence to an external observer by scattering

the light. This is different on the right. There, a shell made from metallic

nanoparticles scatters the same amount of light as the core but p out-of-

phase. This suppresses the scattered field. It therefore makes the object

undetectable.

www.nature.com/scientificreports
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negative cloaking resonance, can only be obtained at suitably high
filling fractions. However, high filling fractions cause large imaginary
parts of the effective permittivity in wavelength ranges where the real
part is negative. This is very detrimental and suggests that the
negative cloaking approach is not practical for a shell of silver
nanoparticles.

However, one can take advantage of the second solution, the pos-
itive cloaking resonance. At wavelengths appreciably shorter than
that of the Lorentzian resonance, absorption decreases rapidly41.
This includes just the wavelength domain (about 325–350 nm)
where the real part of the effective permittivity varies in the desired
range between zero and unity. Therefore, further considerations will
exclusively cover the positive cloaking resonance. Another advantage
of this choice is that the required parameters can even be achieved for
relatively low filling fractions.

To make the design definite, we have chosen to cloak a fused silica
sphere with a radius of 55 nm because well-mastered silica chem-
istry, which allows for a surface functionalization, simplifies the fab-
rication procedure47. Its permittivity in the spectral domain of
interest, i.e. slightly below 400 nm, can be assumed to be constant
(e~2:18). We define the scattering efficiency as the ratio of scattered
light of the object to be cloaked and of the bare object. Small scatter-
ing efficiencies account for highly suppressed scattered fields and
therefore a cloaking of the object, i.e. the silica sphere. Generally, a
smaller scattering efficiency than that for silica can be anticipated for
spheres with a larger permittivity. The stronger the scattering signal
the easier to suppress the scattering response41. Thus, in these cases
the scattering efficiency might even be much less than we expect to
observe in our experiments.

The shell is formed by amorphously arranged silver NPs (r 5

6 nm). Thus the radius of the shell amounts to 67 nm. Using this
data Eq. 1 can be solved for the two shell permittivities required to
suppress the scattering. The negative and positive cloaking reso-
nances appear for<eS vð Þ5 22.69 and<eS vð Þ5 0.41, respectively.
Therefore, if the shell is a metamaterial composed of amorphously
arranged silver NPs, its effective permittivity depends on the filling
fraction [c.f. Figure 2 (a)] and can thus meet these values at different
wavelengths as shown in Figure 2 (b). It can be clearly seen, that for
experimentally achievable filling fractions (, 30%) only the positive
cloaking resonance might be observable.

Fabrication and sample preparation. For the fabrication a self-
assembly technique for colloidal nanoparticles has been used. The
reliability of this technique has been proven in the past48–52. There,
layered arrays of gold nanoparticles were deposited on planar or
spherical substrates. These works aimed at achieving, for example,
plasmonically active substrates or unit cells with a strong artificial

magnetic scattering response. Since we had to cope with the chal-
lenge of using silver as the metallic material, we used a modified Lee-
Meisel method53 to first fabricate silver nanoparticles by reducing
AgNO3 with sodium borohydride. Nanoparticles with 6 nm radius
were fabricated. Details of the fabrication process can be found in the
Methods section. The main advantage of this method is the avail-
ability of nanoparticles in solution. In addition, the adsorption of
citrate ions on the silver surface leads to a weak negative charge of the
NPs. In a separate fabrication procedure, silica cores with a radius of
55 nm were deposited on a planar substrate and functionalized to be
slightly positively charged using well established silica chemistry47.
Details are likewise documented in the Methods section. By merging
the array of silica spheres with the silver nanoparticle solution and
exploiting the electrostatic interaction, the metallic nanoparticles
tend to deposit on the silica cores. Moreover, since the nanopar-
ticles are equally charged they tend to maximize the distance to
their nearest neighbor on the surface of the core to lower their ener-
gy. This is extremely beneficial since agglomeration and clustering
are avoided; while simultaneously assuring a sufficiently high filling
fraction (approximately between 0.1 and 0.3).

The entire fabrication process is extremely robust and shows a
great resistance against imperfections. Moreover, quite a few para-
meters exist, such as pH and salt concentration, which allow for a
flexible and easy control of particle sizes and density. Both of them
can affect the functionality of the cloak. To inspect the fabricated
cloaks and to characterize them spectroscopically, the silica cores
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Figure 2 | Effective parameters of the metamaterials shell. (a) Effective permittivity of a metamaterial shell consisting of amorphously arranged silver

NPs. The permittivity is obtained by using the Maxwell-Garnett formula (details are given in the Methods section). Two filling fractions of silver NPs are

shown: 0.11 (blue) and 0.18 (red). Solid and dashed curves designate real and imaginary part of the permittivity, respectively. (b) Positive and negative

cloaking resonance for a silica core sphere (55 nm radius, e5 2.18) and a metamaterial shell (67 nm radius) with permittivity from (a) as a function of the

filling fraction of silver NPs.

Figure 3 | SEM image of fabricated core-shell cloaks. The large dielectric

silica core spheres and their decoration with the silver nanoparticles can be

seen.
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covered with silver nanoparticles on a glass substrate are perfectly
suitable. A referential scanning electron micrograph image from
such a sample, prepared in exactly the same manner on a silicon
substrate, is shown in Figure 3 where the homogeneity is quite reas-
onable. The deposition on the glass substrate also allows for an un-
ambiguous analysis of the scattering response since it better
resembles the scenario if analyzing an isolated cloak as considered
in simulations. Moreover, the arrangement on a dielectric substrate is
not expected to affect the response54, since scattering may be well
described in the dipole limit and the particle density is moderate. For
reference purposes the bare dielectric spheres were equally deposited
on the same substrate at the same concentration. This facilitates the
identification of the scattering efficiency as defined above.

Optical characterization. To optically characterize the samples, a
well-adapted setup based on a Perkin Elmer spectrometer has been
used. The details of the setup are explained in the Methods section. In
short, using different configurations, it allows the measurement of
the total transmittance, i.e. the share of energy that is transmitted into
the half-space behind the sample, the diffuse transmittance, i.e. the
same as the total transmittance but excluding a specular region of
about 65u, the total reflectance, and the diffuse reflectance, for the
same sample. The latter ones are analogously defined as their
transmittance counterparts. Various important parameters can be
derived; but most notably the total scattering cross-section. It is
obtained as the sum of the diffuse transmittance and the diffuse
reflectance. The results for the scattering cross-sections of the
referential samples with the bare silica spheres and the cloaked
structures are shown in Figure 4 (a). There, we have shaded a
spectral region below 300 nm since the borosilicate substrate used
was absorptive in this spectral domain. Therefore, the light scattered

in forward direction is attenuated. This, however, is not detrimental
since the positive cloaking resonance occurs for larger wavelengths
[c.f. Figure 2 (b)]. Moreover, the scattering efficiency, we are
primarily interested in, is only marginally affected since both
samples (bare silica spheres and the cloaked sample) suffer from
the same absorption. Overall, we see for the bare sphere a typical
scattering response for an object in the electric dipolar limit, i.e. it
scales with the fourth power of the inverse wavelength. This
scattering response is expected to be reduced for the appropriately
decorated core.

Indeed, a strong suppression of the scattering response around
360 nm can be recognized. Moreover, a characteristic increase in
the scattering cross section occurs at wavelengths exceeding
400 nm. Disregarding the absorption in the substrate the compar-
ison to simulations, shown in Figure 4 (b), shows a remarkable
agreement. All characteristic features are reproduced. For illustrative
purposes, the inset of Figure 4 (b) shows exactly the structure used in
the simulations. Specifically, for the sake of precision, we did not
resort to an effective medium description of the shell. Rather than
we used an extended Mie scattering formalism where the mutual
interaction of the scattered fields from a huge number of spheres is
exactly taken into account55,56. The given arrangement was derived
from inspecting various SEM images to extract the particle density at
the surface. In simulations the filling fraction of silver NPs was set to
0.11. The core and the nanoparticle radii were assumed to be 55 nm
and 6 nm, respectively. Details of the simulations are documented in
the Methods section. The only aspect that is not reproduced in the
simulation is the effect of substrate absorption at shorter wavelengths
because particles were assumed to be surrounded by air. The scatter-
ing efficiencies as shown in Figure 4 (c) and (d) are extracted from the
measured and the simulated results, respectively.
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Figure 4 | Measured and simulated cloaking performance. Measured (a) and simulated (b) scattering cross section of the core object with (blue solid)

and without the cloaking silver nanoparticle shell (red dashed) are shown on top. The inset in (b) shows the structure as considered in the simulation. The

gray shaded areas mark the wavelength domain where the borosilicate substrate absorbs. Since the substrate is disregarded in simulations the experimental

and simulated curves show different dependencies inside the gray shaded area. The measured (c) and simulated (d) scattering efficiencies are shown at the

bottom. Different scaling for the scattering efficiency has been used for measurement and simulation. Although the functional dependency is perfectly

reproduced, the cloaking efficiency (inverse of scattering efficiency) is enhanced in the simulations; a deviation that is attributed to the fact that the

measurement is an ensemble average whereas the simulation corresponds to a single structure.

www.nature.com/scientificreports

SCIENTIFIC REPORTS | 3 : 2328 | DOI: 10.1038/srep02328 4



Discussion
From the functional dependency of the scattering efficiency on wave-
length a very intuitive explanation of the operation principle of such
cloak can be drawn. Obviously, a spectral interference phenomenon
occurs, where a weakly dispersive background scattering signal, i.e.
caused by the bare silica core sphere, interferes with a sufficiently
narrow plasmonic resonance of the shell. The latter can be explained
on phenomenological grounds with a harmonic oscillator model.
The phase of this plasmonic resonance changes by p near the res-
onance wavelength. At wavelengths above the resonance, where the
induced polarization can follow the excitation, the scattered field
from the shell is in phase with that from the core object. This results
in an enhancement of the scattering efficiency. At wavelengths below
the resonance, the induced polarization in the shell material is lag-
ging by pwith respect to the excitation. This causes a reduction of the
scattering efficiency. Perfect cloaking would occur at a wavelength
where the amplitudes of both scattering contributions are identical.
The asymmetric line shape of the cloaking efficiency resembles Fano
type resonances57. There, a continuous background of modes spec-
trally interferes with an isolated mode; just as it occurs in the present
sample.

Although the scattering efficiencies in measurement and simu-
lation are qualitatively identical, there is a quantitative difference.
We attribute this difference to the fact that the measurement is
performed with an ensemble whereas the simulation is performed
for an isolated decorated core. Moreover, variations in the geomet-
rical parameters of the cloak evoked by the self-assembly process
cause a smoothening of the resonances and a lowering of their
extreme values. This is unavoidable in the chosen bottom-up
approach. Whereas the filling fraction can be precisely controlled
this does not hold for the geometrical properties, as e.g. the size of
the silica core sphere and the silver nanoparticles. Consequently,
some uncertainty exists in the structure, which inhomogeneously
broadens every spectral feature. This broadening is evidenced com-
paring Figure 4 (c) and (d). However, larger metallic nanoparticles, a
higher filling fraction, and a larger core permittivity would improve
the cloaking performance. This optimization towards an improve-
ment is currently in progress, but the demonstration of this proof-
of-principle device is a significant step towards the application of
functional cloaks.

Thus, the functionality of a cloak to hide a free-standing three-
dimensional object is demonstrated. The suppression of the scattered
field can be also seen in Figure 5, where the simulated near-field
amplitude of the scattered electric field is displayed. Even though
each nanoparticle interacts resonantly with the external illumination,

their scattered field cancels some fraction of the scattered field from
the core object; and all together they suppress the scattering signal of
the object to a noticeable extent. Of course, in close proximity to the
silver NPs the electric field is enhanced due to the excitation of
localized surface plasmon resonances. But these fields do not prop-
agate into the far field, as can be clearly seen in Figure 5 (b).

In summary, we demonstrated a self-assembled three-dimen-
sional cloak. The structure may find applications in cloaked sensors
or in optical nanoantenna arrays to strongly suppress the cross-talk.
Although the scattering efficiency has to be further minimized the
functionality is demonstrated. However, beyond this specific contri-
bution we have established a novel design and fabrication paradigm
that exploits bottom-up approaches for realizing nanooptical
devices. Functional devices with comparable properties can be pre-
pared in short time, in ultra-large quantities, and, perhaps above all,
at low costs. The control over nanometric dimensions by assembling
a finite number of metallic nanoparticles into complicated agglom-
erates might be the key to control the light-matter interaction at the
nanoscale. This ability is essential for the architecture of future nano-
photonic devices. They are of major scientific importance. This holds
especially if their interaction with external light is not considered
as an isolated element but if coupled to other quantum objects,
e.g. molecules, atoms, or quantum dots, to form hybrid devices.
Examples for applications in reach can be found in such high impact
areas like optical signal processing, desirable even at the single
photon level to entail applications such as quantum logical elements
and quantum computing. Alternatively, ultrafast nanooptical devices
that access length and time scales of elementary electronic, vibra-
tional, and structural excitations in matter would equally benefit
from the functionality that can be offered by the self-assembly of a
few, but strongly interacting, nanoparticles.

Figure 5 | Field distributions of the cloak. Simulated magnitude of the scattered electric field of the object without (a) and with cloak (b) at the

wavelength where the scattering efficiency is minimized (at 338 nm) under plane wave illumination as sketched in (a). Whereas for the isolated element an

appreciable scattering effect occurs, visible through the excitation of an electric dipole along the x-axis in (a) it is significantly suppressed if the cloak is

used in (b).

Figure 6 | Integrating sphere configuration for (a) diffuse reflectance - the

sample is inclined at an angle of 8u - and (b) diffuse transmittance

measurements.
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Methods
Fabrication. Silver nanospheres stabilized by citrate molecules were prepared by first
cooling 196 mL of water in an ice-bath. 2 mL of aqueous solutions of AgNO3

(25 mM) and sodium citrate (25 mM) were added under vigorous magnetic stirring
before the reducing agent, 600 mL of an aqueous solution of NaBH4 (0.1 M) was
introduced in a dropwise fashion. The solution was left stirring in the ice-bath for a
period of two hours to allow the reaction to achieve completion before the silver
nanospheres were stored in a fridge.

Glass and silicon substrates, used for spectral measurements and electron micro-
scopy, respectively, were prepared according to the same method. They were first
rinsed with water and ethanol before being dried under a stream of compressed air.
The surfaces were then cleaned and hydroxylated through immersion in a piranha
solution (351 mixture of concentrated sulphuric acid to 30% hydrogen peroxide) for
30 minutes. Piranha solution is strongly acidic and highly oxidising and should be
handled with caution. The substrates were next rinsed with copious amounts of water
and again dried under a stream of compressed air. Subsequently, the surface chem-
istry was altered through the functionalisation with an organosilane. Here, the sub-
strates were immersed in a 5% (v/v) solution of N-[3-(trimethoxysilyl)propyl]
ethylenediamine in ethanol for 30 minutes before being rinsed with water, dried, and
set in an oven at 120uC for a further 30 minutes.

Large area arrays of SiO2 microspheres were deposited on functionalised glass or
silicon substrates by immersing the substrates in a solution of the particles which had
been adjusted to pH 5 through the addition of a dilute solution of HCl. The substrate
was then removed, washed with water and dried in a stream of compressed air. The
microsphere array was then functionalised by exposing to a 5% (v/v) solution of N-[3-
(trimethoxysilyl)propyl]ethylenediamine in ethanol for 30 minutes before rinsing
with water and drying under a stream of compressed air. The microspheres were then
decorated with the silver nanoparticles by immersing the substrate in the silver
nanoparticle solution for a period of two and a half hours before washing with water
and drying in a stream of compressed air.

Optical characterization. The optical measurements were performed with a double-
beam UV-Vis spectrophotometer (Lambda 900, Perkin Elmer) equipped with a
150 mm Spectralon coated integrating sphere to collect reflected or transmitted light
from the samples over a full hemisphere. A combination of deuterium and halogen
lamps is used to cover the 250–500 nm wavelength range, and detection is performed
by a photomultiplier located at the bottom of the integrating sphere. The sphere
contains different apertures that can be opened to reject the specular reflected
[Figure 6 (a)] or transmitted [Figure 6 (b)] light (with an angular resolution of 65u) in
order to collect only the diffuse light, i.e. scattered in the backward and forward
directions respectively. The probed area (defined by the area of the sphere apertures)
is 15 3 10 mm2. For reflectance and transmittance measurements, the sample is fixed
at the front or rear aperture respectively with the incoming light impinging on the
substrate side in both cases so as to retrieve the total amount of light scattered by the
sample by summing the two contributions (diffuse reflectance 1 diffuse
transmittance).

Optical simulation. The results of Figure 2 showing effective permittivities for a shell
made of silver nanoparticles where obtained by the Maxwell-Garnett Formula58

eeff (v)~eBz3f eB
eAg (v){eB

eAg (v)z2eB{f ½eAg (v){eB�
,

where eB is the permittivity of the surroundings and f the filling fraction of silver
nanoparticles on the shell. The permittivity of silver (eAg) was taken from literature45

with a size correction of the imaginary part59 to account for the finite radius of the
silver spheres of 6 nm. The positive and negative cloaking resonance wavelengths of
Figure 2 (b) where obtained by solving Eq. 1. The core radius was set to 55 nm and the
shell radius to 67 nm. Furthermore, the surrounding was set to vacuum eB 5 1 and
the core was assumed as fused silica ec 5 2.18. The two solutions of Eq. 1 yield the shell
permittivities of eS 5 0.41 and eS 5 22.69 for the positive and negative cloaking
resonance, respectively. These permittivities were inserted in the above given
Maxwell-Garnett formula to find the cloaking resonance wavelengths.

The numerical results of Figure 4 (b), (d) and Figure 5 were not obtained by using
an effective medium approach as for Figure 2. Quite contrary, an extension of the
well-known Mie theory was applied that exactly solves Maxwell’s equations for an
arbitrary arrangement of spheres55,56. So the interaction between every silver NP as
sketched in the inset of Figure 4 (b) was fully taken into account. Since this so-called
extended Mie theory is based on a series expansion of the electric field into eigen-
functions we took five orders of this expansion into account. After four orders full
convergence of the fields was observed. In all simulations the cloak was illuminated by
an x-polarized plane wave propagating along z-direction.
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