SiNW-FET in-Air Biosensors for High Sensitive and Specific Detection in Breast Tumor Extract

Francesca Puppo, Marie-Agnès Doucey, Jean-François Delaloye, Thomas S.Y. Moh, Grégory Pandraud, Pasqualina M. Sarro, Fellow, IEEE, Giovanni De Micheli, Fellow, IEEE, and Sandro Carrara, Senior IEEE

Abstract—The sensitive analysis of proteins is central to disease diagnosis. The detection and investigation of angiogenic and inflammatory ligands in the tumor tissue can further improve the level of knowledge of the cancer disease by capturing the heterogeneity and the complexity of the tumor microenvironment. In previous works we demonstrated that high quality Silicon Nanowire Field Effect Transistors (SiNW-FETs) can be used to sense very low concentration (fM) of pathogenic factors in controlled Phosphate Buffered Saline (PBS). In this work, we show SiNW-FETs as biosensors for the detection of cancer markers in tumor extracts, as proof of our technology to successfully work on real patients’ sample. In particular, we achieved the detection of exogenously added rabbit antigen in a much more complex environment, i.e. a human breast tumor extract. Our results show specific and high sensitive antigen detection with p-type SiNW-FETs in the femto-molar range. Further and most importantly, the wires sense rabbit antigen molecules in the presence of a 100,000 mass excess of non-specific protein, indicating that the sensor is extremely resistant to noise.

Index Terms—SiNW-FETs, biosensors, breast tumor extract, femto-molar sensitivity, specificity

I. INTRODUCTION

THE detection and the quantification of angiogenic and inflammatory ligands present in a tumor, combined with biomedical data, is of paramount significance to guide patient diagnostic and therapeutic decisions. To date, the major limitation to the characterization of the tumor microenvironment is the inability of the current technologies to reach the sensitivity required for the analysis of very limited amounts of patient specimens. Human tumor specimens are indeed often of small size, unique, and thus precious biological samples. Moreover, they are sites of uncontrolled deregulated cellular proliferation that induces very fast changes in the protein landscape under investigation. Thus, to date, the tumor microenvironment remains ill-defined due to its complexity and its instability.

Thanks to their nanoscale, nanowire-based biosensors functionalized with antibodies have the potential to fulfill the technological need for this characterization. Indeed, semiconducting silicon nanowire (SiNW) based field-effect transistors (FETs) have exhibited high sensitivity to detect specific molecules [1]. The sensitivity of the SiNW-FET nanosensors arises due to the nanowire small size and large surface-to-volume ratio [2]. These features make SiNWs sensors with single molecule resolution and thus optimal for the analysis of low concentrated factors in tumor tissue specimens.

The successful detection of antigens with antibody-functionalized NW-FETs has been recently achieved with femto-molar sensitivity in an assay buffer solution by several groups [3], [4]. On the contrary, protein analysis using nanowires has not been yet adopted to detect cancer in real human tumor samples due to the low signal-to-background. To the best of our knowledge, only few works have been published on SiNW-based sensing in extracts from tumor cells. They all demonstrate DNA detection [2], [5], and not the more challenging antibody/antigen based detection.

In this paper, we present our recent results on the successful, high sensitive detection of antigen in a complex environment, i.e. a breast tumor extract.

First, we demonstrate that the fabricated high quality SiNW-FET based sensors achieve the detection of VEGF-A (Vascular Endothelial Growth Factor) femto-moles when diluted in a controlled physiological environment (Phosphate Buffered Saline, PBS). The measurements are carried out in air after sensor incubation in PBS solution containing the cancer markers, thus enabling higher sensitivity thanks to the increased Debye screening length of the thin liquid film formed at the interface [6], with respect to the one of bulk liquid in standard biosensing systems.

We then show that with the same devices and improved specificity we detected low concentrated antigen molecules in a real tumor landscape. We present the occurring detection of immuno-recognition events in tumor extract solutions having a 100,000 mass excess of non-specific protein. We demonstrate the reproducibility of the measurement estimated by taking into account the noise introduced in the detection measurement by the salt and nonspecific proteins constituting the tumor extract solution. We also show that non-specific antigen molecules do not affect the conductance of the sensor proving the measurement specificity.
II. EXPERIMENTAL APPARATUS

A. Clean-room processing

Nanowire FET devices were fabricated from Silicon-On-Insulator (SOI) wafers using a conventional top-down fabrication approach [7]. Conventional 4-inch SOI wafers from SOITEC France, with 340 nm thick top silicon layer with a crystalline lattice of (100) and 400 nm thick buried oxide were used. In order to optimize the device sensitivity for biosensing purposes, p-type FET devices were created by Boron implantation with doping concentration in the range of 10^{16}–10^{17} cm^{−3} and of 10^{17} cm^{−3}, in the body and in the contact regions, respectively. Boron activation inside Si was carried out directly after the implantations step through an annealing process. SiNWs were then defined by plane-dependent wet etching (PDE) [8]. The most important steps for PDE definition of SiNWs are depicted in Fig. 1. Plasma-Enhanced Chemical Vapor Deposition (PECVD) oxide and nitride were patterned into micron size slabs by standard photolithography and used as masking materials for this process (Fig. 1(a)). The mask was rotated with an angle of 45° to align the pattern to the (100) direction from the (110) direction of the starting wafer. Thus, after etching, the sidewalls surface planes of the etched SiNWs are planes [9]. Then, the NWs were formed by gradually reducing the width via AZ400K, developer with slow but constant etch rate consisting of 15% of Potassium Borate in water (Fig. 1(b),(c)). Then, contact pads were formed by depositing aluminum and 1% of Si on the drain and source region as well as on the backside of the wafer to form the back gate. The gate terminal was formed at the backside of the device to have the surface available for functionalization and interaction with the measurands. For the purpose of sensing in liquid environment, drain-source and part of the defined SiNW-FETs were electrically isolated to prevent short circuit and damage to the chip. Low-stress PECVD oxide and nitride are deposited on the wafer to form isolation layers. The contact pads and the region with the SiNW were opened using 0.55% HF. The last step is the alloying process at 400°C in mixture of nitrogen/hydrogen gas mixture (3:0.5) for 20 minutes for a better contact to the highly doped Si layers. The final structure of the fabricated SiNW-FET is schematically reproduced in Fig. 2. Both individual SiNW-FETs and arrays of SiNW-FETs were fabricated and used for biosensing.

B. Topography characterization

Morphological analysis of the fabricated SiNW-FETs was done by using a Hitachi S7800-H to acquire Scanning Electron Microscopy (SEM) images. Further investigation of the SiNW-FETs surface topography was performed by using a Brukers Dimension FastScan Atomic Force Microscopy (AFM) system (Santa Barbara, CA, USA). The imaging was done in tapping mode with the use of a FastScan-A tip characterized by a resonance frequency of 1400kHz. The images were acquired by scanning a few μm squared area, with 512 scan points and a scan rate of 0.5Hz.

C. Measurement setup

Electrical characterization of the SiNW-FETs was carried out using a Signatone H-100 Probe Station and a Keithley 6430 Sub-Femtoamp SourceMeter. All the measurements were carried out at relative humidity (rH) of 50% and temperature of 21°C. First, source-to-drain current versus source-to-drain voltages Ḣ_{ds}-V_{ds} and source-to-drain current versus back-gate voltages Ḣ_{g}-V_{bg} characteristics were acquired in order to characterize the bare devices after the fabrication. Then, the NW surface was functionalized with antibodies and corresponding changes in the biosensor conductance (δI/δV_{ds}) were monitored to acquire the baseline current before exposition of the sensor to target molecules. The devices were then incubated in differently concentrated antigen solutions and, after being rinsed and dried, tested electrically in air. The calibration curve of the sensor was calculated by associating each point of the curve to the mean conductance of individual nanowire devices. The conductance was obtained by averaging the slope points of the Ḣ_{ds}-V_{ds} characteristic in the most linear V_{ds} range. 5 different points were averaged within the range 0 to 3 mV.

D. Surface modification of SiNW-FETs

The device were functionalized using a modification of the procedure described by Kim et al. [10]. The nanowire surface was first cleaned with piranha 1:1 solution to make the surface highly hydrophilic and sets OH groups into the surface. It was then functionalized by exposing the surface to a GPTS (glycidoxypropyltrimethoxysilane) solution (1% in ethanol containing 10 mM acetic acid) for 60 min at room temperature. The surface was then washed in ethanol/acetoc
acid and dried in oven at 110°C. Anti-VEGF or anti-rabbit antibodies were then covalently attached to the Si surface by incubation overnight with PBS containing 0.5 mg/ml antibody. 10 mM ethanolamine solution was used to block the remaining active GPTS-derived groups. An additional blocking step was carried out with PBS containing 3% gelatin from cold water fish skin, this time with the aim of passivating the sensor surface and avoid non-specific binding [11], [12]. The modified surface was washed and stored in PBS at 4°C until use. Chemicals unless stated otherwise were purchased from Sigma-Aldrich (St-Louis, MO).

E. Tumor extract preparation

To capture the complexity of the tumor microenvironment, a tumor extract was prepared by mechanical disruption of a pool of 10 distinct human breast tumor biopsies. Following breast tumor resection, a fresh tumor tissue was sectioned into small pieces with a scalpel, the fragments were snap frozen in liquid N₂ and homogenized with a mortar and a pestle. The resulting tissue powder was resuspended in sterile water and further homogenized with a tip sonicator. The mixture was then clarified by centrifugation and the protein concentration of the resulting supernatant adjusted at 1 mg/ml. The specific antigen was spiked in the tumor extract using 100,000 fold molar excess of nonspecific tumor proteins.

III. RESULTS AND DISCUSSION

A. SiNW-FET Imaging

The KOH developer etches silicon both vertically down into the wafer until the buried oxide is reached, and also laterally underneath the oxide and nitride mask decreasing the size of the wires. By controlling the etching time, the nanowire diameter can be easily controlled, too. The SiNW-FETs used in this paper measure 2µm in length and 300nm in diameter. Top-down processing of nanoscale structures often leads to the patterning of very small objects but characterized by high surface rugosity. The fabrication here performed defined high quality structures and surfaces. Indeed, the plane-dependent etching enables the formation of well shaped nanostructures, with smooth and straight sidewalls. In Fig. 3 we show the SEM images of the fabricated SiNW-FETs (a), (b), the SiNW-FET arrays (c), and a tilted view of the straight sidewall of a nanowire (d). As demonstrated by the images, the silicon surface of the nanowire is flat, thus favoring the achievement of good and homogeneous functionalization with bio-receptor monolayers. AFM imaging was also performed on the fabricated samples in order to have a higher resolution characterization of the nanowire surface morphology. In Fig. 4 the active area of the sensor, corresponding to the passivation opening onto the central part of the nanowire, is shown.

B. Electrical characterization of SiNW-FETs

The fabrication process described in Section II-A lead to the definition of high quality p-type SiNW-FETs. Fig. 5 shows I_{ds}-V_{bg} characteristic curves of a SiNW-FET defined by etching when negative backgate voltage is applied. Accumulation of holes (majority charge carriers) happens when the applied negative backgate voltage is higher than the threshold voltage thus forming a complete channel for the current to pass through and depletion will occur when a positive backgate voltage is applied, as observed in the figure. For positive and increasing V_{ds}, higher current values are observed.

C. Sensing of cancer biomarkers in ideal conditions

The SiNW-FETs have been first tested for sensing biological analytes diluted in a very controlled environment that is the Phosphate Buffer Saline solution. These preliminary experiments were essential to understand the sensitivity of our biosensors and confirm the detection improvements achieved by performing the measurements in air after the incubation of the sensor in the target solution, the washing and drying steps [6].

Vascular endothelial growth factor (VEGF) is a major regulator of angiogenesis, highly active in tumor and in vascular diseases [13]. VEGF was used as target biomarker in this study. The FET devices were covalently functionalized with monoclonal antibody (anti-VEGF) and subsequently incubated with increasing concentrations of VEGF antigen proteins diluted in PBS. After incubation, the sample was rinsed to eliminate unreacted antigen molecules, dried under nitrogen flow and measured in dry conditions. Electrical characteristics were acquired from single wires at different antigen concentrations. The plot reports the data related to an individual device. The error bars stand for the inter-device error calculated as...
Fig. 5. $I_{ds}$-$V_{bg}$ characteristic curves of the SiNW-FET.

Fig. 6. Sensing of VEGF in PBS.

standard deviation of 3 different measurements on the same sensor. The analysis of conductance showed the increase of conductivity as function of VEGF concentration (Fig. 6), thus confirming the detection of occurring immuno-recognition events between antibody and antigen molecules. An according shift of the threshold voltage ($V_{th}$) was also observed in the $I_{ds}$-$V_{bg}$ curves [14]. The results confirm data in literature about the possibility of sensing pathogenic factors with SiNW-FET sensors. Here we demonstrate that we succeeded in measuring VEGF in a very low concentration range (fM), taking advantage of the dry environment. The Debye length is increased thanks to absence of counterions from the bulk electrolytic solution.

D. Sensing design in tumor extracts: the challenges

After testing the capabilities of the SiNW-FET sensors in a highly controlled landscape such as a buffer solution, we moved to a much more complex environment that could reproduce the real condition of a human patient sample. Fig. 7 illustrates a schematic of the working protocol for detecting biomolecules in a tumor extract. In order to capture the complexity of the tumor microenvironment, a tumor extract is prepared by mechanical disruption of a pool of 10 distinct human breast tumor biopsies as described in Section II-E. The prepared tumor extract is characterized by high concentrations of nonspecific proteins that can strongly affect the sensor performances. To test the potential of the SiNW-FETs for high-sensitive detection of marker proteins in tumor tissue, we first focused on the detection of exogenously added rabbit antigen in a breast tumor extract. We used an anti-rabbit antibody/antigen pair that we previously used for detection in PBS [15], thus enabling us to compare detection sensitivity levels. Moreover, this antigen is spiked at a defined concentration in the tumor extract. In fact, since the behavior of the wires in the presence of tissue extract is unpredictable, due to the high concentration of water and non-specific proteins, the use of an antigen that is unknown to the tumor landscape can help in ensuring for the specificity of the detection measurement.

Exogenous rabbit antigen is diluted at different concentrations in the breast tumor extract. The solution is then used to incubate the fabricated sensor for 1h at room temperature and to enable specific immuno-recognition events between the surface immobilized receptors and the rabbit antigen. After incubation, the sample is rinsed to eliminate unreacted antigen molecules, gently dried under $N_2$ flow and measured in dry conditions. The sensing measurements are performed in air under controlled humidity and temperature conditions [16].

An important issue related to the sensing in a highly active environment such as a tumor specimen, is the presence of enzymes characterized by a very pronounced digesting activity. These factors not only digest the proteins and thus the target molecules that are diluted in the tumor extract but can also eat the antibodies immobilized onto the NW surface thus deteriorating the sensor capabilities. Using RPP arrays (Reverse Phase Protein Array), we determined that the used antigen is stable for about 2h in the tumor extract at room temperature. Since we incubate the sensor for only 1h and then we perform all the measurements in air after getting rid of the tumor tissue residues by multiple washing steps, the SiNW-FET sensors result stable thus enabling for sensing experimentation in a much more complex environment than the most frequently used PBS.

E. Sensing in tumor extracts: the importance of the washing protocol

P-type SiNW-FETs were fabricated and then modified with anti-rabbit antibody (Section II-D). The nanowire based sensors were exposed to tumor extract having rabbit antigen diluted in different concentrations, rinsed, dried and electrically characterized (Fig. 7).
A very delicate part in the preparation of the sample before loading it into the probe station chamber for measurements was the removal of the non-specific and unreacted proteins from the NW surface. Accurate and repeated washing steps were found necessary in order to remove most of the non-specific proteins from the sensor surface and to reduce their background signal.

In order to determine the selectivity of the method, the response of a set of SiNW-FET sensors taken from the same fabrication batch as of the ones used for the calibration with biomolecular markers was tested under specific conditions before the real detection experiment. The sensors were subjected to repeated incubations in PBS solutions, and subsequent washing and drying cycles. The corresponding conductance variations \( \Delta g \) were calculated as difference between the nanowire conductance acquired before (baseline) and after the sensor exposition to the solutions. Some control tests were carried out by exposing the nanowires to tumor extract solutions that did not contain target molecules.

In Fig. 8 we report the \( \Delta g \) data acquire on different devices incubated in tumor extract and then washed using two different methods. The column height represents the \( \Delta g \) acquired on the chosen device; the error bars correspond to the standard deviation of multiple repetitions of the sensor to cleaning solutions of PBS. The same behavior was observed both in single devices (a) and in arrays of SiNW-FETs (b).

Washing the samples with only low concentrated buffer solution (0.01M PBS) did not show good results in terms of non-specific material removal. This is demonstrated by the high conductance variation \( \Delta g \) introduced by the incubation with PBS and the following washing steps (blue columns in both panels of Fig. 8). Indeed, when compared to the baseline, the conductance resulted increased as effect of the tumor proteins left on the silicon surface as consequence of an unsuccessful cleaning. In order to get rid of the unreacted proteins and tumor components and to avoid salt deposition onto the modified silicon surface, the best washing protocol was found to be a 3-cycle rinsing step of 5 min per wash, with PBS 0.01M first, and with PBS with lower ionic strength (0.1M PBS) then. As clearly shown in Fig. 8, this second washing process enabled a good cleaning of the device surface. The \( \Delta g \) calculated in this case is indeed very small if compared to the previous one (green columns in both panels), and the variability of the data (error bars in graph 8), often appeared reduced, too.

### F. Sensing in tumor extracts: results

The data show that the incubation with specific rabbit antigen molecules results in concentration-dependent conductance changes in SiNW-FET sensors. In particular, best results were achieved in the concentration range 5 to 200 fM both for individual devices and arrays of nano-sensors, as shown in Fig. 9. The nanowire conductance changes as linear function of the target concentrations in the breast tumor extract. The error bars reported in the calibration plots define the reproducibility of the results. The repeatability of the measurement is here defined for individual nanowire sensors and not for sets of similar devices averaged together. In fact, the intra-device standard deviation calculated considering different individual devices was calculated to be 4.7nA; the one related to a set of different arrays of SiNW-FETs resulted 8.5nA. This intra-device error was observed to be evidently bigger than the inter-device variation. The measured discrepancy is due to the variability introduced by the nanotechnology process as well as the bio-modification method, and leads to the necessity of calibrating each single sensor. Because of the difficulties in the normalization of the results, the authors preferred to consider the reproducibility on individual devices. The error bars thus stand for the inter-device error that was estimated by performing statistics on several sensors (single and arrays, respectively) for the conductance changes deriving from the sensor exposition to PBS after incubation in tumor extract solutions.

Although non-null, this error does not hide the effect of specific detection events at the nanowire surface and the figure clearly shows an increasing trend of the conductance as function of increasing antigen concentrations. Comparisons with previous works of biosensing of anti-rabbit antibodies [15] and VEGF factors (Section 6) in ideal conditions (PBS solution) demonstrate the higher detection limit of the SiNW-FET sensors in tumor extract. This result is absolutely plausible if considering that the wires sense the antigen in the presence of a 100 000 mass excess of non-specific protein. Occurring pM sensing events in such a complex environment are indeed the proof of how our sensors are sensitive and extremely resistant to noise.

We further tested the capabilities and reproducibility of the fabricated nanosensors with additional measurements. By applying a larger number of concentration points, we demonstrated the occurring detection of rabbit antigen in tumor extract within the femto molar range on a single device. Fig. 10a) shows the plots of current versus voltage with rabbit antigen at a series of concentrations for an anti-rabbit modified SiNW device. The current clearly increases as function of
antigen concentration, confirming the occurring trapping of target molecules. Fig. 10b) better show this rising behavior of the nanowire conductance as due to the antigen-antibody recognition in tumor extract. Each point represents the conductance value calculated in correspondence of the chosen antigen concentration; the error bars stand for the standard deviation of 3 repeated measurements for each point.

**G. Specificity**

As further investigation of the device selectivity, we tested the SiNW-FET sensor in competitive binding experiments with a nonspecific protein. An antibody prepared in rabbit was used as non-specific antigen. It was diluted in an equally concentrated tumor extract, in the same concentration range as the specific anti-rabbit antigen. As clearly shown in Fig. 11, the electrical signal acquired under exposure of the sensor to 70 fM specific analyte resulted increases with respect to the conductance measured for a corresponding concentration of nonspecific protein. Moreover, the curve results superimposed to the one acquired on the same wire in the absence of specific AG (AB), thus demonstrating that exposition to non-specific molecule does not induce a conductance change. This result is an evidence of the specificity of the sensor.

**IV. CONCLUSION**

In this paper, we have presented recent advances in the development of SiNW-FET biosensors for specific, label-free and highly sensitive immunodetection. In particular, we have demonstrated the feasibility of using SiNW-FET biosensors in real applications with tumor extracts for the early detection of cancer markers thanks to the fM sensitivity of the fabricated high quality nano-devices. After confirming that bio-modified SiNW-FETs can be used to sense very low concentration (fM) of pathogenic factors in controlled Phosphate Buffered Saline (PBS), we have presented the achieved detection of exogenously added rabbit antigen in a much more complex environment, i.e. a human breast tumor extract. The tumor extract was prepared by mechanical disruption of human breast biopsies. Data show specific and highly sensitive antigen detection in the range 5-200 fM. Further and most importantly, the wires sense rabbit antigen molecules in the presence of a 100.000 mass excess of non-specific tumor protein, indicating that the sensor is extremely resistant to noise. The proposed results open the way to future development of nanosensor...
based devices for the detection and quantification of angiogenic and inflammatory ligands present in the tumor tissue. Together with biomedical data, this detection system will enable a deeper study of the tumor protein microenvironment thus helping the understanding of the mechanisms leading to the cancer cell activation and proliferation.

ACKNOWLEDGMENT

This work was supported by the multidisciplinary FNS grant (CR3213 156915/1).

REFERENCES


Marie-Agnès Doucey received a Ph.D. in biochemistry from Friedrich-Miescher Institute at Novartis, Basel (Switzerland). She also holds a degree in Engineering in Biotechnology received at the École Supérieure de Biotechnologies de Strasbourg (E.S.B.S.), France. She is currently a project leader at the Ludwig Institute for Cancer Research at the University of Lausanne. Her current work focuses on the tumor microenvironment and the role of monocytes in breast cancer tumor development. She has more than twenty publications in peer-reviewed international journals.

Jean-François Delaloye is Head of the Breast Unit at the Centre Hospitalier Universitaire Vaudois (CHUV), Lausanne, Switzerland, and Associated Professor at the University of Lausanne (UNIL), Lausanne. He carried out his studies in Medicine at the University of Lausanne where he received his diploma of specialist FMH in gynecology and obstetrics in 1989. From 1978 to 1980 he worked at the Department of Surgery, District Hospital, Montreux. He then moved to CHUV, Lausanne, where he worked from 1980 to 1985, first as assistant at the Department of Urology, then at the Unit of Biochemistry, at the Department of Gynecology and Obstetrics, and finally at the Center of Medical Oncology. From 1985 he was named chef de clinique at the Department of Gynecology and Obstetrics. Together with his clinical responsibilities, he acquired specialized formations in the domain of breast cancer, gynecologic oncology, laparoscopic lymphadenectomy and axilloscopy. In the academia, he was named maître d’enseignement et de recherche (MER) of the Faculty of Medicine of Lausanne in 1996, and privat-docent (PD) in 2004. Jean-François Delaloye is a very active member of numerous medical societies and was also Chairman of the Swiss Society of Senology. His clinical expertise in this area is also widely recognized. He has established a senology research platform very promising thanks to the quality of its collaborations and fundings.
Thomas S.Y. Moh received his PhD degree from Delft University of Technology (TU Delft) in 2013 with focus on fabrication of Silicon Nanowires Transistor for biosensing application. He received his Bachelor of Engineering (with honours) from University Technology Malaysia in Electrical Engineering. Later, Master in bio-photonics from École Normale Supérieure de Cachan, Paris, France in 2008. Continuing from his Masters study, he joined Microsystems Lab at Royal Institute of Technology Stockholm, KTH, Sweden to work on fabrication and packaging of microfluidics for European FP6 project (Ultra-high sensitivity Slot Waveguide Biosensor MEMS, a highly integrated chip for simultaneous diagnosis). His focus is on microsystems, sensors and renewable energy devices. Currently he joined University College Technology of Sarawak (UCTS), School of Engineering and Technology, Malaysia as a senior lecturer and director of centre of industrial linkages and entrepreneurship.

Pasqualina M. Sarro (M84 SM97 F07) received the Laurea degree (cum laude) in solid-state physics from the University of Naples, Italy, in 1980. From 1981 to 1983, she was a post-doctoral fellow for one year. His work focused on optical sensors for TAS devices. From 1999 to 2002 as development engineer and senior design manager, respectively with Bookham Technologies plc., United Kingdom, and Optical Sensors S.A., France, he developed integrated optical components for DWDM and next generation networks applications. He joined TU Delft in 2003, where after working as senior researcher, he is now project manager at the DIMES Technology Center.

Grégory Pandraud received his Ph.D. degree in optics, optoelectronics from the University of Saint-Étienne, France in 1998 and then joined the University of Twente, The Netherlands, as postdoctoral fellow for one year. His work focused on optical sensors for TAS devices. From 1999 to 2002 as development engineer and senior design manager, respectively with Bookham Technologies plc., United Kingdom, and Optical Sensors S.A., France, he developed integrated optical components for DWDM and next generation networks applications. He joined TU Delft in 2003, where after working as senior researcher, he is now project manager at the DIMES Technology Center.

Giovanni De Micheli is Professor and Director of the Institute of Electrical Engineering and of the Integrated Systems Centre at EPFL Lausanne, Switzerland. He is program leader of the Nano-Tera.ch program. Previously, he was Professor of Electrical Engineering at Stanford University. He holds a Nuclear Engineer degree (Politecnico di Milano, 1979), a M.S. and a Ph.D. degree in Electrical Engineering and Computer Science (University of California at Berkeley, 1980 and 1983). Prof. De Micheli is a Fellow of ACM and IEEE and a member of the Academia Europaea. His research interests include several aspects of design technologies for integrated circuits and systems, such as synthesis for emerging technologies, networks on chips and 3D integration. He is also interested in heterogeneous platform design including electrical components and biosensors, as well as in data processing of biomedical information. He is author of: Synthesis and Optimization of Digital Circuits, McGraw-Hill, 1994, co-author and/or co-editor of eight other books and of over 500 technical articles. His citation h-index is 81 according to Google Scholar. He is member of the Scientific Advisory Board of IMEC and STMicroelectronics. Prof. De Micheli is the recipient of the 2012 IEEE/CAS Mac Van Valkenburg award for contributions to theory, practice and experimentation in design methods and tools and of the 2003 IEEE Emanuel Piore Award for contributions to computer-aided synthesis of digital systems. He received also the Golden Jubilee Medal for outstanding contributions to the IEEE CAS Society in 2000, the D. Pederson Award for the best paper on the IEEE Transactions on CAD/ICAS in 1987, and several Best Paper Awards, including DAC (1983 and 1993), DATE (2005) and Nanoarch (2010 and 2012). He has been serving IEEE in several capacities, namely: Division 1 Director (2008-9), co-founder and President Elect of the IEEE Council on EDA (2005-7), President of the IEEE CAS Society (2003), Editor in Chief of the IEEE Transactions on CAD/ICAS (1997-2001). He has been Chair of several conferences, including DATE (2010), pHealth (2006), VLSI SOC (2006), DAC (2000) and ICCD (1989).

Sandro Carrara is faculty (MER) at the EPFL in Lausanne (Switzerland), he is former professor of optical and electrical biosensors at the Department of Electrical Engineering and Biophysics (DIBE) of the University of Genoa (Italy) and former professor of nanobiotechnology at the University of Bologna (Italy). He holds a PhD in Biochemistry and Biophysics from University of Padua (Italy) and a Master in Physics from University of Genoa (Italy). He is founder and Editor-in-Chief of the journal BioNanoScience by Springer, Topical Editor of the IEEE Sensors Journal, and Associate Editor of IEEE Transactions on Biomedical Circuits and Systems. He is a member of the Board of Governors (BoG) of the IEEE Circuits and Systems Society. He is a member of the IEEE Sensors Council. He has been appointed as CASS Distinguished Lecturer for the years 2013-2014. His scientific interests are on electrical phenomena of nano-bio-structured films, and include CMOS design of biosips based on proteins and DNA. He has more than 190 scientific publications and 12 patents. He has several Top-25 Hottest-Articles (2004, 2005, 2008, 2009, and two times in 2012) published in highly ranked international journals such as Biosensors and Bioelectronics, Sensors and Actuators B, IEEE Sensors journal, and Thin Solid Films. His work received a NATO Advanced Research Award in 1996 for the original contribution to the physics of single-electron conductivity in nano-particles, two Best Paper Awards at the IEEE PRIME Conference in 2010 (Berlin), and in 2009 (Cork), a Best Poster Award at the Nanotera workshop in 2011 (Bern), and a Best Poster Award at the NanoEurope Symposium in 2009 (Rapperswil). He also received the Best Referee Award from the journal Biosensor and Bioelectronics in 2006. From 1997 to 2000, he was a member of an international committee at the ELETTRA Synchrotron in Trieste. From 2000 to 2003, he was scientific leader of a National Research Program (PRN) in the field of Nanobiotechnology. He was an internationally esteemed expert of the evaluation panel of the Academy of Finland in a research program for the years 2010-2013. He was the General Chairman of the Conference IEEE BioCAS 2014.