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The atomistic mechanisms of deformation in multicomponent random alloys are challenging to model be-
cause of their extensive structural and compositional disorder. For embedded-atom-method interatomic poten-
tials, a formal averaging procedure can generate an average-atom EAM potential and this average-atom potential
has recently been shown to accurately predict many zero-temperature properties of the true random alloy. Here,
the finite-temperature thermodynamic properties of the average-atom potential are investigated to determine if
the average-atom potential can represent the true random alloy Helmholtz Free Energy as well as important
finite-temperature properties. Using a thermodynamic integration approach, the average-atom system is found
to have an entropy difference of at most 0.05 kB/atom relative to the true random alloy over a wide temperature
range, as demonstrated on FeNiCr and Ni85Al15 model alloys. Lattice constants, and thus thermal expansion,
and elastic constants are also well-predicted (within a few percent) by the average-atom potential over a wide
temperature range. The largest differences between the average atom and true random alloy are found in the
zero temperature properties, which reflect the role of local structural disorder in the true random alloy. Thus,
the average-atom potential is a valuable strategy for modeling alloys at finite temperatures.

Keywords: Free Energy, Molecular Dynamics, Finite Temperature, Elastic Constants, Embedded Atom Method (EAM)

I. INTRODUCTION

Atomistic simulation is a standard tool for studying the
mechanistic origins of many complex material phenomena in
metals, such as plastic flow, fracture, phase transformation ki-
netics, and grain boundary structures and migration. The ma-
jority of studies to date have been carried out on elemental
metals, specific ordered phases, and occasionally dilute solid
solutions. Real engineering materials are more often mul-
ticomponent alloys with complex precipitate phases and/or
non-dilute solute concentrations. Given a set of validated in-
teratomic potentials for the desired alloy, it is possible to ex-
ecute direct atomistic simulations in complex systems but it
is difficult to clearly identify operative mechanisms due to the
high level of microstructural complexity. This is particularly
true in non-dilute solid solutions where mechanical behavior
is controlled by defects (dislocations, grain boundaries, crack
tips) interacting with many solutes. Because of these chal-
lenges, a common strategy is to understand the mechanisms
identified in elemental metals in terms of key material prop-
erties (e.g. elastic constants, stacking fault energies, surface
or interface energies, etc.) and to apply those concepts to the
real engineering materials. Such a strategy neglects, however,
the additional role of structural and compositional disorder
present in the complex alloys. There is thus a general need
to develop additional modeling approaches that help separate
the effects of the additional disorder in a complex alloy from
the effects of the baseline (average) material response.

In a recent paper, related to early work [1, 2], the concept
of an “average atom”, or A-atom, interatomic potential has
been introduced and validated for the study of defects in ran-
dom alloys [3]. Specifically, within the context of embedded-
atom-method (EAM) potentials [4], it is possible to perform a
formal averaging over all configurations of an alloy at a given
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overall composition and thus to derive a new “average atom”
potential that has the EAM form. Moreover, the A-atom po-
tential accurately predicts many important properties of the
true random alloy including defect properties such as stacking
fault energies, at zero temperature. Several useful advantages
of the A-atom potential have been identified. For instance,
the A-atom potential can be combined with the original true
atom EAM potentials to study the interaction of true atom “so-
lutes” with defects (e.g. dislocations) in the A-atom material.
Such interactions are essential in understanding alloy behav-
ior but can be very difficult to compute by brute-force simu-
lation on random alloys. Comparisons of the A-atom material
to the true alloy also enable the identification of what proper-
ties are controlled by “average” behavior and what properties
are controlled by the fluctuations. Overall, the development
and application of the A-atom potential is thus a valuable tool
with application in several different directions of computa-
tional metallurgy.

The A-atom potential has been tested against the true ran-
dom alloy only at zero temperature. To have wide practical
utility, it is important that the A-atom potential provide an ac-
curate representation of the true random alloy at finite tem-
peratures. The purpose of the present paper is to precisely
examine the thermodynamic and finite-temperature properties
of the A-atom material as compared to the true random alloy.
We use two typical model materials and examine the thermal
expansion, Helmholtz Free Energy, and cubic elastic constants
up to 700 K. We find excellent agreement as compared to the
true random alloys, with the major differences being in the
T = 0 K properties only. This work thus confirms the broad
validity of the A-atom interatomic potential for modeling the
homogenized properties of random alloys.

The remainder of this paper is organized as follows. In the
next section, we introduce the “average atom” interatomic po-
tential as derived from the alloy EAM potentials. In Section 3,
we examine the lattice constants versus temperature by direct
MD simulations, which establishes the appropriate volumes
for computation of the Helmholtz Free Energy that is dis-
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cussed and presented in Section 4. Section 5 presents methods
and results for the cubic elastic constants versus temperature.
Section 6 summarizes our findings.

II. AVERAGE EAM POTENTIALS

Consider an alloy with NT distinct atom types and a total
of N atoms. Let {X ,Y} refer to atom types and {i, j} to atom
sites. Further, consider the set of occupation variables {sX

i },
where sX

i = 1 if the atom at site i has the type X and zero
otherwise. Within the EAM interatomic potential description,
the potential energy of this system is

E(
{
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i
}
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N

∑
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NT
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V XY
i j is the pair potential function, FX (ρi) the embedding en-

ergy functional, ρi the total electron density at site i, and
ρX (ri j) is the contribution of an X-atom at site j to ρi.

A simple approximation for the configurational average of
Eq. 1 can be obtained for a random solution, i.e. a solution
with uncorrelated {sX

i } [1, 3]. The derivation in [3] proceeds
in two steps. First, Eq. 1 is averaged over all occupations
compatible with the average concentrations cX . The assump-
tion of uncorrelated {sX

i } implies 〈sX
i sY

j 〉= cX cY , where 〈. . .〉
indicates the average. The average energy is therefore
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Second, the embedding energy is expanded in a Taylor
series around the average electron density as

〈
FX (ρi)

〉
=〈

FX (〈ρi〉)
〉
+O(ρi− 〈ρi〉)2. Note that averaging eliminates

the first-order term of the series. By neglecting the second
order term, the average energy is

〈E〉=
N

∑
i

FA(〈ρi〉)+
1
2

N

∑
i, j 6=i

V AA
i j , (4)

where

FA(〈ρi〉)=
NT
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cX FX (〈ρi〉), (5a)
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ρ

X
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Eq. 4 is just the potential energy of an equivalent system com-
posed of a single “average” atom type A, whose EAM func-
tions are the weighted averages of the pure element functions.

Note that for molecular dynamics, one would additionally take
the weighted average of the masses mX :

mA =
NT

∑
X

cX mX , (6)

The A-atom approximation is similar to the “virtual crys-
tal” approximation [5, 6]. It is instructive to briefly recapitu-
late Wojtowicz and Kirkwood’s [7] application of the virtual
crystal approximation to lattice dynamics. Specifically, they
model the phonon spectrum of the true disordered system as
the phonon spectrum of the virtual crystal plus local pertur-
bations in the phonon spectrum. The virtual crystal has the
mean mass and force constants of the true system. In the
absence of short range order, the difference between mean
and true force constants generates only a second-order pertur-
bation correction of the virtual crystal’s vibrational partition
function. Hence, we expect that the A-atom approximation
describes the vibrational properties of random solutions well.

The A-atom potential is an entirely new interatomic poten-
tial that is independent of atomistic configuration. It is thus
applicable to the study of defects in the average material, and
also for studying finite-temperature properties associated with
thermal vibrations. In the next sections, we will compare the
A-atom properties at finite temperature to the true random al-
loy counterparts for two model materials, the equiatomic ran-
dom fcc FeNiCr system using the interatomic potentials de-
veloped by Bonny et al. [8] and the Ni85Al15 fcc solid solution
using the interatomic potentials of Pun et al. [9]. The FeNiCr
A-atom material has recently been studied at 0 K, and is a
model system for understanding “High Entropy Alloys” [10]
and stainless steels. The Ni85Al15 A-atom material is an in-
teresting complementary system because Ni and Al have very
different lattice parameters (3.52 Å vs. 4.05 Å) and elastic
constants (e.g. C11: 241 GPa vs. 114 GPa) at 0 K, and the
solid solution is relevant in Ni-based superalloys. All simula-
tions here are performed using the LAMMPS package [11].

III. LATTICE PARAMETER AND THERMAL EXPANSION

For each alloy, we prepared three random solid solutions
and one pure crystal of the corresponding average material.
The samples were periodic fcc crystals, with 〈100〉 directions
parallel to the edges of the simulation cell. The sample size
was 30×30×30 unit cells (108000 atoms). All samples were
constructed using the lattice parameter of the A-atom material
but relaxed by simultaneously minimizing the three normal
stresses (by independently varying the cell edge lengths) and
the potential energy of the atoms. After this relaxation, the po-
tential energy was minimized at fixed cell size until the norm
of the force vector fell below 10−6-10−8 eV/Å.

The samples were then heated to the desired temperature
using a Langevin thermostat [12] with relaxation time param-
eter of 1 ps and timestep of 1 fs. A Berendsen barostat [13]
with relaxation time parameter of 0.01 ps×B, where B is the
T=0K bulk modulus, was used to maintain minimal normal
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stresses so that thermal expansion occurred at near-zero pres-
sure. Due to disorder in the random solid solutions, the re-
laxation was slightly anisotropic even for these large simula-
tion cell sizes. Samples were heated in increments of 50 K.
The change in temperature was introduced over 30 ps, fol-
lowed by a 20 ps period of equilibration at the new temper-
ature. The average edge lengths of the cell were then mea-
sured over a subsequent 10 ps interval and then the three edge
lengths were averaged to compute the average lattice parame-
ter of each sample. Averages over the three random samples
yield our final lattice parameter for the random alloys.

The lattice parameters for the true random alloys and the
corresponding A-atom material are shown in Fig. 1a). The
A-atom result agrees to within ~0.0006 Å for FeNiCr and
~0.003 Å for Ni85Al15, with most of the difference being at
T = 0 K. The T = 0 K difference reflects the local struc-
tural relaxations that can occur in the true random alloy. The
smaller additional differences in lattice parameter at finite
temperatures reflect the very small differences in anharmonic-
ity between random and average materials, showing that the
A-atom material gives an excellent representation of the true
random alloy. The thermal expansion coefficient is the deriva-
tive of the lattice constant with respect to temperature, and
is shown in Fig. 1b) for both FeNiCr and Ni85Al15 systems.
In both cases, the A-atom material is in very good agreement
with the true random alloy.

IV. FREE ENERGY

A. Methodology

With the lattice constants established in the previous sec-
tion, we can now compute the Helmholtz Free Energy differ-
ence between the “average alloy” and the true random alloy.
The Helmholtz Free Energy is defined within the NVT en-
semble, and we use the volume corresponding to zero pres-
sure in the true random alloy at each desired temperature.
The method used here for calculating free energy differences
is based on Kirkwood’s coupling parameter approach [14],
which is similar to thermodynamic integration [15] and the
slow growth method [16]. In all of these methods, the free
energy difference is obtained using a transformation of the
system Hamiltonian H from the random alloy to the A-atom
material. Specifically, the Hamiltonian H is parametrized by
a scalar variable λ ∈ [0,1] with H (0) being the system of
interest and H (1) being the reference system.

Following Skinner et al. [17] and Ravelo et al. [18], we use
an “alchemical” transformation where atom types are trans-
formed from the true elemental atoms to the A-atom at each
atomic site via linear interpolation of the mass and the EAM
potential. Specifically, for an atom site that is occupied by a
type-X atom in the true random alloy, the mass and potential
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FIG. 1. a) Average FCC lattice parameter versus temperature, for
two different alloy systems and for both true random alloys (average
of three samples) and the “average atom” material. Circle size spans
the maximum variations observed across the entire dataset. b) Lin-
ear thermal expansion coefficient versus temperature, for the cases
shown in (a).

functions are transformed as

mX̃= λmA +(1−λ )mX , (7a)

F X̃= λFA +(1−λ )FX , (7b)

ρ
X̃= λρ

A +(1−λ )ρ
X , (7c)

V X̃Ỹ=
NT+1

∑
X ,Y

c̃X c̃YV XY , (7d)

where X̃ and Ỹ denote the interpolated types; the summation
over atom types now also includes the A-atom type; and c̃X

is λ if X is the A-atom and (1−λ ) if it is a real type. A
comparison with Eq. 5 reveals that this interpolation is ac-
tually equivalent to defining a new atom at each atomic site
that is the average of the A-atom and the true atom X at
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“concentrations” λ and (1−λ ). Rather than implementing
the interpolation within the MD code, it is thus more conve-
nient to create all of these new interpolated atom potentials
and masses in advance as separate new EAM atom types.
Thus, new potential were created for 35 concentrations λ

{0,0.025,0.05}∪{0.07,0.10,0.13, . . . ,1.0} [19] and simula-
tions at any λ are performed simply by calling the correspond-
ing new EAM atom type.

To evaluate the free energy differences, we use the method
of de Koning and Antonelli [20, 21] based on a thermody-
namic analysis that is not specific to any particular thermo-
stat. De Koning and Antonelli considered a system of interest
S1 that is coupled to a thermostat S2 and to an external work
source W. The system S1 must be in thermal equilibrium with
S2 at temperature T , while the extended system S1∪S2 must
be isolated except for the coupling to W through the variable
λ . As λ changes, S1 exchanges reversible work (but no heat)
with W. Under these conditions, the free energy of S1 changes
by [20]:

∆A = ∆U1 +∆U2, (8)

where ∆U1 and ∆U2 are the changes in internal energy of S1
and S2, respectively.

Applying the general concept to our system, the alloy is S1
and the change of the interatomic potential according to Eq.
7 can be interpreted as the work performed on the atoms by
a fictitious W. A Nosé-Hoover chain (NHC) thermostat [22–
24] serves as S2. With this choice of thermostat, the dynamics
preserves the extended Hamiltonian [24]

H (~p,~q,~ζ ,~η ,λ )= E(~q,λ )+
N

∑
i

3

∑
k=1

p2
i,k

2mX (λ )
(9)

+
NC

∑
i

ζ 2
i

2Qi
+NkBT η1 +

NC

∑
i

kT ηi,

where NC is the number of chain elements, ~p and~q are the 3N-
vectors of particle positions and momenta, respectively, pi,k is
the momentum of atom i along along direction k, ~ζ and ~η are
NC-vectors for the dimensionless positions and momentum-
like variables of the thermostat chain elements, E(~q,λ ) is Eq.
4 with the EAM functions of Eq. 7; kB is Boltzmann’s con-
stant, and Qi is the “mass” (units of energy×time2) of chain
element i. The above system is compatible with the require-
ments of the method, since at fixed λ , (i) S1 is kept at constant
temperature by S2 and (ii) the extended system conserves en-
ergy. W can then exchange work with S1 in a (theoretically)
reversible way by changing λ and S2 is not related to λ , and
therefore not connected to W. Overall, switching from λ = 0
(the random solid solution) to λ = 1 (the average material)
allows for the difference in Helmholtz free energy to be com-
puted.

When applying the above method, there are two practical
concerns: reversibility and ergodicity. The exchange of work
with W is reversible only in theory. Due to the finite and
abrupt change of λ at each increment of λ and a finite sim-
ulation time, measurements are not performed in full equilib-
rium and the transformation is not fully reversible. To esti-

mate errors due to irreversibility, we have simulated the for-
ward λ = 0→ 1 path and then the reverse λ = 1→ 0 paths.
The irreversible energy change is the difference between the
internal energies of the extended system at the end and at the
beginning of this cycle. The reversible free energy difference
is then estimated by taking the mean value of ∆A obtained for
the forward and reverse paths. Regarding ergodicity, recent
numerical tests suggest that NHC thermostats create ergodic
systems [25] so that it should be possible to sample the most
important energy states within attainable simulation times.

Free energy difference calculations were performed for the
same three random solutions with exactly the same distri-
bution of atom types used in the lattice parameter calcula-
tions (Sec. III). For each random sample and each tempera-
ture (50 . . .700 K), a perfect lattice was generated using the
average lattice parameter for each spatial direction. Random
velocities corresponding to twice the target temperature were
then assigned to the atoms, and the target temperature was
stabilized by performing Langevin dynamics for 50 ps. Fi-
nally, the samples were equilibrated for 200 ps in the canon-
ical (NV T ) ensemble using the NHC thermostat with three
elements and a temperature damping parameter of 100 ps and
timestep of 1 fs. At the beginning of the free energy calcula-
tion, the sample was kept at the target temperature for another
10 ps, in order to start up the NHC thermostat, and to con-
tinue equilibration. After this initialization phase, the forward
and reverse transformation were simulated. For each λ , the
appropriate EAM potential was applied, the system was equi-
librated for 10 ps, and the required thermodynamic variables
then recorded over 50 ps.

B. Results

In the range 0-700 K, the free energy difference ∆A be-
tween the true random solution and the corresponding A-atom
material is 0.056-0.063 eV per atom in FeNiCr and 0.0084-
0.0116 eV per atom in Ni85Al15, see Fig. 2. In both cases, the
major portion of the free energy difference is associated with
the difference at T = 0 K, which is the difference in cohesive
energy plus a mechanical contribution because the homoge-
neous material is studied at the volume of the true random
solution. However, the mechanical contribution is only 1% of
the difference at T = 0 K, so the difference in cohesive en-
ergy between random and A-atom materials dominates. The
absolute cohesive energies of FeNiCr and Ni85Al15 are listed
in table I, and the differences between random solutions and
A-atom material are 1.3% and 0.18% of the random solution
cohesive energy, respectively.

TABLE I. Cohesive energy in eV.

Alloy True random alloy A-atom material

FeNiCr 4.2029 4.1973
Ni85Al15 4.5277 4.5192

The free energy difference ∆A increases nearly linearly
with temperature, thus corresponding to an entropy difference
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∆S = ∂∆A/∂T of ≈ 0.010 kB per atom for FeNiCr and 0.047-
0.049 kB per atom for Ni85Al15. This is a very small difference
in entropy, and is much smaller than the configurational en-
tropy of the random alloy (Sconfig =−NkB ∑X cX log(cX )) that
is not computed in direct simulations of random alloys. As
expected, the numerical transformation is not fully reversible.
However, the dissipated energy is always at least one order
of magnitude lower than ∆A. The free energy differences are
thus negligible for most applications of the A-atom method,
thus validating the method up to temperatures spanning a wide
range of interest for understanding mechanical properties of
these and similar materials.
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FIG. 2. Free energy difference between the “average atom” ma-
terial and the corresponding true random alloy versus temperature
for Ni85Al15 (blue symbols) and FeNiCr (red symbols). For random
alloys, each data point is the average over three different random
configurations and errorbars indicate the maximum and minimum
values. Dashed lines: linear fit revealing the difference in vibrational
entropy between “average atom” and true random alloys.

V. ELASTIC CONSTANTS

In a linear anisotropic material, the infinitesimal strains εmn
(m,n = 1,2,3) and the stresses σkl (k, l = 1,2,3) are related
through the components Cklmn of the (fourth-order) tensor of
elastic stiffness as

σkl =Cklmnεmn, (10)

where Einstein’s summation convention applies. The average-
atom material has cubic symmetry with three independent
non-zero values C1111 =C2222 =C3333, C1122 =C1133 =C2233,
and C1212 = C1313 = C2323. The (finite-size) random solid
solutions are slightly orthotropic because the distribution of

atom types is not exactly the same along the three spatial di-
rections. For this non-cubic case, the degeneracy of the elastic
constants is lost and there are nine non-zero elastic constants.
We use two methods to compute the Cklmn: stress-strain tests
for a few components only and the stress fluctuation method
[26].

To compute the Cklmn using stress-strain tests, we apply a
desired εmn and measure the resulting σkl , calculating the cor-
responding Cklmn from Eq. 10. To obtain accurate results at
finite temperatures εmn must be large enough to create σkl that
are significantly larger than thermal fluctuations but εmn must
also be small enough so that the response remains in the lin-
ear range. Furthermore, successive increments of deformation
create elastic waves that dampen slowly and delay conver-
gence of the average σkl to the correct value. Considering all
of these issues, we impose one negative and one positive strain
increment of magnitude 10−3. For Ni85Al15 and T = 0 K, tests
show that the error due to nonlinearity at this strain level is on
the order of a few MPa yet with stresses large enough to be
accurately determined.

We imposed two deformations, uniaxial strain along the 2
direction, with the response

σ22=C2222ε22, (11a)
σ11=C1122ε22, (11b)
σ33=C2233ε22 (11c)

and simple shear γ12, with the response

σ12 =C1212γ12. (12)

We have used the same random alloy samples as used in the
free energy calculations, see Sec. IV A. The strain was im-
posed gradually over a time of 20 ps, the samples were then
equilibrated for 20 ps, and finally the stress was computed as
the average stress over an interval of 150 ps. A NHC ther-
mostat with three elements was used to control temperature as
described earlier.

The fluctuation method determines Cklmn from the fluctua-
tions and ensemble averages given, in the NVE or NVT en-
semble, as [26]:

Cklmn=−
V

kBT

(
〈σklσmn〉−〈σkl〉

〈
σmn

〉)
,

+
2NkBT

V
(δkmδln +δknδlm) ,

+
〈

B1
klmn

〉
+
〈

B2
klmn

〉
+
〈

B3
klmn

〉
, (13)

where V is the cell volume, T is the temperature, δkm is Kro-
necker’s delta, and 〈. . .〉 indicates the ensemble average. The
Born terms Bx

klmn (x = 1,2,3) are functions of the first and
second derivative of the potential energy [27]. At zero tem-
perature, and in the absence of internal strains, Cklmn is the
sum only of these Born terms [28]. We also note that the first
term in Eq. 13 contains the stress fluctuations and a factor of
1/T . Calculations were performed on undeformed samples
identical to those used for the stress-strain tests. After an ini-
tial equilibration phase of 10 ps, the samples were held at the
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desired constant temperature for 500 ps to calculate the canon-
ical ensemble averages in Eq. 13. The temperature was again
controlled by the three-element NHC.

Figs. 3 and 4 show the computed averged elastic constants.
Note that simplified Voigt notation is now used Ckkkk →C11,
Ckkll →C12 and Cklkl →C44 and the differences among nomi-
mally identical Cklmn under cubic symmetry are indeed small
(±0.5 GPa) in the true random alloys. For FeNiCr and T ≥
50 K, the differences between the true random alloy and A-
atom elastic constants are within ±2-3% of the true random
alloy values. For Ni85Al15, the deviation of C11 is compara-
tively large at low temperature, 5-6% (ca. 11 GPa) at 50 K but
with better agreement for C12 and C44 (less or equal to 2.5%
or ca. 4 GPa and 1.1% or ca. 1 GPa, respectively).
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FIG. 3. Average cubic elastic constants of FeNiCr versus temper-
ature, as computed by different methods for the true random alloy
and “average atom” material using Voigt notation. Symbol size for
the fluctuation method indicates the minimum and maximum val-
ues among all (cubic) symmetry-equivalent values across the three
random samples. Symbols for the direct method show the average
value, with variations smaller than those obtained using the fluctua-
tion method.
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FIG. 4. Average cubic elastic constants of Ni85Al15 versus temper-
ature, as computed by different methods for the true random alloy
and “average atom” material using Voigt notation. Symbol size for
the fluctuation method indicates the minimum and maximum val-
ues among all (cubic) symmetry-equivalent values across the three
random samples. Symbols for the direct method show the average
value, with variations smaller than those obtained using the fluctua-
tion method.

Besides the difference between the true random alloys and
the A-atom material, there are differences between methods
even for the same material. These differences can be consid-
ered as a measure of the uncertainty/accuracy of elastic mod-
uli even when computed with high attention to detail as done
here. The differences between true random alloys and the A-
atom material exceed the differences due to method alone, in-
dicating real (but still small) errors associated with the A-atom
method.

For the true random alloy, there is an important deviation
between the two methods at 0 K. Results using the fluctuation
method for the true random alloy elastic constants jump by a
few GPa relative to the values at T = 50 K for all cases of
FeNiCr, and for C11 of Ni85Al15. Additional calculations for
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one random solution in the range 5-50 K indicate that there is
a jump at T = 0 K, not simply a rapid but continous variation.
This jump is an artifact of the fluctuation method. In the fluc-
tuation method, only the Born terms are evaluated at 0 K and
a jump can occur if the fluctuation contribution does not go to
zero as T → 0 K [28]. Indeed, for Ni85Al15, the fluctuation
terms tends to zero for the A-atom material and no jump is
observed (Fig. 5) whereas the fluctuation contribution to C11
in the true random alloy tends towards a nonzero value (ca.
−6 GPa) consistent with the jump of C11 in Fig. 4. According
to Ray [26], the problem arises for systems with initial inter-
nal strains, which is precisely the situation in the true random
alloys. In contrast, the A-atom material has a perfect fcc lat-
tice with no internal strains and hence the elastic constants are
the sums of only the Born terms, and no jumps are observed.
Thus, at T = 0 K, the fluctuation method should not be used
in random alloys.

Finally, we note that the differences among methods and
systems depends on how well the ensemble averages have
converged. For Ni85Al15 at T = 0 K, all Cklmn have con-
verged to within fractions of a GPa within our simulation time.
However, at T = 700 K, only Cklkl has converged comparably,
while Ckkkk and Ckkll are still varying by 1-2 GPa. However,
the difference between the true random alloy and the A-atom
data has converged to less than one GPa. Evaluating the indi-
vidual contributions in Eq. 13, we find that the worse conver-
gence of Ckkkk and Ckkll relative to Cklkl is caused by the stress
fluctuation term. The slow convergence of this term, in turn,
is a consequence of slow (half-period 500 ps) oscillations of
σ11, σ22, and σ33, on the order of 10 MPa.

VI. DISCUSSION AND SUMMARY

The A-atom interatomic potential has been shown to pre-
dict finite-temperture properties and Helmholtz Free Energies
in very good agreement with the true random alloy of the
same composition. Lattice parameters agree to within frac-
tions of a percent, while the derivative properties of thermal
expansion and elastic constants agree to within a few percent
over the entire temperature range. Such agreement is gener-
ally quite acceptable, particularly considering that EAM po-
tentials typically have a mismatch of a few percent versus ex-
perimentally measured values. At the mechanistic level, the
differences in elastic constant will lead to small differences in
stored mechanical energy that is available to drive mechanical
phenomena, but on the scale of important energies these dif-
ferences are probably not significant. For phenomena having
well-established theoretical foundations, the effects of elastic
modulus differences can be assessed quantitatively as needed.
The Helmholtz Free Energy differences are also very small,
with a primary difference in the cohesive energy at T = 0 K
and a very small difference in entropy on the order of 0.01-
0.05 kB per atom. In these respects, the A-atom potential thus
provides an excellent representation of the corresponding true
random alloy thermodynamics.

The analysis of Wojtowicz and Kirkwood [7] showed that
the lattice dynamics of a virtual crystal (nearly equivalent to
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FIG. 5. Stress fluctuation contribution (first term on the right
hand side of Eq. 13) to the elastic constants versus temperature, for
Ni85Al15 true random alloys (circles) and “average-atom” materials
(stars). The contribution to C11 for the true random alloy tends to-
wards a nonzero value for T → 0 K, consistent with the jump in the
computed C11 at 0 K, see Fig. 4.

our “average atom” system) is the same, to first order, of a
truly random alloy. Our results show that the neglected higher-
order terms are quite small, and our results go beyond the
harmonic approximation. Otherwise, the similarity between
the virtual crystal and the average atom approach suggests
that phonon-controlled material parameters such as the ther-
mal expansion and elastic constants should be similar. We
note also, however, that the analysis of Wojtowicz and Kirk-
wood assumed that the constituent atom types have approxi-
mately equal mass whereas our good results for Ni85Al15 are
in a system with a factor of 2 difference in the atomic masses
(m = 58.71 u for Ni vs. m = 26.98 u for Al).

We believe that the A-atom potential is particularly useful
when combined with the original elemental atoms, for calcu-
lating interactions energies between the elemental “solutes”
and defects in the average material. The present results show
that there is a small mismatch between the A-atom material
and the true random alloy, which will be manifested in small
errors for the interactions energies. That is, the elemental so-
lutes in the random alloy would interact with defects in a ma-
trix that does not quite match the actual average properties of
the random alloy matrix. The major differences would occur
at zero temperature, however, and the results here indicate that
additional entropic contributions to such interaction energies
should be quite small. Similar considerations apply for ap-
plications where the A-atom is used for a (solid solution) ma-
trix containing intermetallic precipitates, with the latter rep-
resented explicitly by the component atoms (e.g. Ni3Al in a
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Ni-Al solid solution matrix). Differences in lattice parame-
ter, thermal expansion, and elastic constants when using the
A-atom description of the matrix material would lead to small
differences in mismatch stresses, with similar small effects on
consquent plasticity and other deformation phenomena. How-
ever, since the original atom EAM potentials do not exactly
correspond with experimental systems, the differences found
upon using the A-atom potential are likely small compared to
differences with real experiments. Finally, the A-atom poten-
tial might be useful for thermodynamic calculations of phase
behavior involving random solution phases, but in this case
small difference in free energy may not be negligible. For in-
stance, the order-disorder free energy for Ni3Al has been cal-
culated by Ravelo et al. [18] as 0.089-0.083 eV per atom in the
range 200-700 K. The free energy difference between the true
solid solution and the “average atom” solid solution that we

compute here is ∆A ~11-14% of the above value. This differ-
ence is not too large, and is much smaller than the configura-
tional entropy difference, but might have small consequences
for predicted phase behavior.

In summary, the A-atom EAM potential derived from a for-
mal averaging of the EAM potentials of true individual atoms
in a random alloy has been shown to have negligible devia-
tions from the true random alloy for a number of thermome-
chanical properties over a wide temperature range, as demon-
strated in two different model alloy systems. The general
method is not limited in the number or type of components,
and thus should find valuable applications in a range of prob-
lems in alloy metallurgy. In future publications, we will report
on applications of the method to High Entropy Alloys [10], to
cross-slip in solid solution alloys, and to crack tip dislocation
emission.
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