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Magneto-ballistic transport in GaN nanowires
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The ballistic filtering property of nanoscale crosses was used to investigate the effect of perpendicular

magnetic fields on the ballistic transport of electrons on wide band-gap GaN heterostructures. The

straight scattering-less trajectory of electrons was modified by a perpendicular magnetic field which

produced a strong non-linear behavior in the measured output voltage of the ballistic filters and

allowed the observation of semi-classical and quantum effects, such as quenching of the Hall resis-

tance and manifestation of the last plateau, in excellent agreement with the theoretical predictions. A

large measured phase coherence length of 190 nm allowed the observation of universal quantum fluc-

tuations and weak localization of electrons due to quantum interference up to �25 K. This work also

reveals the prospect of wide band-gap GaN semiconductors as a platform for basic transport and quan-

tum studies, whose properties allow the investigation of ballistic transport and quantum phenomena at

much larger voltages and temperatures than in other semiconductors. Published by AIP Publishing.
[http://dx.doi.org/10.1063/1.4962332]

Ballistic transport of electrons has attracted great interest

for high frequency and low power electronic devices due to

the possibility of electrons moving without any scattering

from lattice defects, phonons, impurities, and other sources of

scattering.1 This regime occurs when electrons travel a dis-

tance shorter than their mean free path lm (average distance

between consecutive scattering events), which can be as small

as tens of nanometers depending on the material. Therefore,

ballistic transport is a nanoscale phenomenon, requiring nano-

scale structures.

Ballistic transport has been exploited for new kinds of

electronic devices such as ballistic rectifiers and artificial

functional materials,2 ballistic deflections transistors,3 and

logic gates using quantum point contacts.4 Narrow-gap semi-

conductors presenting high electron mobility have been com-

monly used to investigate ballistic transport, such as InGaAs/

InP,2 GaAs/AlGaAs,5 InSb/AlInSb,6 InAs,7 and Si/SiGe.8

Cryogenic temperature measurements led to the discovery of

several phenomena, such as the quantized conductance in a

point contact,9,10 electron focusing,11 negative bend resis-

tance,12,13 quantum Hall effect,14 and quantum interference.15

The large optical phonon energy (EOP) combined with

the high electron mobility observed in wide band-gap GaN

semiconductors allow the investigation of ballistic transport at

larger voltages and temperatures than in other semiconductors.

In this work, the ballistic filtering property of nanoscale

crosses demonstrated on AlGaN/GaN heterostructures16 was

used to investigate the effect of a strong perpendicular mag-

netic field on the straight scattering-less trajectories of ballistic

electrons, motivated by the strong analogy of ballistic trans-

port in semiconductors and electrons moving in vacuum

tubes17 whose trajectory can be easily deflected by electro-

magnetic lens. Under large bias conditions (Vbias � Ef=q,

where Ef is the Fermi energy), the presence of a perpendicular

magnetic field caused electrons to move ballistically in

cyclotron orbits, whose radius could be modified by sweeping

either the applied bias or the magnetic field. The deflection of

the electron trajectories together with the shape of the device

produced a strong non-linear behavior when the electron tra-

jectories changed from straight to circular.

The absence of scattering is also a required condition for

the manifestation of semi-classical and quantum phenomena.

Hall measurements performed in the same device under

small-bias conditions permitted the observation of a plateau

in the Hall resistance under small magnetic fields, while at

large magnetic fields edge states generated a second plateau,

known as “last plateau” with reference to the Quantum Hall

effect. Moreover, quantum fluctuations in both the longitudi-

nal and transversal resistances were observed due to quan-

tum interference phenomena.

The device was fabricated on an epitaxial structure com-

posed of Al0.25Ga0.75N (25 nm)/AlN (8 nm)/GaN on silicon

substrate, where the two-dimensional electron gas (2DEG) is

present below the AlGaN/GaN interface (right inset of Fig.

1). Nanoscale crosses with width of 87 nm were defined by

FIG. 1. V34 and J versus Vwire at 4.2 K and 0 T highlighting three regions:

ballistic region characterized by the negative slope of V34 (I); transition

region where optical phonon emission causes both the change of slope of

V34 and the saturation of J (II); and diffusive region where drift transport

dominates (III). In the left inset, the schematic shows the measurement set

up and electron path under ballistic and diffusive transport with a 16�-tilted

SEM picture of the device (right inset).
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electron-beam lithography using hydrogen silsesquioxane

2% (HSQ), acting both as e-beam resist and hard mask for

the subsequent etching process. Mesa and nanoscale crosses,

with depth of 200 nm, were etched by inductively coupled

plasma (ICP) using Cl2. For the ohmic contacts, a metal

stack of Ti (200 Å)/Al (1000 Å)/Ni (250 Å)/Au (500 Å) was

deposited on the contact regions and annealed at 875 �C.

Electron mobility (le), carrier concentration (ns), and

sheet resistance (Rsh) measured at 300 K (4.2 K) by square

Hall patterns (180 lm� 180 lm) were 6.62� 1012 cm�2

(7.62� 1012 cm�2), 1748 cm2/V s (10 702 cm2/V s), and 540.2

X/( (76.5 X/(). The contact resistance (Rc) measured by

transmission line measurements (TLM) was 0.26 X mm at

300 K and 0.37 X mm at 4.2 K. The parasitic resistance (Rp),

defined as the sum of the contact and access resistances in the

trapezoidal arms (right inset of Fig. 1), was calculated from

Rc and Rsh, resulting in 11.29 kX at 300 K and 2.18 kX
at 4.2 K. The voltage drop in the nanoscale crosses was deter-

mined after removing the voltage drop in Rp as Vwire

¼ V21 � RpI2 . From the carrier concentration and mobility,

the Fermi wavevector and velocity (kF; vF) and the mean free

path (used later in this work) were calculated using the follow-

ing expressions: kF ¼
ffiffiffiffiffiffiffiffiffi

2pns

p
; vF ¼ �hkF=m�; lm ¼ m�levf=q.

The nature of the electron transport in the nanoscale cross

(right inset of Fig. 1(a)), which functions as a filter for ballistic

electrons, can be identified by applying a voltage V21 between

leads 2 and 1, and measuring the induced voltage V34 between

leads 3 and 4 (as shown in the left inset of Fig. 1). Electrons

moving diffusively between leads 2 and 1 generate a V34 with

the same sign of V21, since the device behaves like a voltage

divider, while electrons moving ballistically are injected to the

opposite lead without any scattering, thus generating V34 with

the opposite sign with respect to V21.16

At 0 T and 4.2 K (Fig. 1), the signature of the ballistic

transport was observed from the opposite sign of V34 with

respect to Vwire around zero bias (region I), with a pro-

nounced negative slope corresponding to a negative bend

resistance Rb ¼ V34=Jweff , where J is the current density

(shown in Fig. 1) and weff is the effective width of the nano-

wires.16 We observed a change in the transport behavior

from ballistic for Vwire � Vknee 	 EOP=q (region I) to diffu-

sive for Vwire � Vknee (region III), with a transition region

for Vwire 	 Vknee characterized by a strong non-linear behav-

ior (region II). Such a clear signature of the electron interac-

tion with optical phonons at EOP=q (which is also confirmed

by the saturation of J) along with the amplitude of the nega-

tive bend resistance offers a tool to intrinsically investigate

transport and scattering mechanisms in semiconductors and

heterostructures. One advantage of GaN is its much larger

optical phonon energy EOP � 92 meV compared to other

semiconductors, allowing the investigation of transport at

large bias and temperatures, in contrast to most narrow-gap

semiconductors whose EOP close to 25 meV leads to a strong

scattering of electrons by phonons at RT.

Motivated by the similarity with the electron transport

in vacuum tubes, we investigated the response of ballistic

electrons in the presence of a strong magnetic field (B) per-

pendicular to the conductive plane between �9.9 T and 9.9

T. Fig. 2(a) shows the 2D map of V34 as a function of bias

and magnetic field at 4.2 K. Under a perpendicular magnetic

field B, the ballistic transport was modified by inducing a cir-

cular motion to electrons resulting in three distinct regions in

the 2D map. (i) Ballistic region for B below 2 T: V34 still

exhibited a negative slope but with a reduction in amplitude

as B increased; (ii) high magnetic region for B above 3.6 T:

the cyclotron radius was small enough to prevent the straight

ballistic trajectory of electrons towards lead 3, resulting in

V34 with the same sign of V21 (positive slope); and (iii)

intermediate magnetic field region for B between 2 T and 3.6

T: an interesting behavior occurred for 0<Vwire<Vknee,

where the slope of V34 changed from positive to negative

defining sharp transition points Vtp, as shown in Fig. 2(b).

In the absence of collisions and under a potential differ-

ence (Vwire), electrons move with a velocity v ¼ �qEt=m�

(where E is the electric field proportional to Vwire and t is the

time);18 while in the presence of a magnetic field, electrons

follow a circular orbit with radius lc ¼ m�v=qB. For B > 2 T

and small bias, the small v of electrons yielded small

lc ðlc � wÞ, forcing electrons in a circular ballistic motion,

and resulting in a positive slope of V34. As Vwire increased

above Vtp for a given B, lc became large enough to allow

electrons to travel across the center of the cross and reach

the opposite lead 3 (lc � w), leading to a negative slope of

V34. This effect faded either with the saturation of v when

Vwire > Vknee or with B> 3.6 T, when the electron velocity is

not high enough to ensure a large lc. Hence, the turning

points reflected the equilibrium between the straight motion

FIG. 2. (a) 2D map of V34 versus Vwire and magnetic field at 4.2 K, where it

is possible to identify the three regions. (i) Ballistic region for B< 2 T: the

influence of B is negligible and most electrons move ballistically, which is

shown by the opposite sign of V34 with respect to V21; (ii) High magnetic

region for B> 3.6 T: electrons cannot reach the opposite lead since the mag-

netic curvature is the dominant effect; (iii) Intermediate magnetic region for

2 T < B < 3:6 T: electrons still move ballistically but their trajectory is sig-

nificantly modified by the magnetic field at low bias, which yields a circular

motion. Electrons need to gain enough speed (Vwire > Vtp) to reach the oppo-

site lead. (b) Plot of V34 versus Vwire for different values of magnetic field at

4.2 K where the transition points Vtp are indicated by the arrow.
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towards lead 3 and circular motion towards lead 2 of

electrons.

The absence of scattering is a required condition for the

manifestation of semi-classical and quantum phenomena,

which were investigated by low bias Hall measurements

(Vbias � Ef=q) performed in the same device. Two synchro-

nized single-output lock-in amplifiers were used for the Hall

measurements: the first applied a bias of 100 lV between leads

1 and 3 and measured the current I13, the second measured the

Hall voltage between leads 2 and 4 (V24). Fig. 3(a) shows the

measured Hall resistance RH ¼ V24=I13 in the device, where

we observed its quenching for jBj� 2:25 T until relatively

high temperatures (55 K). This is a direct consequence of bal-

listic transport of electrons at the center of the nanoscale cross.

Electrons moving ballistically across the device present a prob-

ability to end up in lead 3 much higher than in leads 2 and 4,

even if the Lorentz force exercised by the magnetic field

imposes a preferential direction.19 In the B€uttiker and

Landauer formalism RH ¼ h
q2

ðT2�T4Þ
½2T3ðT3þT2þT4ÞþT2

2
þT2

4

, where Ti is

the transmission probability to the i-th lead.20 The ballistic

injection of electrons results in T3 � T2 ’ T4 ¼ 0, hence

RH¼ 0 X. In these conditions, electrons move along the trans-

verse states,19 where the Lorentz force does not induce a sig-

nificant change in transmission probability with respect to

B¼ 0 T (inset of Fig. 3(a)).

Beyond B �62:25 T, the force exercised by the magnetic

field is strong enough to inject electrons to a transverse lead

(2 or 4 depending on the sign of B), which breaks the symme-

try, raising RH towards a second plateau. This so-called last

plateau is a consequence of the absence of back-scattering due

to guiding of electrons through edge states when lc � weff .

This occurs for B < B0 ¼ �hkF=eweff (weff is the effective width

of the channel), when the Hall resistance saturates at

RH0
¼ h

2q2
p

kFweff
, which is the quantum resistance of a quasi-1D

nanowire.21 The independence of the RH on B holds until

2lc < w, thus for B0 < B < 2B0.

To evaluate B0 and RH0
; weff was determined from the

plot of the longitudinal resistance Rxx ¼ V13=I13 versus B
(Fig. 3(b)). The shoulders observed in Rxx at Bs ¼ 63:34 T

were a consequence of back-scattering of electrons, a geometri-

cal phenomenon responsible for the observed peaks in Rxx when

weff � 0:55lc.22,23 This relationship resulted in weff ¼ �hkF=qBs

¼ 48 nm; B0 ¼ 6:1 T, and RH0
¼ 1:92 kX, in excellent agree-

ment with our experimental results (Fig. 3(a)). We could not

observe the end of the last plateau, since 2B0¼ 12.2 T was not

achievable with our experimental set-up.

From weff , we estimated a small sidewall depletion of

19.5 nm in AlGaN/GaN, which highlights another advantage

of this material for the study of ballistic transport in top-

down etched nanoscale devices. The fluctuations observed in

Rxx and in RH as well as the peak observed in Rxx at 0 T

were signatures of universal conductance fluctuations

(UCF)24,25 and weak localization (WL),15,26 respectively.

The variance of UCF was used to extract a phase coherence

length (lu) of 190 nm.24,25 The much larger lu compared to

w supports the quantum interference observed up to �25 K

which resulted in WL and UCF (Figs. 3(a) and 3(b)). At

larger temperatures, the thermal energy smeared out all these

magneto-anomalies resulting in classic-like Hall behavior.

Hall measurements also allowed us to determine the carrier

density in the 2DEG in the nanoscale cross. In classical Hall

effect, the Hall resistance depends on B as RH ¼ B=ðqns)

yielding ns¼ 3.1� 1012 cm�2 at 4 K (in this case a larger

bias of 300 mV was used to avoid the presence of quantum

fluctuations) and 2.78� 1012 cm�2 at 300 K. The smaller val-

ues of ns in the nanoscale cross compared to bulk values

were due to sidewall depletion and strain relaxation of the

AlGaN barrier in narrow structures.27 The estimated lm using

these values of ns was 51 nm at 300 K and 313 nm at 4 K.

In conclusion, nanoscale ballistic filters, fabricated using

state-of-the-art top-down nanofabrication technology, were

used to investigate the electron transport, as well as semi-

classical and quantum effects in AlGaN/GaN heterostruc-

tures. Electron transport was investigated under a transverse

magnetic field to manipulate the trajectory of electrons under

ballistic regime. In high-bias condition, a strong dependence

of V34 on both magnetic field and bias voltage resulted in

transition points (for 2 T<B< 3.6 T) with a pronounced

non-linear behavior revealing the equilibrium between

straight and circular trajectories of ballistic electrons.

We also correlated the ballistic behavior with semi-

classical and quantum effects by measuring the same device

in a Hall configuration, which highlighted the interaction of

the scattering-less ballistic transport with Lorentz forces in

bending the electron trajectory and creating edge states for

electron propagation. Hall measurements revealed the

quenching of Hall resistance and the manifestation of the

last plateau (saturation of the Hall resistance) in excellent

agreement with the theoretical value of the quasi-1D resis-

tance RH0
. A large measured phase coherence length of

FIG. 3. (a) RH versus magnetic field at different temperatures. The inset

shows the schematic of device for the Hall measurement along with a geo-

metric interpretation of the difference between transverse and edge states.

(b) Rxx versus magnetic field at different temperatures.
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190 nm allowed the observation of universal quantum fluctu-

ations and weak localization due to quantum interference up

to �25 K.

This work shows the manifestation of classical, semi-

classical, and quantum phenomena due to the interaction

between electrons moving under ballistic regime and a

strong magnetic field perpendicular to the conduction plane.

In addition, it reveals the prospect of the wide band-gap GaN

semiconductors as a platform for basic transport and quan-

tum studies under large bias and high temperature, as well as

of nanoscale ballistic crosses as a tool to intrinsically investi-

gate transport and scattering mechanisms in semiconductors

and heterostructures.
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