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Abstract— We present a method to determine the location
of an applied pressure on a large area, monolithic silicone-
based capacitive sensor. In contrast to pressure sensor arrays
composed of n × n discrete sensors, we utilize a single sensor
body with a single instrumentation interface to detect n pixels.
We interrogate the capacitive sensor at different frequencies,
thus modulating the effective length of the sensor. These
interrogation frequencies are governed by the sensor’s total
capacitance, resistance, and desired spatial resolution of the
sensor. We developed an analytical model to calculate the
frequency response at different length segments of the sensor
and used the results to determine the interrogation frequencies
for experimental studies. We performed experimental tests
on a 1 × n sensor strip and an n × n sensor sheet and
showed that we could attain greater than 90% accuracy in
predicting the location of the applied pressure using a model
generated by a multi-class kernel support vector machine. This
approach towards distributed localization of point pressures
greatly reduces the hardware complexity in comparison to
discrete sensor arrays and increases the physical robustness
of the system.

I. INTRODUCTION

Robotic systems that interact with their surroundings need

to detect and localize the contact with an object. Pressure

sensor arrays are a well-developed technology with multi-

ple commercially available devices (TakkTiles, Sensitronics,

Tekscan, Sensing Tex, BodiTrak, SureTouch). However, the

majority of these commercial devices incorporate materials

that are stiffer or more strain-limited than those commonly

demanded by softer interfaces, hindering their integration.

Researchers have developed various approaches to

“soften” pressure sensing for soft robotics, human-computer

interactive system, and wearable applications. Two common

approaches for measuring pressure are by measuring the

resistance of a deformable, soft or fluid conductor or by

measuring the capacitance of a deformable capacitor. Some

resistive sensing approaches include the use of conductive

polymer composites [1]–[3] or embedding liquid-metal mi-

crochannels in silicone elastomer [4]–[7]. Capacitive sensing

approaches use a variety of materials for both the conductive

electrodes and the dielectric layer. Electrode materials can be

broadly classified into metal thin film [8]–[11], liquid metal

[12], [13], conductive silicone composite [14]–[17], conduc-

tive fabrics [18]–[20], hydrogels [21], carbon nanotubes [22],

and carbon grease [23], [24]. The dielectric layers have been
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Fig. 1. The soft monolithic silicone-based capacitive sensor skin deforming
into a mug. The sensor skin measures 120x120x4 mm3 with 70 pF of overall
capacitance.

composed of silicone foam [8], [9], [18], native silicone [11]–

[15], [17], [21], [22], polyurethane [10], and acrylic foam

tape [23], [24].

Though the transduction means to convert pressure to a

signal may differ, the majority of these devices utilize a

single sensor to make a single measurement of pressure.

In order to distribute sensing capability over larger areas,

researchers have patterned multiple pixels individually [5],

[8], [19], [25] over the sensing region at the desired spatial

resolution. However, as the number of sensors increases, so

does the number of interfaces to the electronics. For the

practice, the sheer number of wires can become unwieldy,

prone to breakage, increasing the stiffness of the system

and therefore, higher resolution uniform surface systems

are difficult to design and implement. One way to mitigate

this issue in scalability is to use the electrodes on the

top and bottom of the substrate in orthogonal rows and

columns to create pixels at the intersections [1], [9]–[12],

[14], [17], [20], [22]. This approach reduces the number

of interfaces for an n-by-n grid from O(n2) to O(n), a

further improvement is to leverage the frequency-dependent

characteristics of large-area capacitors to reduce the number

of interfaces to two for an n×n pixel array. Interrogating a

capacitor at multiple frequencies effectively creates multiple

sensing regions within the area of a single capacitive sensor

body [23], [24], [26]. Another interesting way to reduce the

number of electrodes for touch-sensing applications is to use





composite film using a thin silicone glue layer. The final area

of the capacitive sensor was cut manually using a precision

knife.

In addition to the customizability of the electrode sheet

resistance, the unit capacitance of the sensor sheet can be

modified by changing the thickness of the silicone dielectric

foam. Furthermore, the stiffness of the foam can be tuned

by changing the ratio of sugar spheres to silicone, or by

choosing silicones of different stiffnesses.

III. ANALYTICAL MODEL

The sensor is modeled as a network of coupled resistances

and capacitances spread across the sensor plane [29]. For

our application, our goal was to locate the pressure point

that is effectively changing the overall sensor capacitance.

The model was developed by dividing the sensor into in-

finitesimally small 1-dimensional resistive and capacitive

components (Figure 2(a)) spread over the length of sensor

(Figure 2(b)). The voltage and the current equations for mod-

eling the sensor can then be derived from the Telegrapher’s

equations on an electrical transmission line [29] as follows:

∂V (x, t)

∂x
= −(R+ jωL)I(x, t) = −RI(x, t) (1)

∂I(x, t)

∂x
= −(G+ jωC)V (x, t) = −jωCV (x, t) (2)

where, x is the distance from the voltage application point

and R, L, C, and G are the characteristic values for line

components per unit length. In the case of our sensor, we

have a negligible inductance(L ≈ 0) and trans-conductance

(G ≈ 0) (Figure 2(a)). Combining Eq. 1 and Eq. 2, we obtain

the full form of the equations as:

∂2V (x, t)

∂x2
= γ2V (x, t);

∂2I(x, t)

∂x2
= γ2I(x, t) (3)

where, the propagation constant, γ = α+ jβ =
√
jωRC.

The sensor with length l can be divided into n virtual sen-

sor pixels, each represented as an RC couple (Figure 2(b)). In

order to distinguish the pressing of each individual pixel we

need at least n−1 interrogation frequencies. We chose the in-

terrogation frequencies ({f1, ..fi, ..fn}) to be the frequencies

at which the traveling voltage wave at distances xi = il/n
for i ∈ 1 : n (i.e., the distance between the interface and the

“end” of each pixel) is attenuated to half power.

The attenuation factor, α, for the traveling voltage wave

is:

α(f) = e(−Re(γ)x) = e(−
√

πRCfx) (4)

Hence, the attenuation functions for each pixel end point

i in an 1× n pixel sensor are:

αi(f) = e(−Re(γ)xi) = e(−
√

πRCfxi) ∀i ∈ 1 : n (5)

At half power attenuation, αi = 1/
√
2, and thus the

interrogation frequencies can be calculated as:

fi =
(ln αi(f))

2

πRCx2
i

=
0.0382

RCx2
i

for i ∈ 1 : n (6)

The interrogation frequencies fi were obtained for our

1D sensor prototype (Figure 2(a)), with dimensions 100mm

× 20mm, series resistance of 50kΩ/mm and capacitance

of 108fF/mm. The plots of αi(f) for the 1x3, 1x4 and

1x5 pixel sensor networks are shown in Figure 2(c). The

interrogation frequencies corresponding to where αi = 1/
√
2

were used in the following experimental section.

IV. EXPERIMENTAL RESULTS

A. Experimental Methods

We performed a series of experiments to evaluate the

proposed method for localizing point pressures. Six total

configurations were tested: 1 × n sensor strip and n × n
sensor skin, and by discretization the full length l into

3, 4, and 5 (virtual) pixels. In each test, we applied a 2

mm displacement to each pixel to double the capacitance

of each pressed region. We then performed a frequency

measurements at all fi for 1 × n (∀ n ∈ 3 : 5) pixel

sensor array while recording the Rs and Cp values using an

LCR meter (Hioki IM3253). Six repetitions of the frequency

sweep for each pixel were obtained to form a feature-rich

dataset. We then input these datasets (fi, Rs(fi), Cp(fi)∀fi)
into a multi-class kernel support vector machine (KSVM) to

generate a model to classify which pixel (1×n sensor strip)

or pixel column (n× n sensor skin reduced to 1× n sensor

strip) was pressed.

B. K-SVM Classification

Support vectors machines are widely used in learning-

based classification to divide the dataset into separate classes.

While standard SVMs are designed for linear classification

between binary classes using a hyper-plane passing through

maximal margin of separation between the two classes [30],

we require n-class classification for a 1xn pixelated matrix.

Furthermore, the non-linearity of Rs and Cp as a function

of frequency (Figure 2(c)) demands a non-linear classifier

model. Thus, we employed a multi-class K-SVM classifica-

tion method for the pixel localization [31] using the error-

correcting output codes (ecoc) model in the Matlab Statistics

and Machine Learning Toolbox (Mathworks). For each class

(pressed pixel, i), the training data consisted of the Rs and

Cp values measured in the interrogation frequency sweep.

The SVM’s classification performance was assessed using

a k-fold cross-validation model applied on the training data

that randomly partitions the data into k sets where k − 1
sets was used to train the model and the remaining set was

used for cross-validation of the model. The accuracy of the

model was reported as a confusion matrix, where the model’s

predicted pixel (Output Class) was compared against the true

pixel (Target Class).

C. 1× n Sensor Strip

We first performed the experiments on a sensor strip that

was discretized to form 1x3, 1x4, and 1x5 pixel arrays

(Figure 3, top row). The data collected during these ex-

periments are shown in Figure 3, middle row. As reported

in the analytical model, at lower frequencies, the measured







sensitivity of the pressure sensor reduces as we travel away

from the interface. A sensitivity and information theoretic

analysis [14] would provide information on the pixel size

limits, based upon the magnitude of the smallest measurable

capacitance change, as a function of distance from the

interface.

In terms of implementation on a soft robotic system, there

remain several open questions in using this system. These

opportunities include measurement of continuous values of

pressure, localization of multiple contact points, identifica-

tion of pressure application with non-square shapes, imple-

mentation of the sensor on curved surfaces, and investigating

the effect of stretch on the system. The methods that we

have presented in utilizing a soft, capacitive sensor skin to

localize pressure application leverages the unique properties

of a large-area, deformable capacitor while providing the

benefits of monolithic fabrication, more efficient interfac-

ing, and a more physically robust device. This approach

enables applications beyond soft roboticists to more easily

determine interactions between soft robot systems and their

surroundings, by distributing contact pressure sensing across

any surface.
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