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Plasmonic nanostructures can significantly advance broadband visible-light absorption, with absorber
thicknesses in the sub-wavelength regime, much thinner than conventional broadband coatings. Such
absorbers have inherently very small heat capacity, hence a very rapid response time, and high light
power-to-temperature sensitivity. Additionally, their surface emissivity can be spectrally tuned to suppress
infrared thermal radiation. These capabilities make plasmonic absorbers promising candidates for fast
light-to-heat applications, such as radiation sensors. Here we investigate the light-to-heat conversion
properties of a metal-insulator-metal broadband plasmonic absorber, fabricated as a free-standing
membrane. Using a fast IR camera, we show that the transient response of the absorber has a characteristic
time below 13 ms, nearly one order of magnitude lower than a similar membrane coated with a commercial
black spray. Concurrently, despite the small thickness, due to the large absorption capability, the achieved
absorbed light power-to-temperature sensitivity is maintained at the level of a standard black spray. Finally,
we show that while black spray has emissivity similar to a black body, the plasmonic absorber features a very
low infra-red emissivity of almost 0.16, demonstrating its capability as selective coating for applications with
operating temperatures up to 4006C, above which the nano-structure starts to deform.

W
hile light absorption in plasmonic structures was initially considered an undesired effect limiting the
design of plasmonic components, it has gained significant attention in recent years due to its import-
ance in emerging areas of technology. Nowadays, thermo-plasmonic applications range from nanos-

cale heat sources for sunlight vapor generators1–3, optofluidics4,5, cancer targeting6 and chemistry7, to efficient
coatings for solar thermoelectrics8,9, thermal photovoltaics10 and radiation sensors11.

Absorption is intrinsically related to excitation of plasmons. However, efficient narrowband as well as broad-
band absorption requires careful design of multi-layer structures or nano-patterned layers. For example, the
exploitation of strong magnetic resonances in film-coupled plasmonic nanoantennas12,13 leads to enhanced
absorption properties as compared to those of the uncoupled nanoantenna system. Such absorbers benefit from
some unique advantages: on the one hand, they have subwavelength thicknesses and therefore, very low thermal
capacity as compared to conventional absorbing coatings. This guarantees their rapid thermal response and high
light power-to-temperature sensitivity when exposed to light. On the other hand, their absorption spectrum could
be largely tuned. This could be exploited for example in designing coatings for solar applications14,15, where,
ideally, a broadband perfect absorption is desired in the visible range while zero emissivity in the infrared regime
is required to suppress thermal radiation losses.

Theoretical and experimental studies on the light-to-heat conversion capabilities of plasmonic systems have
focused so far on the individual and collective response of separated plasmonic nanoantennas embedded in16,17 or
supported by a bulk dielectric material18,19. Although such studies markedly improved the fundamental under-
standing of plasmonic thermal processes at the nanoscale, only few17,18,20 considered the thermal behavior of large-
scale plasmonic systems relevant beyond nano- and microscale applications. Similarly, transient thermal
studies2,5 have rather focused on the local behavior of plasmonic nanoscale heat sources and light-to-heat
conversion studies of larger-scale, optimized plasmonic coatings relevant, for example, for solar-based applica-
tions are less common.

In this paper, we study the thermal response of a broadband, multilayer plasmonic absorber, fabricated as a
free-standing ultrathin membrane with an area in the order of 1 cm2. Using a fast IR camera, we show that, due to
its subwavelength thickness and negligible heat capacity, this plasmonic absorber has a transient response time of
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less than 13 ms and an absorbed light power-to-temperature sens-
itivity above 2.4 * 103 K/W. Compared to similar measurements
from a commercially used black spray, our plasmonic design has
almost one order of magnitude faster transient thermal response
while exhibiting comparable steady-state thermal sensitivity.
Furthermore, using electromagnetic simulations and thermal mea-
surements we demonstrate that our plasmonic absorber behaves as a
near-ideal selective coating for solar applications, with average
absorption close to 90% in the visible and near infra-red (NIR) range
(up to wavelength 1000 nm) and almost negligible emission for
longer wavelengths.

Results and discussion
The schematic representation of the studied broadband plasmonic
absorber membrane is given in Figure 1a. It consists of a metal-
insulator metal (MIM) multilayer structure presenting a continuous

gold back reflector (hAuBR 5 100 nm), a continuous SiO2 dielectric
layer (hSiO2 5 60 nm) and a patterned gold front layer (hAuFP 5

100 nm)21.The structure is realized on a glass substrate and subse-
quently detached and suspended on an o-ring as a thin membrane
(Figure 1a, right). More details on the fabrication technique are
provided in the Supplementary, S1. The continuous gold back-
reflector and SiO2 layers provide enough mechanical stability to
suspend the subwavelength thin membrane. The used fabrication
technique allows studying the light-to-heat conversion properties
of an ultrathin plasmonic absorber on a cm2-scale and without the
influence of a bulky supporting substrate.

The right inset of Figure 1b shows a picture of a free standing
membrane of plasmonic absorber with diameter of 12 mm.
Previously, we reported21 large broadband absorption of a similarly
structured plasmonic absorber (Figure 1b, red curve) measured from
a mm2 area with defect-less front pattern, as shown in the reported
scanning electron micrograph (left inset of Figure 1b). Such a broad
absorption spectrum was obtained exploiting simultaneously four
different plasmonic resonances originating both from the front pat-
tern geometry and its coupling to the back reflector21. Our large-scale
(mm2-scale) absorption spectrum measurements (Figure 1b, black
curve) verify that, although the absorption is reduced by a few per-
cent in the range of 400–600 nm, similar exceptional optical prop-
erties are well preserved on a larger scale, despite the unavoidable
realistic fabrication imperfections in the front array such as grain
boundaries, point defects, inhomogeneities etc. Following absorp-
tion, plasmons quickly undergo non-radiative decay and the energy
of the photons is converted into heat. The induced change in tem-
perature could be exploited in a number of applications such as
thermoelectric radiation sensors and solar thermal collectors. We
thus performed a series of transient thermal measurements to deter-
mine the magnitude (peak temperature, Tpeak) and the speed (char-
acteristic time, t) of such temperature variations. To perform
transient thermal measurements we focused a continuous, green
laser (wavelength 532 nm, focus size <0.28 mm, see Supple-
mentary S2) at the center of the membrane (Figure 2a). With the
chosen focus size we make sure that the boundaries (here the o-ring)
do not affect our thermal studies. We varied the incident power, Pinc.,
from 4.8 mW to 60.3 mW using a series of neutral density filters. At
this wavelength almost 85% of the incoming light power is absorbed
(Pabs. 5 0.85*Pinc., see Figure 1b). To study the transient response
time, by employing a fast shutter (Figure 2a), we excited the samples
with pulses of light with long enough width to ensure reaching the
steady state. Furthermore, the excitation pulses have negligible rise
and fall times to avoid influencing the measured temperature rise and
fall times. Using an IR camera (FLIR, SC7650) we could remotely
measure the temporal and spatial evolution of thermal radiation
emitted from the back-side of the sample (Figure 2a). In the follow-
ing, we briefly explain how the absolute temperature profiles were
extracted from the IR camera images. More details could be found in
Supplementary S2.

The IR camera collects thermally radiated energy in a defined
wavelength range (here 3–5 mm). The collected energy consists of
three contributions: the emission from the object of interest (Wobj),
the reflected emission from ambient sources (Wamb) and the atmo-
spheric emission (Watm). Mathematically, this balance can be written
as:

Wtot x,y,tð Þ~etairWobj x,y,tð Þz 1{eð ÞtairWamb x,y,tð Þ

z 1{tairð ÞWatm

ð1Þ

where e is the emissivity of the radiating surface (here gold sur-
face), tair is the transmittance of the atmosphere and Wtot is the
signal recorded by the camera which has a unit of digital level, DL.
Given the close distance (30 cm) between the IR camera and the
sample it is safe to assume tair 5 1 and neglect the last (atmo-
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Figure 1 | Broadband Plasmonic Absorber. (a) Schematic representation

of the broadband plasmonic absorber. The absorber consists of a

nanostructured membrane suspended onto a thermally isolating o-ring

(right). The geometrical details of the multilayer plasmonic absorber

membrane are shown on the left; (b) upper panel: scanning electron

micrograph from the top surface of a fabricated absorber (left, scale-bar

200 nm) and an image from an absorbing membrane suspended on an o-

ring (right). Lower panel: absorption spectrum of the broadband

plasmonic absorber. Red curve: absorption spectrum measured from a

micrometer-scale area free of fabrication imperfections; black curve:

absorption spectrum measured from a large, nanostructured area which

includes standard fabrication imperfections; the green square represents

the absorption at the used excitation laser wavelength.
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spheric) term on the right hand side. Furthermore, we measured
the emissivity of the gold surface (e) using a black body cavity
(hole with diameter-to-depth ratio higher than 1022) in a metallic
cylinder whose front surface is covered with gold and therefore
has similar emissive characteristics to the back side of our absor-
ber. The cylinder was electrically heated to two different tempera-
tures. The absolute values of temperature (40uC and 60uC) were
measured directly by the camera from the black body cavity
assuming that the emissivity of the cavity is equal to 1.
Therefore, knowing that the cylinder has uniform temperature
(Biot number smaller than 0.1, see Supplementary S2), we can
derive the emissivity of the gold surface (Figure 2a, left inset),
which is e 5 0.1 6 0.01.

Using a black, non-reflective enclosure to isolate the system
including the sample and the IR camera from the environment, we
keep the reflected emission from ambient sources (background sig-
nal) constant throughout the measurement and subsequently
remove its contribution by subtracting a reference frame (measured
at time t 5 0) from the recorded sequence. The radiation emitted
from the object can be calculated as:

Wobj x,y,tð Þ~ Wtot x,y,tð Þ{Wtot x,y,0ð Þ
e

zWobj x,y,0ð Þ ð2Þ

At t 5 0 the sample is in thermal equilibrium with the envir-
onment; therefore, knowing the ambient temperature and the cam-
era calibration curve (W vs. T for a known emissivity value) we can
compute Wobj (x,y,0). Finally, the measured digital level, Wobj (x,y,t),
can be converted into temperature using the camera calibration
curve which is provided by the manufacturer (see Supplementary
S2 for more details). Figure 2b shows an example of a processed IR
image of the sample during irradiation.

We measured the 2D temperature spatial profile every 2 ms
(acquisition frequency 500 Hz). From these data we were able to
extract the time evolution of the peak temperature, Tpeak, defined
as the mean temperature of a 3 3 3 pixels area centered around the
peak position of the laser (see Figure 2b). By subtracting the ambient
temperature, Tamb, we obtained the time variation of the temperature
increase, DTpeak 5 Tpeak – Tamb, caused by the laser irradiation
(Figure 2d).
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Figure 2 | IR Measurements and Characteristic Thermal Response of the Broadband Plasmonic Absorber. (a) Schematic representation of the

experimental set-up for infra-red temperature measurement. The left inset illustrates the emissivity measurement. It contains a picture of the used

metallic cylinder (left) with a deep hole and the emissivity map generated by the camera software (right); (b) The upper panel contains a post-processed IR

image of an absorber membrane during irradiation (the dashed circle indicates the extension of the absorber membrane). The lower panel is the zoomed

view on the laser spot and the 3 3 3 pixel window (black square) around the hottest pixel, which are used to determine DTpeak. (c) Peak temperature

increase as a function of the absorbed power. The dashed line represents a linear fit with zero intercept DTpeak 5 2.45 * Pabs. (d) Time evolution of

temperature increase at maximum incident power (560.3 mW, absorbed power 551.8 mW). The reached peak temperature determines the steady-state

value of DTpeak, which is shown in (c). The purple curve shows the time evolution of temperature increase obtained for a lower incident power

(524.8 mW, absorbed power 521.3 mW).
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The steady-state value ofDTpeak (when the laser is on in Figure 2d)
increases linearly with increasing irradiation power (Figure 2c), as
confirmed also by numerical simulations, carried out by using
COMSOL Multiphysics software (see Supplementary S3). With a
laser power of approximately 60 mW we were able to obtain
steady-state values of DTpeak higher than 120 K. Moreover, the high
signal-to-noise ratio of the measured curve for the highest incident
power (Figure 2d) allows the calculation of the system characteristic
response time, defined here as the time during which DTpeak reaches
from 0 to (1-1/e) times of its maximum. For the case reported in
Figure 2c, d, the measured value is as small as t5 12.6 6 1.3 ms. This
short response time is attributed to the small volume of our ultra-thin
system and therefore, its practically negligible heat capacity (CAuBR

1 CSiO2 < 4.3 ? 1025 J/K).
In order to assess the thermal performance of our absorber as

coating, we compare it to a typical commercial broadband black
spray coating. To ensure a fair comparison of the two absorbing
systems, we progressively coated one of our ultrathin absorbing
membranes (Figure 3a) with a commercial black spray (Krylon,
ultra-flat black spray). After each spraying step, we measured the
characteristic temperature rise time and the steady-stateDTpeak value
of the membrane. By doing so, we can attribute any variation in the
thermal response of the membrane solely to the effect of the black
spray. For each spraying step we also estimated the area covered by
the black coating. For that, we took an image of the coated sample
after each spraying step and processed it with an image analysis
software (ImageJ, see Supplementary S4 for details). In Figure 3a
we started from the as-fabricated absorber (black spray area coverage
equal to zero) which has a characteristic time t 5 10.3 6 0.5 ms and
increased the black spray area coverage (AC) to 16.4%, 31.9%, 35.6%
and finally 80.1%. We observe that even a very discontinuous black
spray coating layer with only 16.4% AC increased the response time
to t 5 27.4 6 0.1 ms. The response time increases further for higher
ACs and, for the case that the surface of the sample is almost com-

pletely covered (AC 5 80.1%), it reaches the value t5 152 6 3.2 ms,
which is more than one order of magnitude larger than the response
time of the bare plasmonic absorber (Figure 3a). On the other hand,
the DTpeak vs. Pabs. curves are similar for both cases of the bare and
the spray coated plasmonic absorber (Figure 3b). This similarity can
be understood by considering the interplay which exists between
thickness and thermal diffusivity of the layered structure. Indeed,
upon increase of the sample thickness due to the black spray coating
we would expect a reduction in peak temperature. However, the
added spray layer has a very low thermal diffusivity (aspray , 1027/
1028 m2/s23, as compared to agold , 1025 m2/s, aglass , 1026 m2/s)
which improves temperature localization. At the same time, the
increase in thickness and reduction in thermal diffusivity both have
a detrimental effect on the transient response time, as seen in
Figure 3a.

To study in a systematic manner the role of the absorber thickness
on the response time and peak temperature, while excluding other
physical properties such as different thermal conductivities, we var-
ied the thicknesses of the membrane by varying the thickness of the
gold back-reflector from hAuBR 5 100 nm to hAuBR 5 300 nm.
Changing this dimension does not influence the optical absorption
properties of the layer21. Figures 4a, b show that the thinnest structure
outperforms the other two for both considered criteria, rise time and
thermal sensitivity. To this end, the thin plasmonic absorber has the
highest light-to-heat conversion efficiency with absorbed power-to-
temperature sensitivity of 2.45 * 103 K/W while the cases with
200 nm and 300 nm thick back reflectors have sensitivities of 1.5 *
103 K/W and 1.19 * 103 K/W, respectively. The thinnest absorber
has also the fastest response of all, t 5 12.6 6 1.3 ms, while the rise
time increases to 17.3 6 0.7 ms and 23 6 2 ms for the samples with
200 nm and 300 nm thick back reflectors, respectively (here, Pin 5

60.3 mW). These results are also consistent with numerical simula-
tions (see Supplementary S3). Therefore, reducing the absorber
thickness concurrently improves sensitivity and characteristic tem-
perature rise time of the structure. To confirm the role of the pat-
terned plasmonic surface in the high absorption properties of the
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membrane, we further performed a series of control experiments on
un-patterned gold membranes with different thicknesses (see
Supplementary S5). These results show that large values of light
power-to-temperature sensitivity can be obtained only using the
nanostructured plasmonic absorber.

For applications where working temperatures are as high as a few
hundreds of degrees, such as solar thermoelectrics, losses through re-
emission of thermal radiation are significant and selective coatings
with large absorption in the visible range but negligible emission in
IR are highly desirable. We calculated the absorption coefficient of
the proposed broadband plasmonic absorber across the visible and
IR spectrum up to wavelength 12 mm, which corresponds to the peak
emission wavelength of a black-body at 240 K (Figure 5a). The
dielectric data for gold and glass were taken from literature24,25.
Since emissivity is equal to optical absorption, Figure 5a equivalently
represents the emissivity spectrum of the absorber. As shown in this
figure, absorption, and therefore, thermal emissivity, drops to very
small values (below 10%) for wavelengths longer than 1000 nm and
is almost constant throughout the entire range measured by the
camera.

Using the IR camera we were able to determine the spectrally
averaged emissivity of the plasmonic absorber in the spectral range
3–5 mm. We cut small pieces of a plasmonic absorber membrane and
a membrane coated with black spray and pasted them to the top facet
of the metallic cylinder used for the emissivity map calculation
(Figure 2a, left inset) with a thermally conductive silver paste
(Figure 5b). This guarantees that the membrane pieces and the cylin-
der stay at the same temperature. The black-body cavity in the cylin-
der was used for measuring the absolute temperature. We heated up
the cylinder to 41.6uC and then to 52.6uC and, by subtracting the two
IR images we acquired an emissivity map of the system, which is
shown in Figure 5b. We observe that while the black-spray coated

membrane has an emissivity close to unity, similar to the hole (black-
body), the plasmonic absorber membrane has a much smaller emis-
sivity e 5 0.16 6 0.1. This confirms the spectral selectivity of the
plasmonic absorber. The optical properties of the designed structure
strongly depend on the geometry of the front nano-pattern21.
Therefore, the proposed absorber could be used for applications
operating at temperatures up to 350–400uC, above which irreversible
modifications of the triangular elements could occur26.

Conclusion
In conclusion, we fabricated a large-scale, free-standing MIM plas-
monic light absorber with subwavelength thickness and studied its
light-to-heat conversion capabilities. We showed that, compared to a
commercial thin-film black coating, a plasmonic absorber exhibits
more than one order of magnitude faster transient response with
comparable absorbed light power-to-temperature sensitivity. In par-
ticular, we studied the effect of increasing the absorber thickness and
demonstrated that its ultrathin feature plays a fundamental role in
determining the characteristic time response and thermal sensitivity.
Furthermore, we demonstrated the spectral selectivity of our plas-
monic coating and showed that it exhibits high absorption across the
entire visible range but low emissivity in the IR range. Therefore,
such plasmonic absorbers are excellent candidates to achieve fast and
effective broadband light-to-heat conversion in a host of applica-
tions. Their exceptional optical absorption and thermal properties
could be especially exploited to increase the speed of visible-light
thermal sensors, as well as to improve the efficiency of solar ther-
moelectric devices by suppressing undesired radiation losses.

Methods
Fabrication. The structure of the absorber membrane and its fabrication steps are
schematically demonstrated in Figure 1 and Supplementary Figure S1. The large scale
fabrication of monolayer of polystyrene beads is achieved by a dip-coating technique:
the sample is immersed in a diluted bead solution (1%wt, 1023 M SDS) and
withdrawn at a speed of 2.5 mm/s in a controlled atmosphere with 50% humidity.

IR Measurements. The samples are placed on an inverted microscope and excited
using a green laser (wavelength 532 nm). IR measurements are performed using a
low-noise, cooled IR camera (FLIR, SC7650). The details of the experimental set-up,
data acquisition and calibration of the measurements are given in Figure 2 and
Supplementary Information S2.

Numerical Simulations. the electrodynamic and thermodynamic simulations were
both performed with COMSOL Multiphysics, which is based on the finite element
method (FEM). For electrodynamic simulations, normal plane wave excitation using
a port boundary condition (wavelength sweep) was used to calculate the total fields
and absorption spectrum. For the thermodynamic simulations in the supplementary
information S3, we used axial symmetry and reduced the problem to two dimensions.
A Gaussian boundary heat source was applied with variance and total power
corresponding to the experimental conditions. The thermal and optical material
properties of gold and glass were taken from the literature.
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